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6.3.2
Radio resource control information elements

<cut>
–
RLF-TimersAndConstants
The IE RLF-TimersAndConstants contains UE specific timers and constants applicable for UEs in RRC_CONNECTED.

RLF-TimersAndConstants information element

-- ASN1START

RLF-TimersAndConstants-r9 ::=


CHOICE {


release








NULL,


setup








SEQUENCE {



t301-r9







ENUMERATED {













ms100, ms200, ms300, ms400, ms600, ms1000, ms1500,













ms2000},



t310-r9







ENUMERATED {













ms0, ms50, ms100, ms200, ms500, ms1000, ms2000},



n310-r9







ENUMERATED {













n1, n2, n3, n4, n6, n8, n10, n20},



t311-r9







ENUMERATED {













ms1000, ms3000, ms5000, ms10000, ms15000,













ms20000, ms30000},



n311-r9







ENUMERATED {













n1, n2, n3, n4, n5, n6, n8, n10},



...


}

}

RLF-TimersAndConstants-r13 ::=


CHOICE {


release








NULL,


setup








SEQUENCE {



t301-v1310







ENUMERATED {













ms2500, ms3000, ms3500, ms4000, ms5000, 













ms6000, ms8000, ms10000},


...,



[[
t310-v13xy






ENUMERATED {ms4000, ms6000}
OPTIONAL
-- Need ON


]]

}

}

RLF-TimersAndConstantsSCG-r12 ::=


CHOICE {


release







NULL,


setup







SEQUENCE {



t313-r12






ENUMERATED {













ms0, ms50, ms100, ms200, ms500, ms1000, ms2000},



n313-r12






ENUMERATED {













n1, n2, n3, n4, n6, n8, n10, n20},



n314-r12






ENUMERATED {












n1, n2, n3, n4, n5, n6, n8, n10},



...


}

}

-- ASN1STOP

	RLF-TimersAndConstants field descriptions

	n3xy

Constants are described in section 7.4. n1 corresponds with 1, n2 corresponds with 2 and so on.

	t3xy

Timers are described in section 7.3. Value ms0 corresponds with 0 ms, ms50 corresponds with 50 ms and so on. 
E-UTRAN configures RLF-TimersAndConstants-r13 only if UE supports ce-ModeB. UE shall use the extended values t3xy-v1310 and t3xy-v13xy, if present, and ignore the values signaled by t3xy-r9.


6.3.6
Other information elements

<cut>
–
UE-TimersAndConstants
The IE UE-TimersAndConstants contains timers and constants used by the UE in either RRC_CONNECTED or RRC_IDLE.

UE-TimersAndConstants information element

-- ASN1START

UE-TimersAndConstants ::=


SEQUENCE {


t300







ENUMERATED {












ms100, ms200, ms300, ms400, ms600, ms1000, ms1500,












ms2000},


t301







ENUMERATED {












ms100, ms200, ms300, ms400, ms600, ms1000, ms1500,












ms2000},


t310







ENUMERATED {












ms0, ms50, ms100, ms200, ms500, ms1000, ms2000},


n310







ENUMERATED {












n1, n2, n3, n4, n6, n8, n10, n20},


t311







ENUMERATED {












ms1000, ms3000, ms5000, ms10000, ms15000,












ms20000, ms30000},


n311







ENUMERATED {












n1, n2, n3, n4, n5, n6, n8, n10},


...,


[[
t300-v1310





ENUMERATED {











ms2500, ms3000, ms3500, ms4000, ms5000, ms6000, ms8000,











ms10000}

OPTIONAL,
-- Need OR



t301-v1310





ENUMERATED {












ms2500, ms3000, ms3500, ms4000, ms5000, ms6000, ms8000,












ms10000}

OPTIONAL
-- Need OR


]], 


[[
t310-v13xy






ENUMERATED {ms4000, ms6000}

















OPTIONAL
-- Need OR

]]
}

-- ASN1STOP

	UE-TimersAndConstants field descriptions

	n3xy

Constants are described in section 7.4. n1 corresponds with 1, n2 corresponds with 2 and so on.

	t3xy

Timers are described in section 7.3. Value ms0 corresponds with 0 ms, ms50 corresponds with 50 ms and so on. EUTRAN includes an extended value t3xy-v1310 and t3xy-v13xy only in the Bandwidth Reduced (BR) version of the SIB. UEs that support Coverage Enhancement (CE) mode B shall use the extended values t3xy-v1310 and t3xy-v13xy, if present, and ignore the value signaled by t3xy (without the suffix).


