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5.6.15
WLAN connection management

5.6.15.1
Introduction
WLAN connection management procedures in this section are triggered as specified in other sections where the UE is using a WLAN connection for LWA, RCLWI or LWIP.
The UE stores the current WLAN mobility set, which is a set of one or more WLAN identifier(s) (e.g. BSSID, SSID, HESSID) in wlan-MobilitySet in VarWLAN-MobilityConfig. This WLAN mobility set can be configured and updated by the eNB. A WLAN is considered to be inside the WLAN mobility set if its identifiers match all WLAN identifiers of at least one entry in wlan-MobilitySet and outside the WLAN mobility set otherwise. When the UE receives a new or updated WLAN mobility set, it initiates connection to a WLAN inside the WLAN mobility set, if not already connected to such a WLAN, and starts WLAN status monitoring as described in 5.6.15.4. The UE can perform WLAN mobility within the WLAN mobility set (connect or reconnect to a WLAN inside the WLAN mobility set) without any signalling to E-UTRAN. 

The UE reports the WLAN connection status information to E-UTRAN as described in 5.6.15.2. The information in this report is based on the monitoring of WLAN connection as described in 5.6.15.4. 

5.6.15.2
WLAN connection status reporting

5.6.15.2.1
General
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Figure 5.6.15.2.1-1: WLAN connection status reporting

The purpose of this procedure is to inform E-UTRAN about the status of WLAN connection for LWA, RCLWI, or LWIP. 

5.6.15.2.2
Initiation

The UE in RRC_CONNECTED initiates the WLAN status reporting procedure when it connects successfully to a WLAN inside WLAN mobility set while T351 is running after a WLAN mobility set change or after a lwa-WT-Counter update (if success report is requested by the eNB) or its connection or connection attempts to all WLAN(s) inside WLAN mobility set fails in accordance with WLAN Status Monitoring described in 5.6.15.4 or when T351 expires.

Upon initiating the procedure, the UE shall:

1>
initiate transmission of the WLANConnectionStatusReport message in accordance with 5.6.15.2.3;

5.6.15.2.3
Actions related to transmission of WLANConnectionStatusReport message

The UE shall set the contents of the WLANConnectionStatusReport message as follows:

1>
set wlan-status to status in VarWLAN-Status;

1>
submit the WLANConnectionStatusReport message to lower layers for transmission, upon which the procedure ends;

5.6.15.3
T351 Expiry (WLAN connection attempt timeout)

Upon T351 expiry, the UE shall:

1>
set the status in VarWLAN-Status to failureTimeout;

1>
perform WLAN connection status reporting procedure in 5.6.15.2;
1>
stop WLAN status monitoring and WLAN connection attempts;

5.6.15.4
WLAN status monitoring

To perform WLAN status monitoring, the UE shall:

1>
if UE is not configured with rclwi-Configuration and WLAN connection to a WLAN inside the WLAN mobility set is successfully established or maintained after a WLAN mobility set configuration update or after a lwa-WT-Counter update:

2>
set the status in VarWLAN-Status to successfulAssociation;

2>
stop timer T351, if running;
2>
if successReportRequested in VarWLAN-MobilityConfig is set to TRUE:

3>
perform WLAN Connection Status Reporting procedure in 5.6.15.2; 

1>
if WLAN connection or connection attempts to all WLAN(s) inside WLAN mobility set fails: 

2>
if the failure is due to WLAN radio link issues:

3>
set the status in VarWLAN-Status to failureWlanRadioLink;
2>
else if the failure is due to UE internal problems related to WLAN:

3>
set the status in VarWLAN-Status to failureWlanUnavailable;

NOTE 1:
The UE internal problems related to WLAN includes connection to another WLAN based on user preferences or turning off WLAN connection or connection rejection from WLAN or other WLAN problems.
2>
stop timer T351, if running;

2>
perform WLAN Connection Status Reporting procedure in 5.6.15.2;

2>
if the UE is configured with rclwi-Configuration:

3>
release rclwi-Configuration and inform upper layers of a move-traffic-from-WLAN indication (see TS 24.302 [74]);

2>
stop WLAN Status Monitoring and WLAN connection attempts;
	*********End Change**********
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