Page 1



3GPP TSG-RAN WG5 Meeting #72
R5-165933
Gothenburg, Sweden, 22 - 26 August 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.509
	CR
	0162
	rev
	1
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Introduction of minimum loopback buffer size for Cat M1

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_MTCe2_L1-UEConTest
	
	Date:
	2016-08-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	Minimum loopback buffer size not specified for Category M1.

	
	

	Summary of change:
	Table 5.4.2.1a-1: 
· Added minimum loopback buffer size 4000 bytes for Category M1 (same as for Category 0).
· Note 1 updated to reflect that the referenced MAC test case 7.1.4.3a is associated with Category M1 and Category 1 in addition to Category 0.


	
	

	Consequences if not approved:
	No minimum loopback buffer size not specified for Category M1

	
	

	Clauses affected:
	5.4.2.1a

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	This is an update of R5-165476 and the outcome of 1 revision to this document


5.4.2.1a
UE test loop mode A PDCP SDU and UE test loop mode B IP PDU buffer size requirement
The minimum UE loopback buffer size for PDCP SDUs (UE test loop mode A) and IP PDUs (UE test loop mode B), when UE is operated in RLC AM or UM mode, shall be according to table 5.4.2.1a-1. The UE behaviour, when the loopback buffer capacity is exceeded, is unspecified.

Table 5.4.2.1a-1: Minimum loopback buffer size for different UE categories

	UE Category
	Minimum loopback buffer size

[bytes]

(note 1)

	Category M1
	4000

	Category 0
	4000

	Category 1
	60000

	Category 2
	60000

	Category 3
	60000

	Category 4
	60000

	Category 5
	60000

	Note 1:
Minimum loopback buffer size has been selected 1) for each UE category such that the UE shall be able to forward all data received in one TTI when the applicable maximum transport block size of the UE is used, and 2) to allow execution of MAC test cases 7.1.4.3 and 7.1.4.3a in TS 36.523-1 [30], which requires a minimum loopback buffer size of 3600 bytes for Category M1, Category 0 and Category 1 (7.1.4.3a) and 57280 bytes for all other UE categories (7.1.4.3).


