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Annex B (normative):
Applicability of the individual test

The applicability of each individual test is identified in the table B.1.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

The columns in Table B.1 have the following meaning:

Clause column

The Clause column indicates the clause number for each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Title column

The Title column indicates the title of each test case as described in the 3GPP TS 51.010-1 or 3GPP TS 11.10-4 (tests 27.22.x) for which the applicability is identified.

Release column

The Release column indicates the earliest release from which each test case is applicable, except if otherwise stated of an individual test case. 

Applicability column

The Applicability column describes the applicability of the test in a verbal way.

Applicability Limitations column

The Applicability Limitations column describes limitations, redundancies or extensions of the applicability of the test using the following notations:

R
redundant – the requirement in this test is verified in another test.

Ri
Reduced applicability – the test is applicable ("A") or redundant ("R") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Li
Limited execution – the test is applicable ("A"). The execution may be limited depending on the support of other optional or conditional items, e.g. some tests may not be repeated for all execution counters. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table.

Ei
Excluded applicability – the test is excluded (“E”) depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table.
Xi
eXtended execution – the test conditions are eXtended (“X”) to allow an alternate execution of the targeted test with different initial conditions but testing the same requirements
Status column

The following notations are used for the Status column:

A

applicable - the test is applicable.

N/A
not applicable – in the given context, the test case is not applicable.

Ci
conditional – the test is applicable ("A") or not ("N/A") depending on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

Specific PICS Statements column

The Specific PICS Statements column shows PICS statements in their mnemonics form that are used in 3GPP TS 51.010-1 to specify or influence the performance or behaviour of the test.

Supported column

The following common notations are used for the Supported column:

Y or y
test is supported by the implementation

N or n
test is not supported by the implementation

N/A, n/a or ‑ 
no answer required (allowed only if the status is N/A, directly or after evaluation of a conditional status)

Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported


(…)
	44.2.1.1.1
	GPRS attach/accepted
	R97
	All GPRS MS
	R1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.1.1a
	GPRS attach / accepted / Attach with IMSI
	Rel-10
	GPRS MS and AttachWithIMSI
	X1
	C599
	
	

	44.2.1.1.1b
	GPRS attach / accepted / PSM
	Rel-12
	PSM
	X1
	C616
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.1.2
	GPRS attach/rejected/IMSI invalid/illegal MS
	R97
	All GPRS MS
	R1, L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.1.3
	GPRS attach/rejected/IMSI invalid/GPRS services not allowed
	R97
	All GPRS MS
	R1 X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_SIMRmv
	

	44.2.1.1.4-1
	GPRS attach/rejected/PLMN not allowed
	R97
	All GPRS MS
	R1, L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.1.4-2
	GPRS attach/rejected/PLMN not allowed
	R97
	All GPRS MS
	L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.1.5-1
	GPRS attach/rejected/roaming not allowed in this location area
	R97
	All GPRS MS
	R1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.1.5-2
	GPRS attach/rejected/roaming not allowed in this location area
	R97
	All GPRS MS
	L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.1.5-3
	GPRS attach/rejected/roaming not allowed in this location area
	R97
	All GPRS MS
	L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.1.5-4
	GPRS attach/rejected/roaming not allowed in this location area
	R97
	All GPRS MS
	L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.1.6-1
	GPRS attach/abnormal cases/access barred due to access class control
	R97
	All GPRS MS
	R1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.1.6-2
	GPRS attach/abnormal cases/access barred due to access class control
	R97
	All GPRS MS
	L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.1.7
	GPRS attach/abnormal cases/change of cell into new routing area
	R97
	All GPRS MS
	R1, L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.1.8
	GPRS attach/abnormal cases/power off
	R97
	GPRS MS that supports On/Off switch
	X1
	C317
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
	

	44.2.1.1.9
	GPRS attach/abnormal cases/GPRS detach procedure collision
	R97
	All GPRS MS
	L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_GPRS_Attach_on_NW_Detach_NoCause
	

	44.2.1.1.10
	GPRS attach / rejected / GPRS services not allowed in this PLMN
	R97
	All GPRS MS
	L2, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.1.11
	GPRS attach / access barred due to EAB
	Rel-10
	MS supporting LAP and EAB
	X1
	C600
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP
	

	44.2.1.1.12
	GPRS attach / eDRX
	Rel-13
	MS supporting eDRX
	X1
	C613
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.2.1
	Combined GPRS attach/GPRS and non-GPRS attach accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	R1
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.2.2-1
	Combined GPRS attach/GPRS only attach accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.2.2-2
	Combined GPRS attach/GPRS only attach accepted
	R97
	GPRS MS and A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_auto_MM_IMSI_AP_on_off
	

	44.2.1.2.3
	Combined GPRS attach/GPRS attach while IMSI attach
	R97
	A Class A or B GPRS MS which do not auto GPRS attach on power up or switch on
	
	C236
	TSPC_Feat_OnOff
	

	44.2.1.2.3b
	Combined GPRS attach / PSM
	Rel-12
	PSM
	
	C616
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.2.4
	Combined GPRS attach/rejected/IMSI invalid/illegal ME
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_SIMRmv
	

	44.2.1.2.5
	Combined GPRS attach/rejected/GPRS services and non-GPRS services not allowed
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.2.6
	Combined GPRS attach/rejected/GPRS services not allowed
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.2.7
	Combined GPRS attach/rejected/location area not allowed
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_GPRS_Attach_Attempt_Outstanding
	

	44.2.1.2.7a
	Combined GPRS attach / rejected / network reject with Extended Wait Timer
	Rel-10
	MS supporting LAP and EAB
	
	C600
	TSPC_operation_mode_B

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.2.8
	Combined GPRS attach/abnormal cases/attempt counter check/miscellaneous reject causes
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.2.9
	Combined GPRS attach/abnormal cases/GPRS detach procedure collision
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_GPRS_Attach_on_NW_Detach_NoCause
	

	44.2.1.2.10
	Combined GPRS attach / eDRX
	Rel-13
	GPRS MS and Class A or B Mode of Operation and eDRX
	
	C619
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.1.2.3a
	Combined GPRS attach / NMO-I enabled in UE
	Rel-10
	GPRS MS and NMO_I_Behaviour
	
	C598
	
	

	44.2.2.1.1
	GPRS detach/power off/accepted
	R97
	All GPRS MS
	X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.1.2
	GPRS detach/accepted
	R97
	All GPRS MS
	X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_MS_HIGHER_LAYER_RELEASE
	

	44.2.2.1.3
	GPRS detach/abnormal cases/attempt counter check/procedure timeout
	R97
	All GPRS MS
	X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.1.4
	GPRS detach/abnormal cases/GMM common procedure collision
	R97
	All GPRS MS
	L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.1.5
	GPRS detach/power off/accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	R1
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.1.6
	GPRS detach/accepted/GPRS/IMSI detach
	R97
	All GPRS MS supporting user requested combined circuit switch and packet switch detach without power off.
	
	C274
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.1.7
	GPRS detach/accepted/IMSI detach
	R97
	All GPRS MS supporting user requested non-GPRS detach.
	
	C275
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.1.8
	GPRS detach/abnormal cases/change of cell into new routing area
	R97
	 All GPRS MS
	X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.1.9
	GPRS detach/abnormal cases/GPRS detach procedure collision
	R97
	GPRS MS Class B Mode of Operation supporting user requested combined circuit switch and packet switch detach without power off or Class C Mode of Operation
	X1
	C563
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.2.1
	GPRS detach/re-attach not required/accepted
	R97
	All GPRS MS
	R1, L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.2.2
	GPRS detach/rejected/IMSI invalid/GPRS services not allowed
	R97
	All GPRS MS
	X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_SIMRmv
	

	44.2.2.2.3
	GPRS detach/IMSI detach/accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.2.4
	GPRS detach/re-attach requested/accepted
	R97
	All GPRS MS
	X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.2.2.5
	GPRS detach/rejected/location area not allowed
	R97
	All GPRS MS
	X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_GPRS_Attach_Attempt_Outstanding
	

	44.2.2.2.6
	GPRS detach / rejected / GPRS services not allowed in this PLMN
	R97
	All GPRS MS
	L2, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.1.1
	Routing area updating/accepted
	R97
	All GPRS MS
	R1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.1.1a
	Routing area updating/accepted / old P-TMSI
	R97
	All GPRS MS
	X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.1.1b
	Routing area updating / accepted / PSM
	Rel-12
	PSM
	X1
	C617
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.1.2
	Routing area updating/rejected/IMSI invalid/illegal ME
	R97
	All GPRS MS
	R1, L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_SIMRmv
	

	44.2.3.1.3
	Routing area updating/rejected/MS identity cannot be derived by the network
	R97
	All GPRS MS
	R1, L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_auto_AP_no_MS ID
	

	44.2.3.1.4
	Routing area updating/rejected/location area not allowed
	R97
	All GPRS MS
	R1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_SIMRmv
	

	44.2.3.1.5
	Routing area updating/abnormal cases/attempt counter check/miscellaneous reject causes
	R97
	All GPRS MS
	L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.1.6
	Routing area updating/abnormal cases/change of cell into new routing area
	R97
	All GPRS MS
	X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.1.7
	Routing area updating/abnormal cases/change of cell during routing area updating procedure
	R97
	All GPRS MS
	L2, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.1.8
	Routing area updating/abnormal cases/P-TMSI reallocation procedure collision
	R97
	All GPRS MS
	L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.1.9
	Routing area updating / abnormal cases / Network reject with Extended Wait Timer
	Rel-10
	All GPRS MS supporting LAP and EAB
	X1
	C604
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_Feat_OnOff
	

	44.2.3.1.10
	Routing area updating / eDRX
	Rel-13
	MS supporting eDRX
	X1
	C613
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.1.11
	Routing area updating / eDRX / usage condition change
	Rel-13
	MS supporting eDRX and user/application eDRX activation
	X1
	C620
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.2.1
	Combined routing area updating/combined RA/LA accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.2.2
	Combined routing area updating/MS in CS operation at change of RA
	R97
	All GPRS MS supporting CC protocol for at least one Bearer Capability
	R1
	C210
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.2.3-1
	Combined routing area updating/RA only accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.2.3-2
	Combined routing area updating/RA only accepted
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
TSPC_AddInfo_auto_MM_IMSI_AP_on_off
	

	44.2.3.2.3a
	Combined routing area updating / PSM
	Rel-12
	PSM
	
	C616
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.2.4
	Combined routing area updating/rejected/PLMN not allowed
	R97
	GPRS MS and Class A or B Mode of Operation
	R1
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_GPRS_Attach_Attempt_Outstanding
	

	44.2.3.2.5-1
	Combined routing area updating/rejected/roaming not allowed in this location area
	R97
	GPRS MS and Class A or B Mode of Operation
	R1
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_GPRS_Attach_Attempt_Outstanding

TSPC_MS_HIGHER_LAYER_RELEASE
	

	44.2.3.2.5-2
	Combined routing area updating/rejected/roaming not allowed in this location area
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_AddInfo_SIMRmv

TSPC_MS_HIGHER_LAYER_RELEASE
	

	44.2.3.2.6-1
	Combined routing area updating/abnormal cases/access barred due to access class control
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.2.6-2
	Combined routing area updating/abnormal cases/access barred due to access class control
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.2.7
	Combined routing area updating/abnormal cases/attempt counter check/procedure timeout
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.2.8
	Combined routing area updating/abnormal cases/change of cell into new routing area
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.2.9
	Combined routing area updating/abnormal cases/change of cell during routing area updating procedure
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.2.10-1
	Combined routing area updating/abnormal cases/GPRS detach procedure collision
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.2.10-2
	Combined routing area updating/abnormal cases/GPRS detach procedure collision
	R97
	GPRS MS and Class A or B Mode of Operation
	
	C226
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.2.11
	Combined routing area updating / eDRX
	Rel-13
	GPRS MS and Class A or B Mode of Operation and eDRX
	
	C619
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.3.1
	Periodic routing area updating/accepted
	R97
	All GPRS MS
	R1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.3.2
	Periodic routing area updating/accepted/T3312 default value
	R97
	All GPRS MS
	X1
	 C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.3.2a
	Periodic routing area updating / accepted / per-device value
	Rel-10
	MS Supporting timer T3312 extended
	X1
	C602
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.3.2b
	Periodic routing area updating / accepted / PSM / T3312 Extended Value
	Rel-12
	PSM and timer T3312 extended
	X1
	C618
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.3.3
	Periodic routing area updating/no cell available/network mode I
	R97
	GPRS MS and Class B Mode of Operation
	
	C221
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.3.4
	Periodic routing area updating/no cell available
	R97
	All GPRS
	X1
	C215
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.3.3.5
	Periodic routing area updating / eDRX
	Rel-13
	MS supporting eDRX
	X1
	C613
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff 
	

	44.2.4
	P-TMSI reallocation
	R97
	All GPRS MS
	R1, L2, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.5.1.1
	Authentication accepted
	R97
	All GPRS MS
	X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.5.1.2
	Authentication rejected
	R97
	All GPRS MS
	X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.5.1.3
	Authentication accepted with USIM
	R99
	GPRS MS supporting UMTS AKA
	R1, X1
	C509
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.5.2.1-1
	Ciphering mode / start ciphering/GEA1
	R97 to Rel-11 only
	All GPRS MS supporting GEA1
	
	C595
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_Feat_GEA1
	

	44.2.5.2.1-2
	Ciphering mode / start ciphering/GEA2
	R97
	All GPRS MS supporting GEA2
	
	C415
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_Feat_GEA2
	

	44.2.5.2.1-3
	Ciphering mode / start ciphering/GEA3
	Rel-6
	All GPRS MS supporting GEA3
	
	C416
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_Feat_GEA3
	

	44.2.5.2.1-4
	Ciphering mode / start ciphering/GEA4
	Rel-9
	All GPRS MS supporting GEA4
	
	C482
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_Feat_GEA4
	

	44.2.5.2.2
	Ciphering mode / stop ciphering
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.5.2.3
	Ciphering mode / IMEISV request
	R97
	All GPRS MS
	
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.5.2.4
	Ciphering mode / Cipher key Kc128 and algorithmn changes
	Rel-9
	All GPRS MS supporting GEA4
	
	C482
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_Feat_GEA2

TSPC_Feat_GEA3
	

	44.2.5.2.5
	Ciphering mode / Non support of GEA1
	R97
	All GPRS MS not supporting GEA1
	
	C596
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.6.1
	General Identification
	R97
	All GPRS MS
	X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.7-1
	GMM READY timer handling
	R97
	All GPRS MS
	L2, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.7-2
	GMM READY timer handling
	R97
	All GPRS MS
	L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.7-3
	GMM READY timer handling
	R97
	All GPRS MS
	L2, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.7-4
	GMM READY timer handling
	R97
	All GPRS MS
	L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.7-5
	GMM READY timer handling
	R97
	All GPRS MS
	L2, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.8.1.1
	Change of cell between two LAs in idle mode / RAU completes first
	R99
	All DTM/GPRS capable MS
	
	C305
	
	

	44.2.8.1.2
	Change of cell between two LAs in idle mode / LAU completes first / SS releases channel
	R99
	All DTM/GPRS capable MS
	
	C305
	
	

	44.2.8.1.3
	Change of cell between two LAs in idle mode / LAU completes first / SS maintains channel
	R99
	All DTM/GPRS capable MS
	
	C305
	
	

	44.2.8.2
	Void
	
	
	
	
	
	

	44.2.9.1.1
	NITZ / GPRS / Timezone, Time and DST Handling
	R97
	All NITZ (Time) and GPRS capable MS
	X1
	C442
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_NITZ_DST

TSPC_NITZ_Universal_Time

TSPC_NITZ_Time_Zone
	

	44.2.9.1.2
	NITZ / GPRS / NITZ Parameters / Storage / Deletion
	R97
	All NITZ (Name) and GPRS capable MS
	X1
	C443
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_NITZ_Short_Name

TSPC_NITZ_Full_Name
	

	44.2.9.1.3
	NITZ / GPRS / MM and GMM Signalling
	R97
	All NITZ (Time and/or Name) and GPRS Class B or Class A capable MS
	X1
	C334
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff

TSPC_NITZ_DST

TSPC_NITZ_Universal_Time

TSPC_NITZ_Time_Zone

TSPC_NITZ_Short_Name

TSPC_NITZ_Full_Name
	

	44.2.10
	MS Radio Access Capability Interrogation
	R97
	All GPRS MS
	X1
	C215
	TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.11-1
	Cell Notification – Ready Timer Behaviour
	R99
	All GPRS MS
	L2, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	44.2.11-2
	Cell Notification – Use of LLC NULLFrame
	R99
	All GPRS MS
	L1, X1
	C215
	TSPC_operation_mode_B

TSPC_operation_mode_C

TSPC_AddInfo_on_auto_GPRS_AP

TSPC_Feat_OnOff
	

	45.2.1.1
	Attach initiated by context activation/QoS Offered by Network is the QoS Requested
	R97
	All GPRS MS
	R1, X1
	C215
	TSPC_AddInfo_on_auto_GPRS_AP
	

	45.2.1.2.1
	QoS Accepted by MS
	R97 and R98 only
	All GPRS MS supporting user settings of minimum QoS
	
	C248
	
	

	45.2.1.2.2
	QoS Rejected by MS
	R97 and R98 only
	All GPRS MS supporting user settings of minimum QoS
	
	C248
	
	

	45.2.2-1
	PDP context activation requested by the network, successful and unsuccessful
	R97
	All GPRS MS supporting Network requested PDP context activation
	X1
	C405
	
	

	45.2.2-2
	PDP context activation requested by the network, successful and unsuccessful
	R97
	All GPRS MS not supporting Network requested PDP context activation
	X1
	C237
	
	

	45.2.3
	Void
	
	
	
	
	
	

	45.2.4.1
	T3380 Expiry
	R97
	All GPRS MS
	X1
	C215
	
	

	45.2.4.2-1
	Collision of MS initiated and network requested PDP context activation
	R97
	All GPRS MS supporting Network requested PDP context activation
	X1
	C405
	
	

	45.2.4.2-2
	Collision of MS initiated and network requested PDP context activation
	R97
	All GPRS MS not supporting Network requested PDP context activation
	X1
	C237
	
	

	45.2.4.3
	Network initiated PDP context activation request for an already activated PDP context (on the MS side)
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	X1
	C332
	TSPC_AddInfo_N_req_PDP_CA
	

	45.2.4.4
	PDP context activation / Abnormal cases / Network reject with Extended Wait Timer
	Rel-10
	All GPRS MS supporting LAP and EAB
	X1
	C604
	
	

	45.2.5.1.1
	QoS Offered by Network is the QoS Requested
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	X1
	C332
	
	

	45.2.5.1.2.1
	QoS accepted by MS
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation and supporting user settings of minimum QoS
	X1
	C406
	
	

	45.2.5.1.2.2
	QoS rejected by MS
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation and supporting user settings of minimum QoS
	X1
	C406
	
	

	45.2.5.2
	Unsuccessful Secondary PDP Context Activation Procedure Initiated by the MS
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	X1
	C332
	
	

	45.2.5.3.1
	T3380 Expiry
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	X1
	C332
	
	

	45.3.1
	Network PDP context modification
	R97 and R98 only
	All GPRS MS supporting user settings of minimum QoS
	
	C248
	
	

	45.3.2.1
	MS initiated PDP Context Modification accepted by network
	R99 to R7 only
	All GPRS MS 
	
	C215
	TSPC_MS_HIGHER_LAYER_RELEASE
	

	45.3.2.2
	MS initiated PDP Context Modification not accepted by the network
	R99 to R7 only
	All GPRS MS 
	
	C215
	TSPC_MS_HIGHER_LAYER_RELEASE
	

	45.3.3.1
	T3381 Expiry
	R99 to R7 only
	All GPRS MS 
	
	C215
	TSPC_MS_HIGHER_LAYER_RELEASE
	

	45.3.3.2
	Collision of MS and network initiated PDP context modification procedures
	R99 to R7 only
	All GPRS MS 
	
	C215
	TSPC_MS_HIGHER_LAYER_RELEASE
	

	45.4.1
	PDP context deactivation initiated by the MS
	R97 
	All GPRS MS
	R1, X1
	C215
	
	

	45.4.2
	PDP context deactivation initiated by the network
	R97
	All GPRS MS
	R1, X1
	C215
	
	

	45.4.3.1
	T3390 Expiry
	R97
	All GPRS MS
	X1
	C215
	
	

	45.4.3.2
	Collision of MS and network initiated PDP context deactivation requests
	R97
	All GPRS MS
	X1
	C215
	
	

	45.4.4
	PDP context deactivation initiated by the network / Tear down indicator
	R99
	GPRS MS supporting two or more PDP contexts and GPRS MS supporting Secondary PDP Context Activation
	X1
	C332
	
	

	45.5.1
	Error cases
	R97
	All GPRS MS
	X1
	C215
	TSPC_MS_HIGHER_LAYER_RELEASE
	

	46.1.2.1.1-1
	Data transmission in protected mode / GEA1
	R97 to Rel-11 only
	All GPRS MS supporting GEA1
	
	C595
	TSPC_Feat_GEA1
	

	46.1.2.1.1-2
	Data transmission in protected mode / GEA2
	R97
	All GPRS MS supporting GEA2
	
	C415
	TSPC_Feat_GEA2
	

	46.1.2.1.1-3
	Data transmission in protected mode / GEA3
	Rel-6
	All GPRS MS supporting GEA3
	
	C416
	TSPC_Feat_GEA3
	

	46.1.2.1.1-4
	Data transmission in protected mode / GEA4
	Rel-9
	All GPRS MS supporting GEA4
	
	C482
	TSPC_Feat_GEA4
	

	46.1.2.1.2
	Data transmission in unprotected mode
	R97
	All GPRS MS
	X1
	C215
	
	

	46.1.2.1.3
	Reception of I frame in ADM
	R97
	All GPRS MS
	X1
	C215
	
	

	46.1.2.2.1.1
	Link establishment from MS to SS
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.1.2
	Link establishment from SS to MS
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.1.3
	Loss of UA frame
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.1.4
	Total loss of UA frame
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.1.5
	DM response
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.2.1
	Checking N(S)
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.2.2
	Busy condition at the peer, with RR sent for resumption of transmission
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.2.3
	Busy condition at the peer, with ACK sent for resumption of transmission
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.2.4
	SACK frame
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.3.1
	Checking N(R)
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.3.2
	MS handling busy condition during bi-directional data transfer
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.3.3
	SACK frame
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.3.4
	ACK frame
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.4.1
	Reestablishment due to reception of SABM
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.4.2
	Reestablishment due to N200 failures
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.2.4.3
	Reestablishment due to reception of DM
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.3.1
	Collision of SABM
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.3.2
	Collision of SABM and DISC
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.3.3
	Collision of SABM and XID commands
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.4.1
	Unsolicited DM
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.5.1
	Sending FRMR due to undefined command control field
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.5.2
	Sending FRMR due to reception of an S frame with incorrect length
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.5.3
	Sending FRMR due to reception of an I frame information field exceeding the maximum length
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.5.4
	Frame reject condition during establishment of ABM
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.6.1
	Simultaneous acknowledged and unacknowledged data transfer on the same SAPI
	R97 to Rel-7 only
	GPRS MS supporting two or more PDP contexts and has a way to trigger transferring of new user data in a different PDP context while an uplink transfer is in progress
	
	C224
	
	

	46.1.2.6.2
	Simultaneous acknowledged and unacknowledged data transfer on different SAPIs
	R97 to Rel-7 only
	GPRS MS supporting two or more PDP contexts
	
	C223
	
	

	46.1.2.7.1
	Negotiation initiated by the SS during ABM, for T200 and N200
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.7.2
	Negotiation initiated by the SS during ADM, for N201-I
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.1.2.7.3-1
	Negotiation initiated by the SS (using XID, for IOV-UI) / GEA1
	R97 to Rel-11 only
	All GPRS MS supporting GEA1
	
	C595
	TSPC_Feat_GEA1
	

	46.1.2.7.3-2
	Negotiation initiated by the SS (using XID, for IOV-UI) / GEA2
	R97
	All GPRS MS supporting GEA2
	
	C415
	TSPC_Feat_GEA2
	

	46.1.2.7.3-3
	Negotiation initiated by the SS (using XID, for IOV-UI) / GEA3
	Rel-6
	All GPRS MS supporting GEA3
	
	C416
	TSPC_Feat_GEA3
	

	46.1.2.7.3-4
	Negotiation initiated by the SS (using XID, for IOV-UI) / GEA4
	Rel-9
	All GPRS MS supporting GEA4
	
	C482
	TSPC_Feat_GEA4
	

	46.1.2.7.4
	Negotiation initiated by the SS (during ADM, for N201-U)
	R97
	All GPRS MS
	X1
	C215
	
	

	46.1.2.7.5-1
	Negotiation initiated by the SS (during ADM, for IOV-UI) / GEA1
	R97 to Rel-11 only
	All GPRS MS supporting GEA1
	
	C595
	TSPC_Feat_GEA1
	

	46.1.2.7.5-2
	Negotiation initiated by the SS (during ADM, for IOV-UI) / GEA2
	R97
	All GPRS MS supporting GEA2
	
	C415
	TSPC_Feat_GEA2
	

	46.1.2.7.5-3
	Negotiation initiated by the SS (during ADM, for IOV-UI) / GEA3
	Rel-6
	All GPRS MS supporting GEA3
	
	C416
	TSPC_Feat_GEA3
	

	46.1.2.7.5-4
	Negotiation initiated by the SS (during ADM, for IOV-UI) / GEA4
	Rel-9
	All GPRS MS supporting GEA4
	
	C482
	TSPC_Feat_GEA4
	

	46.1.2.7.6
	Negotiation initiated by the SS (during ABM, for Reset)
	R97 to Rel-7 only
	GPRS MS supporting two or more PDP contexts
	
	C223
	
	

	46.1.2.7.7
	XID command with unrecognised type field
	R97
	All GPRS MS
	X1
	C215
	
	

	46.1.2.7.8
	XID Response with out of range values
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.2.2.1.1
	Mobile originated normal data transfer with LLC in acknowledged mode
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.2.2.1.2
	Mobile originated normal data transfer with LLC in unacknowledged mode
	R97
	All GPRS MS
	X1
	C215
	
	

	46.2.2.1.3
	Usage of acknowledged mode for data transmission before and after PDP Context modification, on different SAPIs
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.2.2.1.4
	Reset indication during unacknowledged mode
	R97
	All GPRS MS
	X1
	C215
	
	

	46.2.2.1.5
	Reset indication during acknowledged mode
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.2.2.1.6
	Inter SGSN (with NAS container / new Routing Area / SGSN indicated Reset) PS Handover / Synchronized cell case / successful
	Rel-6 to Rel-7 only
	All GPRS MS supporting PS Handover
	
	C463
	
	

	46.2.2.2.1
	LLC link re-establishment on reception of SN-DATA PDU with F=0 in ack mode in the Receive First Segment state
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.2.2.2.2
	LLC link re-establishment on receiving second segment with F=1 and with different PCOMP and DCOMP values in the acknowledged mode data transfer
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.2.2.2.3
	Single segment N-PDU from MS
	R97
	All GPRS MS
	X1
	C215
	
	

	46.2.2.3.1
	LLC link release on receiving DM from the SS during acknowledged data transfer
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.2.2.4.1
	Response from MS on receiving XID request from the SS
	R97
	All GPRS MS
	X1
	C215
	TSPC_AddInfo_GPRS_Data_Compr

TSPC_AddInfo_GPRS_Header_Compr

TSPC_AddInfo_GPRS_Header_Compr_Type_RFC1144

TSPC_AddInfo_GPRS_Header_Compr_Type_RFC2507

TSPC_AddInfo_ROHC_Type_RFC3241

TSPC_AddInfo_ROHC_Type_RFC3242

TSPC_AddInfo_ROHC_Type_RFC3408

TSPC_AddInfo_ROHC_Type_RFC3095
	

	46.2.2.4.2
	Response from MS on receiving an XID request from the SS with an unassigned entity number
	R97
	All GPRS MS supporting Header Compression
	X1
	C336
	
	

	46.2.2.4.3
	Response from MS on receiving an XID response from the SS with unrecognised type field
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	

	46.2.2.5
	LLC link release on receiving "Invalid XID response" from the network during link establishment procedure
	R97 to Rel-7 only
	All GPRS MS
	
	C215
	
	


(…)
Table B.1d: Exclusion of Applicability - Conditions definitions

	E1
	Not executed for GPRS Only devices
	-- TSPC_operation_mode_C AND NOT (TSPC_operation_mode_B OR TSPC_operation_mode_A)


Table B.1e: Extended Execution - Conditions definitions

	X1
	Compatible with EC-GSM-IoT support
	-- TSPC-EC_GSM_IOT
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