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	The incorrect cell id is being passed into the call to f_EUTRA_InitialRegistration_Step9_11().
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Change 1 

	Function name
	function fl_TC_9_2_1_2_4_Body()

	Reason for change
	The incorrect cell id is being passed into the call to f_EUTRA_InitialRegistration_Step9_11().


	Summary of change
	Change first parameter of function f_EUTRA_InitialRegistration_Step9_1() from eutra_CellA to eutra_CellB.

	TTCN module
	NAS_Attach_EOnly.ttcn

	MCC160 Comment
	


Before change

  function fl_TC_9_2_1_2_4_Body() runs on EUTRA_PTC

  {

    var EPS_BearerIdentity v_EPS_Bearer_Id := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN); // @sic R5s160404 sic@

    var DRB_Identity v_DRB_Id := f_EUTRA_EpsBearerAssociatedDRB(v_EPS_Bearer_Id);

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var NAS_MSG_Indication_Type v_NasInd;
………….
        v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                 cdr_ATTACH_REQUEST_AttachType(tsc_EAttachType_Combined,

                                                                                                               v_AdditionalUpdateType,

                                                                                                               f_GutiParameters2MobileIdentity(omit, v_Guti2_Params), // GUTI2 @sic R5s100875 sic@

                                                                                                               cr_TAI(v_PLMN, tsc_TAC2),

                                                                                                               v_OldLAI, // @sic R5-151765 sic@

                                                                                                               v_TMSI_Status), // @sic R5-155798 sic@

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Step 18");
    //@siclog "Steps 18Aa1-18C" siclog@

    // Steps 9a1-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    v_EPS_TI := v_NasInd.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier;  // @sic R5s110219 sic@

    v_APNandPCOs := f_EUTRA_InitialRegistration_Step9_11(eutra_CellA, // @sic R5s160360 sic@

                                                         STATE2_IDLEUPDATE,

                                                         v_NasInd,

                                                         v_NasInd.SecurityProtection.NasCount);

    if (ispresent(v_APNandPCOs.protocolConfigurationOptions)) { // @sic R5-133116 sic@  @sic R5-161092 sic@

      v_PcoFromUE := v_APNandPCOs.protocolConfigurationOptions;

    }

    v_PcoToUE := f_GetDefaultProtocolConfigOptions(v_PcoFromUE);
…………….

}

After change
  function fl_TC_9_2_1_2_4_Body() runs on EUTRA_PTC

  {

    var EPS_BearerIdentity v_EPS_Bearer_Id := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN); // @sic R5s160404 sic@

    var DRB_Identity v_DRB_Id := f_EUTRA_EpsBearerAssociatedDRB(v_EPS_Bearer_Id);

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    var NAS_MSG_Indication_Type v_NasInd;
………………………..
     v_NasInd := f_EUTRA_RRC_ConnEst_DefWithNas(eutra_CellB,

                                               tsc_RRC_TI_Def,

                                               cr_EstablishmentCause_Any,

                                               cr_NAS_IndicationWithPiggybacking(tsc_SHT_IntegrityProtected,

                                                                                 cdr_ATTACH_REQUEST_AttachType(tsc_EAttachType_Combined,

                                                                                                               v_AdditionalUpdateType,

                                                                                                               f_GutiParameters2MobileIdentity(omit, v_Guti2_Params), // GUTI2 @sic R5s100875 sic@

                                                                                                               cr_TAI(v_PLMN, tsc_TAC2),

                                                                                                               v_OldLAI, // @sic R5-151765 sic@

                                                                                                               v_TMSI_Status), // @sic R5-155798 sic@

                                                                                 cr_508_PDN_CONNECTIVITY_REQUEST(tsc_PdnRequest_InitialAttach,

                                                                                                                 f_GetPdnType())));

    f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Step 18");
    //@siclog "Steps 18Aa1-18C" siclog@

    // Steps 9a1-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    v_EPS_TI := v_NasInd.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier;  // @sic R5s110219 sic@

    v_APNandPCOs := f_EUTRA_InitialRegistration_Step9_11(eutra_CellB, // @sic R5s160360 sic@

                                                         STATE2_IDLEUPDATE,

                                                         v_NasInd,

                                                         v_NasInd.SecurityProtection.NasCount);

    if (ispresent(v_APNandPCOs.protocolConfigurationOptions)) { // @sic R5-133116 sic@  @sic R5-161092 sic@

      v_PcoFromUE := v_APNandPCOs.protocolConfigurationOptions;

    }

    v_PcoToUE := f_GetDefaultProtocolConfigOptions(v_PcoFromUE);
………….

}
