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	Reason for change:
	1. Test points selection analysis for 2UL inter-band CA spurious test cases are missing in TR 36.905 for certain Rel-12 UL inter-band CA band combinations.
2. Some existing test points selection analysis for 2UL inter-band CA spurious test cases in TR 36.905 for certain Rel-12 UL inter-band CA band combinations are not aligned with latest cor specs
3. Table 4.1.3-1 ( A-MPR test coverage per CA configuration for inter-band CA with 2 CC) does not include information for CA_5A-17A band combination
4. Missing information about NS values for certain band combinations in Table 4.1.3-1

5. Applicability of Note 3 in Table 4.1.3-1 not aligned with zip files content.

6. Incorrect note applicable to CA_3A-20A in Table 4.1.3-1
7. Missing NS values for band combination CA-3A-26A

	
	

	Summary of change:
	1. Test points selection analysis for 2 UL CA inter-band spurious test cases have been added for band Rel-12 band combinations CA_1A-5A, CA_1A-7A, CA_1A-8A, CA_2A-4A, CA_2A_13A, CA_3A-5A, CA_3A-7A, CA_3A-8A, CA_3A-20A, CA_3A-26A, CA_4A-12A, CA_4A_13A, CA_4A_17A, CA_5A_7A, CA_5A_17A, CA_7A-20A,  CA_7A_28A, CA_39A-41A and corresponding zip files attached
2. Test points selection analysis for 2 UL CA inter-band spurious test cases have been updated for band Rel-12 band combinations aligned with zip files content CA_1A-3A, CA_1A-19A, CA_1A-21A, CA_4A-7A, CA_5A_12A, CA_19A-21A  and corresponding updated zip files attached

3. New row added for CA_5A-17A, CA_7A-20A, CA_7A-28A and CA_39A-41A in table 4.1.3-1

4. Clarified missing NS values in table 4.1.3-1

5. Applicability of Note 3 3 in Table 4.1.3-1 aligned with zip files content
6. Note 4 defined in table 4.1.3-1 and applied to CA-3A-20A

7. NS_13 and NS_14 added to CA_3A-26A

Add the attached .zip file to TR 36.905.

	
	

	Consequences if not approved:
	Test points selection for 2UL inter-band CA spurious test cases will not be captured.

	
	

	Clauses affected:
	4.1.3, 4.3, The analysis zip file is added in TR 36.905.
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	Other comments:
	Final version of R5-165817 with the following changes: 

· Adding NTT DOCOMO, INC. as co-sourcing company after merging this CR with R5-165817.
· Correction after merging of R5-165686 and R5-165817:
CA_2A-4A: Protected band 10 should be tested. Corrected TpAnalysisSpur(2A-4A).zip




< Unchanged sections omitted >
4.1.3
A-MPR test case for inter-band UL CA

This section contains information on test point selection for test case 6.2.4A.2 in [2], Additional Maximum Power Reduction (A-MPR) for CA (inter-band DL CA and UL CA).

TS 36.101 [3] specifies band dependent NS-values, which in the inter-band UL CA test cases become a combination of two NS-values. Testing all possible combinations would lead to too excessive testing and the combinations that are realistic should therefore be prioritized. This selection is documented in table 4.1.3-1.

Table 4.1.3-1: A-MPR test coverage per CA configuration for inter-band CA with 2 CC

	CA config with UL CA support (Note 1)
	NS values in same order as Uplink CA Configuration column
	Applicable test case
	Comment/Justification

	CA_1A-3A
	NS_05
	NS_01
	6.6.3.3A.2
	Note 3

	CA_1A-5A
	NS_05
	NS_01
	6.6.3.3A.2
	Note 3

	CA_1A-7A
	NS_05
	NS_01
	6.6.3.3A.2
	Note 3

	CA_1A-8A
	NS_05
	NS_01
	6.6.3.3A.2
	Note 3

	CA_1A-19A
	NS_05
	NS_08
	6.6.3.3A.2
	Note 3

	CA_1A-21A
	NS_05
	NS_09
	6.6.3.3A.2
	Note 3

	CA_2A-4A
	NS_03
	NS_03
	6.6.2.2A.2
	

	CA_2A-13A
	NS_03
	NS_06
	6.6.2.2A.2
	

	CA_2A-13A
	NS_03
	NS_07
	6.6.2.2A.2, 6.6.3.3A.2
	

	CA_3A-5A
	NS_01
	NS_01
	N/A
	Note 2

	CA_3A-7A
	NS_01
	NS_01
	N/A
	Note 2

	CA_3A-8A
	NS_01
	NS_01
	N/A
	Note 2

	CA_3A-19A
	NS_01
	NS_08
	6.6.3.3A.2
	

	CA_3A-20A
	NS_01
	NS_10
	N/A
	Note 4

	CA_3A-26A
	NS_01
	NS_12, 
NS_13,

NS_14,

NS_15
	6.6.3.3A.2
	Note 3

	CA_4A-5A
	NS_03
	NS_01
	6.6.2.2A.2
	

	CA_4A-7A
	NS_03
	NS_01
	6.6.2.2A.2
	

	CA_4A-12A
	NS_03
	NS_06
	6.6.2.2A.2
	

	CA_4A-13A
	NS_03
	NS_06
	6.6.2.2A.2
	

	CA_4A-13A
	NS_03
	NS_07
	6.6.2.2A.2, 6.6.3.3A.2
	

	CA_4A-17A
	NS_03
	NS_06
	6.6.2.2A.2
	

	CA_5A-7A
	NS_01
	NS_01
	N/A
	Note 2

	CA_5A-12A
	NS_01
	NS_06
	6.6.2.2A.2
	

	CA_5A-17A
	NS_01
	NS_06
	6.6.2.2A.2
	

	CA_7A-20A
	NS_01
	NS_10
	N/A
	

	CA_7A-28A
	NS_01
	NS_17
	6.6.3.3A.2
	Note 3

	CA_7A-28A
	NS_01
	NS_18
	6.6.3.3A.2
	Note 3

	CA_19A-21A
	NS_08
	NS_09
	6.6.3.3A.2
	Note 3

	CA_39A-41A
	NS_01
	NS_01
	N/A
	

	Note 1:
As per TS 36.101 V12.10.1

Note 2:
No test required since band combinations where only NS_01 is possible have no additional requirements, covered by section 6.2.3 test cases in TS 36.521-1 [2]

Note 3:
No test required since only A-Spur requirements apply, and the frequency range to test is unaffected by intermodulation products as described in section 4.3.
Note 4:
No test required since no A_SEM and/or A-Spur requirements apply


The analyses are performed per NS-value and are stored as zip-files as defined in annex A. The general principle for selection of test points is:

-
Test the minimum MPR + A-MPR value

-
Test the maximum MPR + A-MPR value

-
Test the maximum unbalanced total power backoff among CCs (max Pcmaxc difference).
The analyses are done for QPSK/16QAM test cases. For 64QAM test cases no analysis is made due to that it follows the same selection principle.
< Unchanged sections omitted >
4.3
Test points selection and Frequency ranges to cover in Tx spurious emissions test cases for UL CA

In this case, it is sufficient to verify the minimum requirements in frequency ranges affected by 2nd and 3rd order intermodulation products. The frequency ranges used in the test is calculated here.

The analyses are performed per CA configuration and are stored as zip-files as defined in annex A.

Table 4.3-1: Frequency range analysis availability per CA configuration

	CA config
	File name
	Comments

	CA_1A-3A
	TpAnalysisSpur(1A-3A)_v2.zip
	Added at RAN5#72

	CA_1A-5A
	TpAnalysisSpur(1A-5A).zip
	Added at RAN5#72

	CA_1A-7A
	TpAnalysisSpur(1A-7A).zip
	Added at RAN5#72

	CA_1A-8A
	TpAnalysisSpur(1A-8A).zip
	Added at RAN5#72

	CA_1A-19A
	TpAnalysisSpur(1A-19A)_v2.zip
	Added at RAN5#72

	CA_1A-21A
	TpAnalysisSpur(1A-21A_v2).zip
	Added at RAN5#72

	CA_2A-4A
	TpAnalysisSpur(2A-4A).zip
	Added at RAN5#72

	CA_2A-13A
	TpAnalysisSpur(2A-13A).zip
	Added at RAN5#72

	CA_3A-5A
	TpAnalysisSpur(3A-5A).zip
	Added at RAN5#72

	CA_3A-7A
	TpAnalysisSpur(3A-7A).zip
	Added at RAN5#72

	CA_3A-8A
	TpAnalysisSpur(3A-8A).zip
	Added at RAN5#72

	CA_3A-19A
	TpAnalysisSpur(3A-19A).zip
	Added at RAN5#70

	CA_3A-20A
	TpAnalysisSpur(3A-20A).zip
	Added at RAN5#72

	CA_3A-26A
	TpAnalysisSpur(3A-26A).zip
	Added at RAN5#72

	CA_4A-5A
	TpAnalysisSpur(4A-5A).zip
	Added at RAN5#71

	CA_4A-7A
	TpAnalysisSpur(4A-7A)_v2.zip
	Added at RAN5#72

	CA_4A-12A
	TpAnalysisSpur(4A-12A).zip
	Added at RAN5#72

	CA_4A-13A
	TpAnalysisSpur(4A-13A).zip
	Added at RAN5#72

	CA_4A-17A
	TpAnalysisSpur(4A-17A).zip
	Added at RAN5#72

	CA_5A-7A
	TpAnalysisSpur(5A-7A).zip
	Added at RAN5#72

	CA_5A-12A
	TpAnalysisSpur(5A-12A)_v2.zip
	Added at RAN5#72

	CA_5A-17A
	TpAnalysisSpur(5A-17A).zip
	Added at RAN5#72

	CA_7A-20A
	TpAnalysisSpur(7A-20A).zip
	Added at RAN5#72

	CA_7A-28A
	TpAnalysisSpur(7A-28A).zip
	Added at RAN5#72

	CA_19A-21A
	TpAnalysisSpur(19A-21A)_v2.zip
	Added at RAN5#72

	CA_39A-41A
	TpAnalysisSpur(39A-41A).zip
	Added at RAN5#72


< End of changes >
