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<start of the change>
Annex C (normative):
Common Requirements for 4Rx
C.1
Common UE RF requirements

The requirements and test cases listed in Table C.1-1 are specified in TS 36.101 [2].

Table C.1-1: RF requirements for 4Rx

	Section / Clause
	Description

	7.3
	Reference sensitivity power level

	7.4
	Maximum input level

	7.5
	Adjacent channel selectivity

	7.6
	Blocking characteristics

	7.7
	Spurious response

	7.8
	Intermodulation characteristics

	7.9
	Spurious emissions


The requirements and test cases listed in Table C.1-2 are specified in TS 36.101 [2].

Table C.1-2: RF requirements for 4Rx for CA

	Section / Clause
	Description

	6.2.5A
	Configured maximum output power

	7.3.1A
	Reference sensitivity for CA

	7.4.1A
	Maximum input level for CA

	7.5.1A
	Adjacent Channel Selectivity for CA

	7.6.1.1A
	In-band blocking for CA

	7.6.2.1A
	Out-of-band blocking for CA

	7.6.3.1A
	Narrow band blocking for CA

	7.7.1A
	Spurious response for CA

	7.8.1A
	Wideband intermodulation for CA


C.2
Common UE demodulation and CSI requirements

The requirements and test cases listed in Table C.2-1 are specified in TS 36.101 [2]. 

Table C.2-1: UE Demodulation and CSI requirements for 4Rx

	Section / Clause
	Description 

	8.10.1 (NOTE)
	PDSCH

	8.10.2
	PDCCH/PCFICH

	8.10.3
	PHICH

	8.10.4
	ePDCCH

	9.9
	CSI reporting for 4Rx UE


<end of the change>
