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<< Unchanged sections omitted >>
8.3.2.1.2_H
TDD PDSCH Single-layer Spatial Multiplexing on antenna ports 7 or 8 without a simultaneous transmission for eDL-MIMO for 256QAM in DL

8.3.2.1.2_H.1
Test purpose

Same test purpose as defined in clause 8.3.2.1.2_D.1.

8.3.2.1.2_H.2
Test applicability

This test applies to all types of E-UTRA TDD UEs release 12 and forward that support 256QAM in DL and eDL-MIMO. Applicability requires support for FGI bit 104.
8.3.2.1.2_H.3
Minimum conformance requirements

Same minimum conformance requirements as defined in clause 8.3.2.1.2_D.3.

8.3.2.1.2_H.4
Test description
8.3.2.1.2_H.4.1
Initial conditions

Same test procedure as defined in clause 8.3.2.1.2_D.4.1 with the following exceptions:

-
Instead of Table 8.3.2.1.2_D.4.3-4 ( use Table 8.3.2.1.2_H.4.3-1.
8.3.2.1.2_H.4.2
Test procedure

Same test procedure as defined in clause 8.3.2.1.2_D.4.2 with the following exceptions:

-
Instead of Table 8.3.2.1.2_D.5-1 ( use Table 8.3.2.1.2_H.5-1.
-
CSI-RS are sent on antenna ports 15-22 using two Tx antennas with mapping according to beam-forming model as specified in Annex B.4.1 ( CSI-RS are sent on antenna ports 15-18 using two Tx antennas with mapping according to beam-forming model as specified in Annex B.4.1 in test step 2.

8.3.2.1.2_H.4.3
Message contents

Same message contents as defined in clause 8.3.2.1.2_D.4.3 with the following exceptions:

Table 8.3.2.1.2_H.4.3-1: CSI-RS-Config-r10
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-Config-r10 ::= SEQUENCE {
	
	
	

	  csi-RS-r10 CHOICE{
	
	
	

	    setup SEQUENCE {
	
	
	

	      antennaPortsCount-r10
	an4
	Parameter represents the number of antenna ports used for transmission of CSI reference signals
	

	      resourceConfig-r10
	3
	Parameter: CSI reference signal configuration
	

	      subframeConfig-r10
	4
	
[image: image1.wmf]RS

-

CSI

D

 = 
[image: image2.wmf]RS

CSI

-

I

 when CSI-RS SubframeConfig is from 0-4; Parameter: 
[image: image3.wmf]RS

CSI

-

I


	

	      p-C-r10
	-3 dB
	Parameter: 
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 which is the assumed ratio of PDSCH EPRE to CSI-RS EPRE when UE derives CSI feedback


	

	     }
	
	
	

	  }
	
	
	

	  zeroTxPowerCSI-RS-r10 CHOICE{
	
	
	

	    setup SEQUENCE {
	
	
	

	      zeroTxPowerResourceConfigList-r10
	2
	Parameter: ZeroPowerCSI-RS
	

	      zeroTxPowerSubframeConfig-r10
	4
	Parameter: 
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	    }
	
	
	

	  }
	
	
	

	}
	
	
	


8.3.2.1.2_H.5
Test requirement

Same test requirement as defined in clause 8.3.2.1.2_D.5 with the following exceptions:

-
Instead of Table 8.3.2.1.2_D.5-1 ( use Table 8.3.2.1.2_H.5-1.

Table 8.3.2.1.2_H.5-1: Test requirement for CDM-multiplexed DM RS without simultaneous transmission (FRC) with multiple CSI-RS configurations

	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category
	UE DL Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	
	

	3
	20MHz

256QAM
	R. 66 TDD
	OP.1 TDD
	EPA5
	2x2 Low
	70
	25.2
	11-12
	≥11
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