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<< Unchanged sections omitted >>
Table A.3.3.2.1-2: Fixed Reference Channel two antenna ports

	Parameter
	Unit
	Value

	Reference channel
	
	R.46 FDD
	R.47 FDD
	R.35-4 FDD
	R.11-5 FDD
	R.11-6 FDD
	R.11-7 FDD
	R.11-8 FDD
	R.11- 9 FDD 
	R.11- 10 FDD 
	R.65 FDD
	R.10-2 FDD

	Channel bandwidth
	MHz
	10
	10
	10
	1.4
	3
	15
	10
	10
	10
	10
	5

	Allocated resource blocks (Note 4)
	
	50
	50
	50
	6
	15
	75
	50
	50
	50
	50
	25

	Allocated subframes per Radio Frame
	
	9
	9
	9
	9
	9
	9
	9
	8
	8
	8
	9

	Allocated number of PDCCH symbols
	
	2
	2
	2
	4
	3
	2
	2
	3
	3
	2
	3

	Modulation
	
	QPSK
	16QAM
	64QAM
	16QAM
	16QAM
	16QAM
	QPSK
	QPSK
	QPSK
	256QAM
	QPSK

	Target Coding Rate
	
	
	
	0.47
	1/2
	1/2
	1/2
	3/5
	0.58
	0.67
	0.55
	1/3

	Information Bit Payload (Note 4)
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	5160
	8760
	18336
	1352
	3368
	19080
	7992
	6968
	7992
	31704
	1800

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	n/a

	  For Sub-Frame 0
	Bits
	5160
	8760
	16416
	N/A
	2664
	19080
	6968
	N/A
	N/A
	N/A
	1800

	Number of Code Blocks
(Notes 3 and 4)
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	1
	2
	3
	1
	1
	4
	2
	2
	2
	6
	1

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	n/a

	  For Sub-Frame 0
	Bits
	1
	2
	3
	1
	1
	4
	2
	N/A
	N/A
	N/A
	1

	Binary Channel Bits (Note 4)
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	13200
	26400
	39600
	2592
	7200
	39600
	13200
	12000
	12000
	57600
	6000

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	n/a

	  For Sub-Frame 0
	Bits
	12384
	24768
	37152
	N/A
	5568
	37968
	12384
	N/A
	N/A
	N/A
	5184

	Max. Throughput averaged over 1 frame (Note 4)
	Mbps
	4.644
	7.884
	16.310
	1.082
	2.961
	17.172
	7.0904
	5.5744
	6.3936
	25.363
	1.620

	UE Category
	
	≥ 1
	≥ 1
	≥ 2
	≥ 1
	≥ 1
	≥ 2
	≥ 2
	≥ 1
	≥ 1
	11-12
	≥ 1

	UE DL Category
	
	≥ 6
	≥ 6
	≥ 6
	≥ 6
	≥ 6
	≥ 6
	≥ 6
	
	
	≥ 11
	≥ 6

	Note 1:
Void
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4]
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 4:
Given per component carrier per codeword.


<< Unchanged sections omitted >>
Table A.3.3.3.2-1: Fixed Reference Channel for CDM-multiplexed DM RS with four CSI-RS antenna ports

	Reference channel
	
	R.43 FDD
	R.50 FDD
	R.48 FDD
	R.66 FDD

	Channel bandwidth
	MHz
	10
	10
	10
	10

	Allocated resource blocks
	
	50 (Note 3)
	50 (Note 3)
	50 (Note 3)
	50 (Note 3)

	Allocated subframes per Radio Frame
	
	9
	9
	9
	9

	Modulation
	
	QPSK
	64QAM
	QPSK
	256QAM

	Target Coding Rate
	
	1/3
	1/2
	
	0.77

	Information Bit Payload 
	
	
	
	
	

	  For Sub-Frames 1,4,6,9
	Bits
	3624
	18336
	6200
	36696

	  For Sub-Frames 2,3,7,8
	Bits
	3624
	16416
	6200
	35160

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	2984
	14688
	4968
	30576

	Number of Code Blocks (Note 4)
	
	
	
	
	

	  For Sub-Frames 1,4,6,9
	Code blocks
	1
	3
	2
	6

	  For Sub-Frames 2,3,7,8
	Code blocks
	1
	3
	2
	6

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	1
	3
	1
	5

	Binary Channel Bits
	
	
	
	
	

	  For Sub-Frames 1,4,6,9
	Bits
	12000
	36000
	12000
	48000

	  For Sub-Frames 2,7
	
	11600
	34800
	11600
	46400

	  For Sub-Frames 3,8
	
	11600
	34800
	12000
	46400

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	9840
	29520
	9840
	39360

	Max. Throughput averaged over 1 frame 
	Mbps
	3.1976
	15.3696
	5.4568
	31.800

	UE Category
	
	≥ 1
	≥ 2
	≥ 1
	11-12

	UE DL Category
	
	≥ 6
	≥ 6
	≥ 6
	≥ 11

	Note 1:
2 symbols allocated to PDCCH.

Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4].

Note 3:
For R.31-1 and R.34-1, 50 resource blocks are allocated in sub-frames 1, 2, 3, 4, 6, 7, 8, 9 and 41 resource blocks (RB0–RB20 and RB30–RB49) are allocated in sub-frame 0. 
Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).


<< Unchanged sections omitted >>
Table A.3.4.2.1-4: Fixed Reference Channel two antenna ports

	Parameter
	Unit
	Value

	Reference channel
	
	R.65 TDD
	

	Channel bandwidth
	MHz
	20
	

	Allocated resource blocks (Note 5)
	
	100
	

	Uplink-Downlink Configuration (Note 3)
	
	1
	

	Allocated subframes per Radio Frame (D+S)
	
	2+2
	

	Modulation
	
	256QAM
	

	Target Coding Rate
	
	
	

	Information Bit Payload (Note 5)
	
	
	

	  For Sub-Frames 4,9
	Bits
	63776
	

	  For Sub-Frames 1,6
	
	46888
	

	  For Sub-Frame 5
	Bits
	N/A
	

	  For Sub-Frame 0
	Bits
	N/A
	

	Number of Code Blocks
(Notes 4 and 5)
	
	
	

	  For Sub-Frames 4,9 
	
	11
	

	  For Sub-Frames 1,6
	
	9
	

	  For Sub-Frame 5
	
	N/A
	

	  For Sub-Frame 0
	
	N/A
	

	Binary Channel Bits (Note 5)
	
	
	

	  For Sub-Frames 4,9 
	Bits
	115200
	

	  For Sub-Frames 1,6
	
	95424
	

	  For Sub-Frame 5
	Bits
	N/A
	

	  For Sub-Frame 0
	Bits
	N/A
	

	Max. Throughput averaged over 1 frame (Note 5)
	Mbps
	22.133
	

	UE Category
	
	11-12
	

	UE DL Category
	
	≥ 11
	

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz. For subframe 1&6, only 2 OFDM symbols are allocated to PDCCH. For 256QAM reference channel 1 symbol is allocated. 

Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4].
Note 3:
As per Table 4.2-2 in TS 36.211 [4].

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 5:
Given per component carrier per codeword


<< Unchanged sections omitted >>
Table A.3.4.3.4-1: Fixed Reference Channel for CDM-multiplexed DM RS with four CSI-RS antenna ports

	Parameter
	Unit
	Value

	Reference channel
	
	R.44 TDD
	R.48 TDD
	R.66 TDD

	Channel bandwidth
	MHz
	10
	10
	20

	Allocated resource blocks
	
	50 (Note 4)
	50 (Note 4)
	100

	Uplink-Downlink Configuration (Note 3)
	
	1
	1
	1

	Allocated subframes per Radio Frame (D+S)
	
	3+2
	3+2
	3+2

	Modulation
	
	64QAM
	QPSK
	256QAM

	Target Coding Rate
	
	½
	
	

	Information Bit Payload
	
	
	
	

	  For Sub-Frames 4,9 (non CSI-RS subframe)
	Bits
	18336
	N/A
	N/A

	  For Sub-Frames 4,9 (CSI-RS subframe)
	Bits
	16416
	6200
	71112

	  For Sub-Frames 1,6
	
	11832
	4264
	48936

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	14688
	4968
	66592

	Number of Code Blocks per Sub-Frame
(Note 5)
	
	
	
	

	  For Sub-Frames 4,9 (non CSI-RS subframe)
	
	3
	2
	N/A

	 For Sub-Frames 4,9 (CSI-RS subframe)
	
	3
	2
	12

	  For Sub-Frames 1,6
	
	2
	1
	8

	  For Sub-Frame 5
	
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	
	3
	1
	11

	Binary Channel Bits Per Sub-Frame
	
	
	
	

	  For Sub-Frames 4,9 (non CSI-RS subframe)
	Bits
	36000
	12000
	N/A

	For Sub-Frames 4,9 (CSI-RS subframe)
	Bits
	33600
	11600
	89600

	  For Sub-Frames 1,6
	
	23616
	7872
	67584

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	29520
	9840
	84480

	Max. Throughput averaged over 1 frame
	Mbps
	7.1184
	2.5896
	30.669

	UE Category
	
	≥ 2
	≥ 1
	11-12

	UE DL Category
	
	≥ 6
	≥ 6
	≥ 11

	Note 1:
2 symbols allocated to PDCCH.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4].

Note 3:
as per Table 4.2-2 in TS 36.211 [4].

Note 4:
For R.44 and R.48, 50 resource blocks are allocated in sub-frames 4,9 and 41 resource blocks (RB0–RB20 and RB30–RB49) are allocated in sub-frame 0 and the DwPTS portion of sub-frames 1,6. For R.66, 100 resource blocks are allocated in sub-frames 4, 9 and 88 resources blocks (RB0–RB43 and RB56–RB99) are allocated in sub-frame 0 and the DwPTS portion of sub-frames 1,6.
Note 5:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).


<< Unchanged sections omitted >>
Table A.3.9.1-3: Fixed Reference Channel for sustained data-rate test (FDD 256QAM)

	Parameter
	Unit
	Value

	Reference channel
	
	R.68 FDD
	R.68-1 FDD
	R.68-2 FDD
	R.68-3 FDD
	
	
	

	Channel bandwidth
	MHz
	20
	15
	10
	5
	
	
	

	Allocated resource blocks (Note 4)
	
	Note 5
	Note 6
	Note 7
	Note 8
	
	
	

	Allocated subframes per Radio Frame
	
	10
	10
	10
	10
	
	
	

	Modulation
	
	256QAM
	256QAM
	256QAM
	256QAM
	
	
	

	Coding Rate
	
	
	
	
	
	
	
	

	  For Sub-Frames 3,4,8,9
	
	0.85
	0.88
	0.85
	0.85
	
	
	

	  For Sub-Frames 1,2,6,7
	
	0.74
	0.74
	0.74
	0.77
	
	
	

	  For Sub-Frame 5
	
	0.75
	0.77
	0.77
	0.79
	
	
	

	  For Sub-Frame 0
	
	0.76
	0.77
	0.78
	0.84
	
	
	

	Information Bit Payload (Note 4)
	
	
	
	
	
	
	
	

	  For Sub-Frames 3,4,8,9
	Bits
	97896
	75376
	48936
	24496
	
	
	

	  For Sub-Frames 1,2,6,7
	
	84760
	63776
	42368
	21384
	
	
	

	  For Sub-Frame 5
	Bits
	81176
	61664
	40576
	19848
	
	
	

	  For Sub-Frame 0
	Bits
	84760
	63776
	42368
	21384
	
	
	

	Number of Code Blocks (Notes 3 and 4)
	
	
	
	
	
	
	
	

	  For Sub-Frames 3,4,8,9
	Bits
	16
	13
	8
	4
	
	
	

	  For Sub-Frames 1,2,6,7
	
	14
	11
	7
	4
	
	
	

	  For Sub-Frame 5
	Bits
	14
	11
	7
	4
	
	
	

	  For Sub-Frame 0
	Bits
	14
	11
	7
	4
	
	
	

	Binary Channel Bits (Note 4)
	
	
	
	
	
	
	
	

	  For Sub-Frames 3,4,8,9
	Bits
	115200
	86400
	57600
	28800
	
	
	

	  For Sub-Frames 1,2,6,7
	
	115200
	86400
	57600
	28800
	
	
	

	  For Sub-Frame 5
	Bits
	109440
	80640
	52992
	25344
	
	
	

	  For Sub-Frame 0
	Bits
	111936
	83136
	54336
	25536
	
	
	

	Number of layers
	
	2
	2
	2
	2
	
	
	

	Max. Throughput averaged over 1 frame (Note 4)
	Mbps
	89.656
	68.205
	44.816
	22.475
	
	
	

	UE Categories
	
	11-12
	11-12
	11-12
	11-12
	
	
	

	UE DL Categories
	
	≥ 11
	≥ 11
	≥ 11
	≥ 11
	
	
	

	Note 1:
1 symbol allocated to PDCCH for all tests.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 4:
Given per component carrier per codeword.
Note 5:
Resource blocks nPRB = 4..99 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..99 in sub-frames 0,1,2,3,4,6,7,8,9.

Note 6:
Resource blocks nPRB = 4..74 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..74 in sub-frames 0,1,2,3,4,6,7,8,9.

Note 7:
Resource blocks 
nPRB = 3..49 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..49 in sub-frames 0,1,2,3,4,6,7,8,9.
Note 8:
Resource blocks nPRB = 2..24 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..24 in sub-frames 0,1,2,3,4,6,7,8,9.


<< Unchanged sections omitted >>
Table A.3.9.2-2: Fixed Reference Channel for sustained data-rate test (TDD 256QAM)
	Parameter
	Unit
	Value

	Reference channel
	
	R.68 TDD
	R.68-1 TDD
	R.68-2 TDD
	R.68-3 TDD
	R.68-4 TDD
	

	Channel bandwidth
	MHz
	20
	15
	10
	20
	15
	

	Allocated resource blocks
	PRB
	Note 6
	Note 7
	Note 8
	Note 6
	Note 7
	

	Uplink-Downlink Configuration (Note 3)
	
	1
	1
	1
	[2]
	[2]
	

	Number of HARQ Processes per component carrier
	Processes
	7
	7
	7
	[10]
	[10]
	

	Allocated subframes per Radio Frame (D+S)
	
	4+2
	4+2
	4+2
	[6+2]
	[6+2]
	

	Modulation
	
	256QAM
	256QAM
	256QAM
	256QAM
	256QAM
	

	Target Coding Rate
	
	
	
	
	
	
	

	  For Sub-Frame 0
	
	0.76
	0.77
	0.78
	0.76
	0.77
	

	  For Sub-Frame 1
	
	N/A
	N/A
	N/A
	N/A
	N/A
	

	  For Sub-Frames 3
	
	N/A
	N/A
	N/A
	0.74
	0.79
	

	  For Sub-Frames 4
	
	0.74
	0.79
	0.74
	0.74
	0.79
	

	  For Sub-Frame 5
	
	0.74
	0.76
	0.76
	0.74
	0.76
	

	  For Sub-Frame 6
	
	N/A
	N/A
	N/A
	[N/A]
	[N/A]
	

	  For Sub-Frame 7
	
	N/A
	N/A
	N/A
	[N/A]
	[N/A]
	

	  For Sub-Frames 8
	
	N/A
	N/A
	N/A
	0.85
	0.88
	

	  For Sub-Frames 9
	
	0.85
	0.88
	0.85
	0.85
	0.88
	

	Information Bit Payload
	
	
	
	
	
	
	

	  For Sub-Frame 0
	Bits
	84760
	63776
	42368
	84760
	63776
	

	  For Sub-Frame 1
	Bits
	0
	0
	0
	0
	0
	

	  For Sub-Frames 3
	Bits
	N/A
	N/A
	N/A
	84760
	63776
	

	  For Sub-Frames 4
	Bits
	84760
	63776
	42368
	84760
	63776
	

	  For Sub-Frame 5
	Bits
	81176
	61664
	40576
	81176
	61664
	

	  For Sub-Frame 6
	Bits
	0
	0
	0
	[0]
	[0]
	

	  For Sub-Frame 7
	
	N/A
	N/A
	N/A
	[N/A]
	[N/A]
	

	  For Sub-Frames 8
	Bits
	N/A
	N/A
	N/A
	97896
	75376
	

	  For Sub-Frames 9 
	Bits
	97896
	75376
	48936
	97896
	75376
	

	Number of Code Blocks per Sub-Frame
(Note 4)
	
	
	
	
	
	
	

	  For Sub-Frame 0
	
	14
	11 
	7
	14
	11 
	

	  For Sub-Frame 1
	
	N/A
	N/A
	N/A
	N/A
	N/A
	

	  For Sub-Frames 3
	
	N/A
	N/A
	N/A
	14
	11
	

	  For Sub-Frames 4
	
	14
	11
	7
	14
	11
	

	  For Sub-Frame 5
	
	14
	11
	7
	14
	11
	

	  For Sub-Frame 6
	
	N/A
	N/A
	N/A
	[N/A]
	[11]
	

	  For Sub-Frame 7
	
	N/A
	N/A
	N/A
	[N/A]
	[11]
	

	  For Sub-Frames 8
	
	N/A
	N/A
	N/A
	16
	13
	

	  For Sub-Frames 9 
	
	16
	13
	8
	16
	13
	

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	

	  For Sub-Frame 0
	Bits
	112512
	83712
	54912
	112512
	83712
	

	  For Sub-Frame 1
	Bits
	0
	0
	0
	0
	0
	

	  For Sub-Frames 3
	Bits
	N/A
	N/A
	N/A
	115200
	86400
	

	  For Sub-Frames 4
	Bits
	115200
	86400
	57600
	115200
	86400
	

	  For Sub-Frame 5
	
	110016
	81216
	53568
	110016
	81216
	

	  For Sub-Frame 6
	Bits
	0
	0
	0
	[0]
	[0]
	

	  For Sub-Frame 7
	
	N/A
	N/A
	N/A
	[N/A]
	[N/A]
	

	  For Sub-Frames 8
	Bits
	N/A
	N/A
	N/A
	115200
	86400
	

	  For Sub-Frames 9 
	Bits
	115200
	86400
	57600
	115200
	86400
	

	Number of layers
	
	2
	2
	2
	2
	2
	

	Max. Throughput averaged over 1 frame (Note 5)
	Mbps
	34.859
	26.459
	17.425
	[53.125]
	[40.374]
	

	UE Categories
	
	11-12
	11-12
	11-12 
	11-12 
	11-12
	

	UE DL Categories
	
	≥ 11
	≥ 11
	≥ 11
	≥ 11
	≥ 11
	

	Note 1:
1 symbol allocated to PDCCH for all tests.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4].
Note 3:
As per Table 4.2-2 in TS 36.211 [4].

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 5:
Given per component carrier per codeword.
Note 6:
Resource blocks nPRB = 4..99 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..99 in other downlink sub-frames.
Note 7:
Resource blocks nPRB = 4..74 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..74 in other downlink sub-frames.

Note 8:
Resource blocks nPRB = 3..49 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..49 in the available downlink sub-frames according to uplink downlink configurations used.


<< End of changes >>
