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< begin of first modification >
6.6.3.1A.2
Transmitter Spurious emissions for CA (inter-band DL CA and UL CA)

6.6.3.1A.2.1
Test purpose

To verify that transmitter of UE that support CA does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions.

6.6.3.1A.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support inter-band DL CA and UL CA.
6.6.3.1A.2.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 6.6.3.1A.0.
6.6.3.1A.2.4
Test description

6.6.3.1A.2.4.1
Initial condition

Same as in clause 6.6.3.1A.1.4.1 with the following exceptions:

-
Instead of Table 5.4.2A.1-1( use Table 5.4.2A.1-2 for CA configurations with two bands or Table 5.4.2A.1-2a for CA configurations with three bands.
-
Instead of Table 6.6.3.1A.1.4.1-1 ( use Table 6.6.3.1A.2.4.1-1.

-
Instead of clause 6.6.3.1A.1.4.3 use clause 6.6.3.1A.2.4.3. 

Table 6.6.3.1A.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in
TS 36.508[7] subclause 4.1
	NC

	Test Frequencies as specified in

TS 36.508 [7] subclause 4.3.1 for different CA bandwidth classes.
	Low range for PCC and SCC

High range for PCC and SCC

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Lowest NRB_agg

Highest NRB_agg

(Note 2)

	Test Parameters for CA Configurations

	CA Configuration / NRB_agg
	DL Allocation
	CC
MOD
	UL Allocation

	PCC
NRB
	SCCs
NRB
	PCC & SCC RB allocation
	
	NRB_alloc
	PCC & SCC RB allocations
(LCRB @ RBstart)

	6
	25
	N/Afor this test
	QPSK
	2
	P_1@0
	S_1@0
	-
	-

	6
	25
	
	QPSK
	2
	P_1@5
	S_1@24
	-
	-

	6
	25
	
	QPSK
	31
	P_6@0
	S_25@0
	-
	-

	6
	50
	
	QPSK
	2
	P_1@0
	S_1@0
	-
	-

	6
	50
	
	QPSK
	2
	P_1@5
	S_1@49
	-
	-

	6
	50
	
	QPSK
	56
	P_6@0
	S_50@0
	-
	-

	25
	15
	
	QPSK
	2
	P_1@0
	S_1@0
	-
	-

	25
	15
	
	QPSK
	2
	P_1@24
	S_1@14
	-
	-

	25
	15
	
	QPSK
	40
	P_25@0
	S_15@0
	-
	-

	25
	25
	
	QPSK
	2
	P_1@0
	S_1@0
	-
	-

	25
	25
	
	QPSK
	2
	P_1@24
	S_1@24
	-
	-

	25
	25
	
	QPSK
	50
	P_25@0
	S_25@0
	-
	-

	25
	50
	
	QPSK
	2
	P_1@0
	S_1@0
	-
	-

	25
	50
	
	QPSK
	2
	P_1@24
	S_1@49
	-
	-

	25
	50
	
	QPSK
	75
	P_25@0
	S_50@0
	-
	-

	50
	50
	
	QPSK
	2
	P_1@0
	S_1@0
	-
	-

	50
	50
	
	QPSK
	2
	P_1@49
	S_1@49
	-
	-

	50
	50
	
	QPSK
	100
	P_50@0
	S_50@0
	-
	-

	50
	100
	
	QPSK
	2
	P_1@0
	S_1@0
	-
	-

	50
	100
	
	QPSK
	2
	P_1@49
	S_1@99
	-
	-

	50
	100
	
	QPSK
	150
	P_50@0
	S_100@0
	-
	-

	75
	75
	
	QPSK
	2
	P_1@0
	S_1@0
	-
	-

	75
	75
	
	QPSK
	2
	P_1@74
	S_1@74
	-
	-

	75
	75
	
	QPSK
	150
	P_75@0
	S_75@0
	-
	-

	100
	75
	
	QPSK
	2
	P_1@0
	S_1@0
	-
	-

	100
	75
	
	QPSK
	2
	P_1@99
	S_1@74
	-
	-

	100
	75
	
	QPSK
	175
	P_100@0
	S_75@0
	-
	-

	100
	50
	
	QPSK
	2
	P_1@0
	S_1@0
	-
	-

	100
	50
	
	QPSK
	2
	P_1@99
	S_1@49
	-
	-

	100
	50
	
	QPSK
	150
	P_100@0
	S_50@0
	-
	-

	100
	100
	
	QPSK
	2
	P_1@0
	S_1@0
	-
	-

	100
	100
	
	QPSK
	2
	P_1@99
	S_1@99
	-
	-

	100
	100
	
	QPSK
	200
	P_100@0
	S_100@0
	-
	-

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-2.

Note 2:
If in the CA Configuration UE supports multiple CC Combinations with the same NRB_agg , only the first of those is tested, according to the order on the Test Configuration Table list.


6.6.3.1A.2.4.2
Test procedure

Same test procedure as in clause 6.6.3.1A.1.4.2.

-
Instead of Table 6.6.3.1A.1.4.1-1( use Table 6.6.3.1A.2.4.1-1.
-
Instead of Table 6.6.3.1A.1.5-1 ( use Table 6.6.3.1A.2.5-1.
-
Instead of clause 6.6.3.1A.1.4.3 use clause 6.6.3.1A.2.4.3.
6.6.3.1A.2.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with exceptions as in clause 6.6.3.1A.1.4.3.

6.6.3.1A.2.5
Test requirement

This clause specifies the requirements for the specified E-UTRA band for Transmitter Spurious emissions requirement with frequency range as indicated in table 6.6.3.1A.2.5-1.

For frequencies ΔfOOB greater than FOOB as specified in Table 6.6.3.1A.0-1the measured average power of spurious emission, derived in step 6, shall not exceed the described value in Table 6.6.3.1A.2.5-1. 

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

Table 6.6.3.1A.2.5-1: Spurious emissions limits

	Frequency Range
	Maximum
Level
	Measurement
Bandwidth
	Notes

	Test requirements for CA_1A-3A Configuration

	135 MHz  f  270 MHz
	-36 dBm
	100 kHz
	

	1440 MHz f  1650 MHz

2055 MHz  f  2250 MHz

3630 MHz  f  3765 MHz

5340 MHz  f  5745 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_1A-5A Configuration

	222 MHz  f  332 MHz
	-36 dBm
	100 kHz
	


	1071 MHz f  1156 MHz

2744 MHz  f  2829 MHz

2991 MHz  f  3136 MHz

3568 MHz  f  3678 MHz

4664 MHz  f  4809 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_1A-7A Configuration

	520 MHz  f  650 MHz
	-36 dBm
	100 kHz
	

	1270 MHz f  1460 MHz

3020 MHz  f  3220 MHz

4420 MHz  f  4550 MHz

6340 MHz  f  6530 MHz

6920 MHz  f  7120 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_1A-8A Configuration

	90 MHz  f  220 MHz
	-36 dBm
	100 kHz
	

	1005 MHz f  1100 MHz

2800 MHz  f  2895 MHz

2925 MHz  f  3080 MHz

3680 MHz  f  3810 MHz

4720 MHz  f  4875 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_1A-19A Configuration

	230 MHz  f  320 MHz
	-36 dBm
	100 kHz
	

	1075 MHz f  1150 MHz
2750 MHz  f  2825 MHz
2995 MHz  f  3130 MHz
3580 MHz  f  3670 MHz
4670 MHz  f  4805 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_1A-21A Configuration

	457.1 MHz  f  532.1 MHz
915.8 MHz  f < 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz f  1005.8 MHz
2377.1 MHz  f  2512.1 MHz
3367.9 MHz  f  3442.9 MHz
4515.8 MHz  f  4905.8 MHz
5287.9 MHz  f  5422.9 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_2A-4A Configuration

	95 MHz  f  200 MHz
	-36 dBm
	100 kHz
	

	1510 MHz f  1660 MHz
1945 MHz  f  2110 MHz
3560 MHz  f  3665 MHz
5270 MHz  f  5575 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_2A-5A Configuration

	152 MHz  f  262 MHz
	-36 dBm
	100 kHz
	

	1001 MHz f  1086 MHz
2674 MHz  f  2759 MHz
2851 MHz  f  2996 MHz
3498 MHz  f  3608 MHz
4524 MHz  f  4669 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_2A-12A Configuration

	418 MHz  f  512 MHz
	-36 dBm
	100 kHz
	

	1134 MHz f  1211 MHz
2549 MHz  f  2626 MHz
2984 MHz  f  3121 MHz
3248 MHz  f  3342 MHz
4399 MHz  f  4536 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_2A-13A Configuration

	276 MHz  f  356 MHz
	-36 dBm
	100 kHz
	

	1063 MHz f  1133 MHz
2627 MHz  f  2697 MHz
2913 MHz  f  3043 MHz
3404 MHz  f  3484 MHz
4477 MHz  f  4607 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_3A-5A Configuration

	12 MHz  f < 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz  f  137 MHz
861 MHz  f  961 MHz
	-36 dBm
	100 kHz
	

	2534 MHz f  2746 MHz
3358 MHz  f  3483 MHz
4244 MHz  f  4419 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_3A-7A Configuration

	715 MHz  f < 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz f  1070 MHz
3215 MHz  f  3430 MHz
4210 MHz  f  4355 MHz
5920 MHz  f  6140 MHz
6710 MHz  f  6925 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_3A-8A Configuration

	25 MHz  f < 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz  f  120 MHz
795 MHz  f  905 MHz
	-36 dBm
	100 kHz
	

	2505 MHz f  2700 MHz
3470 MHz  f  3615 MHz
4300 MHz  f  4485 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_3A-19A Configuration

	20 MHz  f < 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz  f  125 MHz
865 MHz  f  955 MHz
	-36 dBm
	100 kHz
	

	2540 MHz f  2740 MHz
3370 MHz  f  3475 MHz
4250 MHz  f  4415 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_3A-20A Configuration

	9 kHz  f < 150 kHz
	-36 dBm
	1 kHz 
	

	150 kHz  f < 30 MHz
	-36 dBm
	10 kHz
	

	30 MHz  f  121 MHz
848 MHz  f  953 MHz
	-36 dBm
	100 kHz
	

	2542 MHz f  2738 MHz
3374 MHz  f  3509 MHz
4252 MHz  f  4432 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_3A-26A Configuration

	12 MHz  f < 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz  f  157 MHz
	-36 dBm
	100 kHz
	

	2524 MHz f  2756 MHz
3338 MHz  f  3483 MHz
4234 MHz  f  4419 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_4A-5A Configuration

	12 MHz  f < 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz  f  107 MHz
861 MHz  f  931 MHz
	-36 dBm
	100 kHz
	

	2534 MHz f  2686 MHz
3358 MHz  f  3453 MHz
4244 MHz  f  4359 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_4A-7A Configuration

	745 MHz  f 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz  f 1010 MHz

3245 MHz  f  3430 MHz

4210 MHz  f  4325 MHz

5920 MHz  f  6080 MHz

6710 MHz  f  6895 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_4A-12A Configuration

	278 MHz  f  357 MHz
994 MHz  f < 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz f  1056 MHz
2409 MHz  f  2471 MHz
2704 MHz  f  2811 MHz
3108 MHz  f  3187 MHz
4119 MHz  f  4226 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_4A-13A Configuration

	136 MHz  f  201 MHz
923 MHz  f  978 MHz
	-36 dBm
	100 kHz
	

	2487 MHz f  2542 MHz
2633 MHz  f  2733 MHz
3264 MHz  f  3329 MHz
4197 MHz  f  4297 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_4A-17A Configuration

	278 MHz  f  347 MHz
994 MHz  f < 1000 MHz
	-36 dBm
	100 kHz
	

	1000 MHz f  1056 MHz
2414 MHz  f  2471 MHz
2704 MHz  f  2806 MHz
3118 MHz  f  3187 MHz
4124 MHz  f  4226 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_5A-7A Configuration

	802 MHz  f  922 MHz
	-36 dBm
	100 kHz
	

	1651 MHz f  1746 MHz
3324 MHz  f  3419 MHz
4148 MHz  f  4316 MHz
5824 MHz  f 5989 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_5A-12A Configuration

	108 MHz ≤ f ≤ 150 MHz

549 MHz ≤ f ≤ 608 MHz

932 MHz ≤ f ≤ 999 MHz
	-36 dBm
	100 kHz
	

	1523 MHz ≤ f ≤ 1565 MHz

2222 MHz ≤ f ≤ 2281 MHz

2347 MHz ≤ f ≤ 2414 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_5A-17A Configuration

	108 MHzf  145 MHz

559 MHz  f  583 MHz

932 MHz f  994 MHz
	-36 dBm
	100 kHz
	

	1528 MHzf  1565 MHz

2232 MHz  f  2281 MHz

2352 MHz f  2414 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_7A-20A Configuration

	776 MHz  f  906 MHz
	-36 dBm
	100 kHz
	

	1638 MHz f  1738 MHz
3332 MHz  f  3432 MHz
4138 MHz  f  4308 MHz
5832 MHz  f 6002 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_7A-28A Configuration

	1004 MHz f  1164 MHz
1752 MHz  f  1867 MHz
3203 MHz  f  3318 MHz
3906 MHz  f  4066 MHz
4252 MHz  f  4437 MHz
5703 MHz  f  5888 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_19A-21A Configuration

	197.1 MHz  f  242.1 MHz
602.9 MHz  f  632.9 MHz
	-36 dBm
	100 kHz
	

	2050.8 MHz f  2095.8 MHz
2277.9 MHz  f  2307.9 MHz
3107.9 MHz  f  3152.9 MHz
3725.8 MHz  f  3770.8 MHz
	-30 dBm
	1 MHz
	

	Test requirements for CA_39A-41A Configuration

	576 MHz  f  810 MHz
	-36 dBm
	100 kHz
	

	1070 MHz f  1344 MHz
3072 MHz  f  3500 MHz
4376 MHz  f  4610 MHz
6256 MHz  f  6530 MHz
6872 MHz  f  7300 MHz
	-30 dBm
	1 MHz
	


6.6.3.1A.3
Transmitter Spurious emissions for CA (intra-band non-contiguous DL CA and UL CA)

< end of first modification >
