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10.1.1
3GPP™ Work Item Description

For guidance, see 3GPP Working Procedures, article 39; and 3GPP TR 21.900.
Comprehensive instructions can be found at http://www.3gpp.org/Work-Items
Title:
Even further enhanced MTC for LTE
Acronym: LTE_efeMTC
Unique identifier:
xxxxxx
NOTE:
If this is a RAN WID including Core and Perf. part, then Title, Acronym and Unique identifier refer to the feature WI. Please tick (X) the applicable box(es) in the table below:

	This WID includes a Core part
	X

	This WID includes a Performance part
	X


1
3GPP Work Area

	X
	Radio Access

	
	Core Network

	
	Services


2
Classification of WI and linked work items
2.0
Primary classification
This work item is a …

	
	Study Item (go to 2.1)

	X
	Feature (go to 2.2)

	
	Building Block (go to 2.3)

	
	Work Task (go to 2.4)


NOTE:
Core, Performance and Testing parts of RAN WIs are usually Building Blocks.
If you are in doubt, please contact MCC.
2.1
Study Item

	Related Work Item(s) (if any]

	Unique ID
	Title
	Nature of relationship

	
	
	


Go to §3.

2.2
Feature
	Related Study Item or Feature (if any)

	Unique ID
	Title
	Nature of relationship

	720092
	Further enhanced MTC for LTE (LTE_feMTC)
	Enhancements over the Rel-14 feature


Go to §3.

2.3
Building Block

	Parent Feature (or Study Item)

	Unique ID
	Title
	TS

	
	
	


This work item is … 
	
	Stage 1 (go to 2.3.1)

	
	Stage 2 (go to 2.3.2)

	
	Stage 3 (go to 2.3.3)

	
	Test spec (go to 2.3.4)

	
	Other (go to 2.3.5)


2.3.1
Stage 1

	Source of external requirements (if any)

	Organization
	Document
	Remarks

	
	
	


Go to §3.

2.3.2
Stage 2
	Corresponding stage 1 work item

	Unique ID
	Title
	TS

	
	
	


	Other source of stage 1 information

	TS or CR(s)
	Clause
	Remarks

	
	
	



If no identified source of stage 1 information, justify: 
Go to §3.

2.3.3
Stage 3
	Corresponding stage 2 work item (if any)

	Unique ID
	Title
	TS

	
	
	


	Else, corresponding stage 1 work item

	Unique ID
	Title
	TS

	
	
	


	Other justification

	TS or CR(s) or external document
	Clause
	Remarks

	
	
	



If no identified source of stage 2 information, justify: 

Go to §3.

2.3.4
Test spec

	Related Work Item(s)

	Unique ID
	Title
	TS

	
	
	


Go to §3.

2.3.5
Other
	Related Work Item(s)

	Unique ID
	Title
	Nature of relationship
	TS / TR

	
	
	
	


Go to §3.

2.4
Work task
	Parent Building Block

	Unique ID
	Title
	TS

	
	
	


3
Justification

The provision of IoT via cellular networks is proving to be a significant opportunity for mobile operators. Rel-13 introduced bandwidth-reduced low-complexity (BL) and coverage-enhanced (CE) UEs. Building on these BL/CE UEs, Rel-14 added further enhancements in the form of higher data rate support, multicast support, enhanced positioning, enhanced mobility and enhanced VoLTE support. Further improvements building on the enhancements introduced in Rel-13 and Rel-14 are desired in Rel-15.
Power consumption improvements: In order to achieve ultra-long battery life for applications with low data activity, it is critical to keep the power consumption in idle mode as low as possible. Therefore, is proposed to target reduced power consumption in particular related to paging and cell (re)selection.
Improved support for high number of devices: As the number of devices that need to be managed efficiently increases, it is desired that the network has effective tools for access load control in idle mode as well as congestion/overload control in connected mode. Physical layer improvements for increased spectral efficiency especially in uplink may also be needed.
Coverage improvements: Rel-13 introduced coverage enhancement through repetition techniques for most channels, and the achievable coverage overshoots the original coverage enhancement target for several of the channels. By identifying and improving coverage for the limiting channel(s), it may be possible to improve coverage even further using a relatively modest effort. It is also worth considering whether the mode selection (the RRC reconfiguration between CE and non-CE modes, and the starting PRACH CE level selection procedure) can be optimized.
Latency improvements: Many IoT sessions are brief and the lion part of the total latency comes for the delays related to the connection setup procedure. It is proposed to support data transmission in Msg3 and Msg4 in the RRC Suspend/Resume procedure to reduce the latency. Latency improvements in connected mode, e.g. based on UL prescheduling mechanism, can also be considered.
Improved support for flexible deployment: In Release 13 it is assumed that BL UEs have no need for CRS transmissions outside their allocated narrowband but there is nothing precluding that BL UEs monitor CRS outside their allocated narrowband. In order to improve the possibility for CRS muting (for reduced inter-cell interference), it is proposed to allow the UE to indicate that it does not rely on CRS outside its narrowband. It is also proposed to allow the eNB to make use of the legacy control channel (PDCCH, etc.) region e.g. for data transmission to BL/CE UEs.
Improved support for new use cases: Earlier releases have focused on low-mobility cases such as metering devices in basements. As BL UEs are increasingly becoming interesting for other use cases such as wearables, it is relevant to consider improvements for scenarios with higher mobility. Therefore, it is proposed to consider specifying support for higher UE velocities and lower UE power classes.
Support for Next Generation access technologies requirements and scenarios: 3GPP have in TR 38.913 agreed a set of scenarios and requirements for the Next Generation Access Technologies among which a specific set of requirements associated with the massive MTC (mMTC) use case is found. It has also been agreed to include LTE and NB-IoT as part of the 3GPP IMT-2020 submission to ITU. It is therefore time to study the feasibility of LTE MTC to meet the mMTC requirements, and if necessary specify any improvements needed to secure the fulfilment of the same.
4
Objective

4.1
Objective of SI or Core part WI or Testing part WI
The objective is to specify the following improvements for machine-type communications for BL/CE UEs.

Power consumption improvements:
· Relaxed monitoring for paging [RAN1 lead, RAN2, RAN4]
· E.g. wake-up receiver type signaling
· Relaxed monitoring for cell reselection [RAN2 lead]
· Make UE requirements on monitoring for cell (re)selection more flexible and dependent on network configuration. Other optimizations of idle mode behavior are not precluded. 

Improved support for high number of devices:
· Increased spectral efficiency for UEs in deep coverage scenarios [RAN1 lead, RAN2, RAN4]
· E.g. sub-PRB resource allocation, CDMA or MU-MIMO approaches
· Improved access load control [RAN2 lead]
· Improved congestion control taking the specifics of the LTE MTC radio interface into consideration, e.g. CE-level-based access class barring
· Congestion/overload control in connected mode [RAN2 lead]
· The network shall be able to control the behavior of UEs in connected mode to prevent mobile originating signalling and/or data traffic (cf. TS 22.011 section 4.6).
Coverage improvements:
· Identify and address coverage limiting channel(s) [RAN1 lead, RAN2, RAN4]
· E.g. introducing further repetition for one or more of PSS/SSS, PBCH, SI, PUCCH
· Improved UL coverage for lower UE power classes [RAN1 lead, RAN2, RAN4]
· Aim for similar coverage with lower UE power classes as for the 23-dBm UE power class.

· Identify and address potential issues when switching between CE mode and non-CE [RAN2 lead]
· Ensure that all UE categories can always operate in the most optimal (CE or non-CE) mode.
· Improved starting PRACH CE level selection [RAN4 lead, RAN1, RAN2]
· E.g. changes to the starting PRACH CE level selection criteria
Latency improvements:
· Support for data transmission in Msg3 and Msg4 [RAN2 lead, RAN1, RAN3]
· Support data transmission in Msg3 and Msg4 in the RRC Suspend/Resume procedure.
· Latency reduction in connected mode [RAN2 lead, RAN1]
· Consider potential improvements using e.g. UL prescheduling mechanism.
Improved support for flexible deployment:
· Improved support for CRS muting [RAN1 lead, RAN2]
· Enable UEs to indicate that they do not rely on CRS transmission outside their allocated bandwidth.
· Improved support for standalone MTC carrier [RAN1 lead, RAN2]
· Enable use of the legacy control channel (PDCCH, etc.) region e.g. for data transmission.
Improved support for new use cases:
· Lower UE power class [RAN4 lead, RAN2]
· Specify for a lower (e.g. 14 dBm) UE power class suitable for e.g. wearables and logistics.
· Supporting higher velocities in CE mode A [RAN4 lead]
· Specify support for higher (e.g. 200 km/h) velocities suitable for e.g. wearables and logistics.
Support for Next Generation access technologies requirements and scenarios:
· Study the support for the mMTC set of requirements and, if needed, specify necessary enhancements to fulfill the same. [RAN1 lead, RAN2, RAN3, RAN4]
· Support latency of at least 10 seconds.
· Support coverage of 164 dB Maximum Coupling Loss (MCL).

· Support UE battery life beyond 10 years.

· Support connection density of 1,000,000 devices per square km.
4.2
Objective of Performance part WI
Specify necessary performance requirements, measurement accuracy requirements and test cases related to the above mentioned enhancements and core requirements.
4.3
RAN time budget request (not applicable to RAN5 WIs/SIs)
TBD
5
Service Aspects
None

6
MMI-Aspects
None
7
Charging Aspects

None
8
Security Aspects
None
9
Impacts

	Affects:
	UICC apps
	ME
	AN
	CN
	Others

	Yes
	
	X
	X
	X
	

	No
	
	
	
	
	

	Don't know
	
	
	
	
	


10
Expected Output and Time scale

	New specifications [If Study Item, one TR is anticipated]

	Spec No.
	Title
	1st rsp. WG
	2nd rsp. WG(s)
	Presented for information at plenary#
	Approved at plenary #
	Comments

	TR 3x.xxx
	Study of Next Generation Access Technologies requirements and scenarios for LTE
	RAN1
	RAN2
	RAN#78
	RAN#79
	

	
	
	
	
	
	
	


NOTE:
If this is a RAN WID including Core and Perf. part, then all new Core part specs have to be listed first and then all new Perf. part specs. Indicate "Core part" or "Perf. part" under Comments for each spec.
By default a new specs can only be new for one of both parts.

	Affected existing specifications  [None in the case of Study Items]

	Spec No.
	CR
	Subject of the CR
	Approved at plenary#
	Comments

	36.201
	
	
	RAN#78
	Core part

	36.211
	
	
	RAN#78
	Core part

	36.212
	
	
	RAN#78
	Core part

	36.213
	
	
	RAN#78
	Core part

	36.214
	
	
	RAN#78
	Core part

	36.300
	
	
	RAN#78
	Core part

	36.302
	
	
	RAN#78
	Core part

	36.304
	
	
	RAN#78
	Core part

	36.306
	
	
	RAN#78
	Core part

	36.321
	
	
	RAN#78
	Core part

	36.331
	
	
	RAN#78
	Core part

	36.101
	
	
	RAN#78
	Core part

	36.104
	
	
	RAN#78
	Core part

	36.133
	
	
	RAN#78
	Core part

	36.101
	
	
	RAN#79
	Performance part

	36.104
	
	
	RAN#79
	Performance part

	36.133
	
	
	RAN#79
	Performance part


NOTE:
If this is a RAN WID including Core and Perf. part, then all new Core part specs have to be listed first and then all new Perf. part specs. Indicate "Core part" or "Perf. part" under Comments for each spec.
If an existing spec is affected by both (Core part and Perf. part), then it has to be listed twice with appropriate approval dates.
11
Work item rapporteur(s)
Johan Bergman
Company: Ericsson
Email: Johan.Bergman@ericsson.com
12
Work item leadership

Primary: RAN WG1

Secondary: RAN WG2, RAN WG4

NOTE:
If this is a RAN WID including Core and Perf. part, then this WG specifies the WG leading the Core part.
RAN WG4 is by default leading the Perf. part.
13
Supporting Individual Members
	Supporting IM name

	Ericsson

	

	


form change history:
2013-12-06 v1.14.1 modified §11 to read: <FamilyName>, <GivenName>, (If the person is new to 3GPP work, give full contact coordinates, in particular, email address.)
2013-10-03 v1.14.0 removal of embedded help text
v1.13.2: adds tdoc header
v1.13.1: minor changes resulting from discussions at CT#41 & SA#41

v1.13.0: mods to enforce linkage amongst stages 1, 2, 3

draft mods Scarrone-Meredith 2008-07 ff

v1.12.1: removes revision marks following approval at SP-29
v1.12.0: includes provision for Study Items (SP-29)

v1.11.0: includes those changes from v1.8.0 agreed at SP-25.


v1.10.0: full circle

v1.9.0: a clean sheet

v1.8.0: includes comments from SA#24 

v1.7.0: includes comments from RAN, CN and T #24; also includes “early implementation” data

v1.6.0: includes comments made during review period prior to TSGs#24

v1.5.0: includes comments made at TSGs#23 (Phoenix)

v1.4.0: offered to SA#23 for approval

v1.3.0: offered to CN#23, RAN#23 and T#23 for comments

DRAFT4 v1.3.0: 2004-03-09: Incorporation of comments from Leaders list

DRAFT3 v1.3.0: 2004-02-19: Incorporation of comments from MCC members

DRAFT2 v1.3.0: 2004-01-29: Complete redraft:

v1.2.0: 2002-07-04: "USIM" box changed to "UICC apps"

2003-05-28: spelling of “rapporteur” corrected

2002-07-04: "USIM" box changed to "UICC apps"
