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	Reason for change:
	According to LS from RAN4(R4-168956), the value range and mapping table of SSTD are corrected:

· The reporting range of frame boundary offset ((Y) should be within the range of [-5, 4].
· The reporting range of ΔZ will be modified from [700Ts, 1320Ts] to [-1320Ts, -700Ts] and [700Ts, 1320Ts], and correct the corresponding report mapping
 Corresponding RRC signalling also should be corrected. 

	
	

	Summary of change:
	Correct the value range to correct SSTD measurement reporting range according to RAN4 LS.
Impact analysis

Impacted functionality: 

SSTD measurement report. 

Inter-operability: 

This is a non-backward compatible correction, UE and eNB supporting the related function shall implement this CR.

	
	

	Consequences if not approved:
	The eNB will make wrong decision on subframe pair configuration for PCell and PSCell or misunderstanding the UE measurement reports.
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	Other comments:
	This correction is not backwards compatible.


-------------------------------Start of Change -------------------------------------
6.3.5
Measurement information elements

–
MeasResultSSTD
The IE MeasResultSSTD consists of SFN, radio frame and subframe boundary difference between the PCell and the PSCell as specified in TS 36.214 [48] and TS 36.133 [16].

MeasResultSSTD information element

-- ASN1START

MeasResultSSTD-r13 ::=





SEQUENCE {


sfn-OffsetResult-r13





INTEGER (0..1023),


frameBoundaryOffsetResult-r13



INTEGER (-5..4),

subframeBoundaryOffsetResult-r13


INTEGER (0..127)
}

-- ASN1STOP

	MeasResultSSTD field descriptions

	sfn-OffsetResult
Indicates the SFN difference between the PCell and the PSCell as an integer value according to TS 36.214 [48].

	frameBoundaryOffsetResult
Indicates the frame boundary difference between the PCell and the PSCell as an integer value according to TS 36.214 [48]. 

	subframeBoundaryOffsetResult
Indicates the subframe boundary difference between the PCell and the PSCell as an integer value according to the mapping table in TS 36.133 [16].


--------------------------------------------The end of change -----------------------------------------------------------------
