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<Start of modified section>
4.6.1
Contents of RRC messages
<TEXT SKIPPED>
–
RRCConnectionReconfiguration (SideLink)

Table 4.6.1-8A: RRCConnectionReconfiguration (SideLink)
	Derivation Path: 36.508 table 4.6.1-8

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  sl-SyncTxControl-r12 SEQUENCE {
	
	
	

	                     networkControlledSyncTx-r12
	off
	This field indicates whether the UE shall transmit synchronisation information (i.e. become synchronisation source). Value On indicates the UE to transmit synchronisation information while value Off indicates the UE to not transmit such information.
	

	                  }
	
	
	

	                  sl-DiscConfig-r12 SEQUENCE {
	
	
	DISC

	                    discTxResources-r12 CHOICE {
	
	
	

	                      release
	NULL
	
	RELEASE

	                      setup CHOICE {
	
	
	SETUP

	                        scheduled-r12 SEQUENCE {
	
	
	SCHEDULED

	                          discTxConfig-r12 SEQUENCE {
	
	
	

	                            cp-Len-r12
	normal
	
	

	                            discPeriod-r12
	rf32
	
	

	                            numRetx-r12
	0
	
	

	                            numRepetition-r12
	1
	
	

	                            tf-ResourceConfig-r12 SEQUENCE {
	
	
	

	                              prb-Num-r12
	12
	
	BW5

	
	24
	
	BW10

	                              prb-Start-r12
	0
	
	

	                              prb-End-r12
	23
	
	BW5

	
	48
	
	BW10

	                              offsetIndicator-r12
	160
	small-r12
	FDD

	
	163
	
	TDD

	                              subframeBitmap-r12
	00000000

11000000

00000000

00000000

00000000
	bs40-r12
	FDD

	
	00000000

11000000
	bs16-r12
	TDD

	                            }
	
	
	

	                            txParameters-r12 SEQUENCE {
	
	
	

	                              txParametersGeneral-r12 SEQUENCE {
	
	
	

	                                alpha-r12
	al0
	
	

	                                p0-r12
	31
	
	

	                              }
	
	
	

	                              ue-SelectedResourceConfig-r12
	Not present
	
	

	                            }
	
	
	

	                            rxParameters-r12
	Not present
	
	

	                          }
	
	
	

	                          discTF-IndexList-r12 SEQUENCE (SIZE (1..maxSL-TF-IndexPair-r12)) OF SL-TF-IndexPair-r12 {
	
	
	

	                            SL-TF-IndexPair-r12[1] SEQUENCE {
	
	
	

	                              discSF-Index-r12
	[1]
	INTEGER (1.. 200)
	

	                              discPRB-Index-r12
	[1]
	INTEGER (1.. 50)
	

	                            }
	
	
	

	                          }
	
	
	

	                          discHoppingConfig-r12 SEQUENCE {
	
	
	

	                            a-r12
	[1]
	INTEGER (1..200)

Per cell parameter: 
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 see TS 36.213 [29, 14.3.1].
	

	                            b-r12
	[1]
	INTEGER (1..10)

Per UE parameter: 
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 see TS 36.213 [29, 14.3.1].
	

	                            c-r12
	[n1]
	ENUMERATED {n1, n5}

Per cell parameter: 
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 see TS36.213 [29, 14.3.1]
	

	                          }
	
	
	

	                        }
	
	
	

	                        ue-Selected-r12 SEQUENCE {
	
	
	UE-SELECTED

	                          discTxPoolDedicated-r12 SEQUENCE {
	
	
	

	                            poolToReleaseList-r12 SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-TxPoolIdentity-r12 {
	
	
	RELEASE

	                              SL-TxPoolIdentity-r12[1]
	1
	
	

	                            }
	
	
	

	                            poolToAddModList-r12 SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-DiscTxPoolToAddMod-r12
	
	2 TxPools
	SETUP

	                              SL-DiscTxPoolToAddMod-r12[1] ::= SEQUENCE {
	
	TxPool 1
	

	                                poolIdentity-r12
	1
	
	

	                                pool-r12 SEQUENCE {
	
	
	

	                                  cp-Len-r12
	normal
	
	

	                                  discPeriod-r12
	rf32
	
	

	                                  numRetx-r12
	0
	
	

	                                  numRepetition-r12
	1
	
	

	                                  tf-ResourceConfig-r12 SEQUENCE {
	
	
	

	                                    prb-Num-r12
	12
	
	BW5

	
	24
	
	BW10

	                                    prb-Start-r12
	0
	
	

	                                    prb-End-r12
	23
	
	BW5

	
	48
	
	BW10

	                                    offsetIndicator-r12
	160
	small-r12
	FDD

	
	163
	
	TDD

	                                    subframeBitmap-r12
	00000000

00110000

00000000

00000000

00000000
	bs40-r12
	FDD

	
	00000000

00110000
	bs16-r12
	TDD

	                                  }
	
	
	

	                                  txParameters-r12 SEQUENCE {
	
	
	

	                                    txParametersGeneral-r12 SEQUENCE {
	
	
	

	                                      alpha-r12
	al0
	
	

	                                      p0-r12
	31
	
	

	                                    }
	
	
	

	                                    ue-SelectedResourceConfig-r12 SEQUENCE {
	
	
	

	                                      poolSelection-r12 SEQUENCE {
	
	rsrpBased-r12
	

	                                        threshLow-r12
	3
	-90dBm
	

	                                        threshHigh-r12
	4
	-80dBm
	

	                                      }
	
	
	

	                                      txProbability-r12
	p100
	100% the probability of transmitting announcement in a discovery period when configured with a pool of resources
	

	                                    }
	
	
	

	                                  }
	
	
	

	                                  rxParameters-r12
	Not present
	
	

	                                }
	
	
	

	                              }
	
	
	

	                              SL-DiscTxPoolToAddMod-r12[2] ::= SEQUENCE {
	
	TxPool 2
	

	                                poolIdentity-r12
	2
	
	

	                                pool-r12 SEQUENCE {
	
	
	

	                                  cp-Len-r12
	normal
	
	

	                                  discPeriod-r12
	rf32
	
	

	                                  numRetx-r12
	0
	
	

	                                  numRepetition-r12
	1
	
	

	                                  tf-ResourceConfig-r12 SEQUENCE {
	
	
	

	                                    prb-Num-r12
	12
	
	BW5

	
	24
	
	BW10

	                                    prb-Start-r12
	0
	
	

	                                    prb-End-r12
	23
	
	BW5

	
	48
	
	BW10

	                                    offsetIndicator-r12
	160
	small-r12
	FDD

	
	163
	
	TDD

	                                    subframeBitmap-r12
	00000000

00000011

00000000

00000000

00000000
	bs40-r12
	FDD

	
	00000000

00000011
	bs16-r12
	TDD

	                                  }
	
	
	

	                                  txParameters-r12 SEQUENCE {
	
	
	

	                                    txParametersGeneral-r12 SEQUENCE {
	
	
	

	                                      alpha-r12
	al0
	
	

	                                      p0-r12
	31
	
	

	                                    }
	
	
	

	                                    ue-SelectedResourceConfig-r12 SEQUENCE {
	
	
	

	                                      poolSelection-r12 SEQUENCE {
	
	rsrpBased-r12
	

	                                        threshLow-r12
	4
	-80dBm
	

	                                        threshHigh-r12
	5
	-70dBm
	

	                                      }
	
	
	

	                                      txProbability-r12
	p100
	100% the probability of transmitting announcement in a discovery period when configured with a pool of resources
	

	                                    }
	
	
	

	                                  }
	
	
	

	                                  rxParameters-r12
	Not present
	
	

	                                }
	
	
	

	                              }
	
	
	

	                            }
	
	
	

	                          }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                    discTF-IndexList-v1260 CHOICE {
	
	
	

	                      release
	NULL
	
	

	                      setup SEQUENCE {
	
	
	

	                        discTF-IndexList-r12b SEQUENCE (SIZE (1..maxSL-TF-IndexPair-r12)) OF SL-TF-IndexPair-r12b
	
	
	

	                          SL-TF-IndexPair-r12b[1] SEQUENCE {
	
	
	

	                            discSF-Index-r12b
	1
	INTEGER (1.. 209)
	

	                            discPRB-Index-r12b
	1
	INTEGER (1.. 49)
	

	                          }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                  sl-DiscConfig-r12
	Not Present
	
	COMM

	                  sl-CommConfig-r12
	Not Present
	
	DISC

	                  sl-CommConfig-r12 SEQUENCE {
	
	
	COMM

	                    commTxResources-r12 CHOICE {
	
	
	

	                      release
	NULL
	
	RELEASE

	                      setup CHOICE {
	
	
	SETUP

	                        scheduled-r12 SEQUENCE {
	
	
	SCHEDULED

	                          sl-RNTI-r12
	'1FF1'H 
	
	

	                          mac-MainConfig-r12 SEQUENCE {
	
	
	

	                            periodic-BSR-TimerSL
	sf20
	
	

	                            retx-BSR-TimerSL
	sf320
	
	

	                          }
	
	
	

	                          sc-CommTxConfig-r12 SEQUENCE {
	
	SL-CommResourcePool-r12

Indicates a pool of resources for SC when E-UTRAN schedules Tx resources (i.e. when indices included in DCI format 5 indicate the actual data resources to be used as specified in TS 36.212 [61, 5.3.3.1.9]).
	

	                            sc-CP-Len-r12
	normal
	
	

	                            sc-Period-r12
	sf40
	
	

	                            sc-TF-ResourceConfig-r12 SEQUENCE {
	
	
	

	                              prb-Num-r12
	13
	
	BW5

	
	25
	
	BW10

	                              prb-Start-r12
	0
	
	

	                              prb-End-r12
	24
	
	BW5

	
	49
	
	BW10

	                              offsetIndicator-r12
	0
	small-r12
	

	                              subframeBitmap-r12
	00000000

11000000

00000000

00000000

00000000
	bs40-r12
	FDD

	
	00000000

11000000
	bs16-r12
	TDD

	                            }
	
	
	

	                            data-CP-Len-r12
	normal
	
	

	                            dataHoppingConfig-r12 SEQUENCE {
	
	
	

	                              hoppingParameter-r12
	0
	
	

	                              numSubbands-r12
	ns1
	
	

	                              rb-Offset-r12
	0
	
	

	                            }
	
	
	

	                            ue-SelectedResourceConfig-r12
	Not present
	
	

	                            rxParametersNCell-r12
	Not present
	
	

	                            txParameters-r12
	Not present
	
	

	                          }
	
	
	

	                        mcs-r12
	0
	
	

	                        }
	
	
	

	                        ue-Selected-r12 SEQUENCE {
	
	
	UE-SELECTED

	                          commTxPoolNormalDedicated-r12 SEQUENCE {
	
	
	

	                            poolToReleaseList-r12 SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-TxPoolIdentity-r12 {
	
	
	RELEASE

	                              SL-TxPoolIdentity-r12[1]
	1
	INTEGER (1.. maxSL-TxPool-r12)
	

	                            }
	
	
	

	                            poolToAddModList-r12 SEQUENCE (SIZE (1..maxSL-TxPool-r12)) OF SL-CommTxPoolToAddMod-r12
	
	1 TxPool
	SETUP

	                              SL-CommTxPoolToAddMod-r12[1] ::= SEQUENCE {
	
	TxPool 1
	

	                                poolIdentity-r12
	1
	INTEGER (1.. maxSL-TxPool-r12)
	

	                                pool-r12 SEQUENCE {
	
	
	

	                                  sc-CP-Len-r12
	normal
	
	

	                                  sc-Period-r12
	sf40
	
	

	                                  sc-TF-ResourceConfig-r12 SEQUENCE {
	
	
	

	                                    prb-Num-r12
	13
	
	BW5

	
	25
	
	BW10

	                                    prb-Start-r12
	0
	
	

	                                    prb-End-r12
	24
	
	BW5

	
	49
	
	BW10

	                                    offsetIndicator-r12
	0
	small-r12
	

	                                    subframeBitmap-r12
	
	bs40-r12
	FDD

	
	00000011

00000000

00000000

00000000

00000000
	bs40-r12
	TDD

	                                  }
	00001100

00000000
	bs16-r12
	

	                                  data-CP-Len-r12
	normal
	
	

	                                  dataHoppingConfig-r12 SEQUENCE {
	
	
	

	                                    hoppingParameter-r12
	0
	
	

	                                    numSubbands-r12
	ns1
	
	

	                                    rb-Offset-r12
	0
	
	

	                                  }
	
	
	

	                                  ue-SelectedResourceConfig-r12 SEQUENCE {
	
	
	

	                                    data-TF-ResourceConfig-r12 SEQUENCE {
	
	
	

	                                      prb-Num-r12
	13
	
	BW5

	
	25
	
	BW10

	                                      prb-Start-r12
	0
	
	

	                                      prb-End-r12
	24
	
	BW5

	
	49
	
	BW10

	                                      offsetIndicator-r12
	0
	small-r12
	

	                                      subframeBitmap-r12
	00000000

00000000

00000011

11000000

00000000
	bs40-r12
	FDD

	
	00000011
11000000
	bs16-r12
	TDD

	                                    }
	
	
	

	                                    trpt-Subset-r12
	001
	
	

	                                  }
	
	
	

	                                  rxParametersNCell-r12
	Not present
	
	

	                                  txParameters-r12
	Not present
	
	

	                                }
	
	
	

	                              }
	
	
	

	                            }
	
	
	

	                          }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                  nonCriticalExtension SEQUENCE {}
	
	
	

	                }
	
	
	

	             }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	DISC
	Only SideLink Discovery configuration provided

	COMM
	Only SideLink Communication configuration provided

	RELEASE
	Release Discovery/Communication Respurces

	SETUP
	Setup Discovery/Communication Respurces

	SCHEDULED
	The resources the UE can use are scheduled by the NW.

	UE-SELECTED
	The resources the UE can use are to be selected by the UE from set of resources provided by the NW.


<End of modified section>
<Start of modified section>
4.7F.2
Messages transmitted over the PC3ch interface

-
USAGE_INFORMATION_REPORT_LIST

This message is sent by the UE to the SS.

Table 4.7F.2-1: USAGE_INFORMATION_REPORT_LIST

	Derivation path: 24.334 [57], clause 11.3.4.2.

	Information Element
	Value/remark
	Comment
	Condition

	transaction-ID
	Any value
	
	

	UE-identity
	IMSI
	
	

	usage-information-report[1] {
	1 Report
	
	

	  sequence-number
	1
	First report after power up
	

	  coverage {
	
	
	

	    in-coverage
	FALSE
	The UE was out of E-UTRAN coverage
	

	    timestamp
	Not Present or Any Value
	
	

	    location[1] 
	Not Present
	UE was out of coverage i.e. the UE was not camping on nor the UE was in the EMM-CONNECTED mode on any E-UTRA cell
	

	
	
	
	

	
	
	
	

	
	
	
	

	  }
	
	
	

	  group[1] {
	
	The UE is configured to report the group parameters, see EFPROSE_UIRC 
	

	    prose-layer2-group-ID
	As preconfigured in EFPROSE_POLICY 
	
	

	    prose-group-IP-multicast-address
	224.0.0.1
	
	

	    first-transmission-timestamp
	Any Value
	
	

	    first-reception-timestamp
	Any Value
	
	

	    UE-source-IP-address
	Any Value
	
	

	    prose-UE-id
	As preconfigured in EFPROSE_POLICY 
	
	

	    transmitter {
	
	
	

	      source-IP-address
	Any Value
	
	

	      prose-UE-id
	[FFS]
	
	

	    }
	
	
	

	    transmission {
	
	
	

	      in-coverage
	FALSE
	
	

	      ECGI
	Not Present
	
	

	      amount
	Any Value
	
	

	      timestamp
	Any Value
	
	

	      radio-resources-ind
	2
	the configured radio resources were used
	

	      radio-frequency
	carrierFreq-r12, Table 6.8.1.1-1
	the configured radio frequency
	

	    }
	
	
	

	    reception {
	
	
	

	      in-coverage
	FALSE
	
	

	      ECGI
	Not Present
	
	

	      amount
	Any Value
	
	

	      timestamp
	Any Value
	
	

	      radio-resources-ind
	2
	the configured radio resources
	

	      radio-frequency
	carrierFreq-r12, Table 6.8.1.1-1
	the configured radio frequency
	

	    }
	
	
	

	..}
	
	
	

	  radio-parameter-set {
	2 entries in any order refering to SL-Preconfiguration-r12, Table 6.8.1.1-1 SLCONF1 and  SLCONF2
	
	

	   {
	Entry 1
	
	

	    params
	the radio parameters used for ProSe direct communication, see SL-Preconfiguration-r12, Table 6.8.1.1-1 cond SLCONF1
	
	

	    timestamp
	Any Value
	
	

	  }
	
	
	

	 {
	Entry 2
	
	

	   params
	the radio parameters used for ProSe direct communication, see SL-Preconfiguration-r12, Table 6.8.1.1-1 cond SLCONF2
	
	

	   timestamp
	Any Value 
	
	

	  }
	
	
	

	}
	
	
	

	app-specific-info
	Any Value
	
	


<End of modified section>
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