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Introduction

Total Number of CRs agreed for this WI: 31. TSs being affected:

· 36.508 - 
  0 CR(s)

· 36.509 - 
  0 CR(s)

· 36.521-1 - 
  0 CR(s)

· 36.521-2 - 
  0 CR(s)

· 36.521-3 - 
31 CR(s)

· 36.523-1 - 
  0 CR(s)

· 36.523-2 - 
  0 CR(s)

· 36.523-3 - 
  0 CR(s)

· 36.903 - 
  0 CR(s)

· 36.905 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-168620
	36.521-3
	1620
	-
	F
	Rel-13
	13.0.0
	Updates to message contents for eMTC RRM TC 4.2.12
	LTE_MTCe2_L1-UEConTest

	R5-168621
	36.521-3
	1621
	-
	F
	Rel-13
	13.0.0
	Updates to message contents for eMTC RRM TC 4.2.13
	LTE_MTCe2_L1-UEConTest

	R5-168622
	36.521-3
	1622
	-
	F
	Rel-13
	13.0.0
	Test Tolerances for eMTC RRM TC 4.2.12
	LTE_MTCe2_L1-UEConTest

	R5-168623
	36.521-3
	1623
	-
	F
	Rel-13
	13.0.0
	Test Tolerances for eMTC RRM TC 4.2.13
	LTE_MTCe2_L1-UEConTest

	R5-168662
	36.521-3
	1626
	-
	F
	Rel-13
	13.0.0
	Introduction of Intra frequency handover Test case 5.1.13 for Cat-M1 UEs in CEModeA
	LTE_MTCe2_L1-UEConTest

	R5-168663
	36.521-3
	1627
	-
	F
	Rel-13
	13.0.0
	Introduction of Intra frequency handover Test case 5.1.14 for Cat-M1 UEs in CEModeA
	LTE_MTCe2_L1-UEConTest

	R5-168664
	36.521-3
	1628
	-
	F
	Rel-13
	13.0.0
	Introduction of Intra frequency handover Test case 5.1.15 for Cat-M1 UEs in CEModeA
	LTE_MTCe2_L1-UEConTest

	R5-168830
	36.521-3
	1650
	-
	F
	Rel-13
	13.0.0
	E-UTRAN HD-FDD intra-frequency event triggered reporting under fading propagation conditions in asynchronous cells for Cat-M1 UE in CEModeA
	LTE_MTCe2_L1-UEConTest

	R5-168836
	36.521-3
	1652
	-
	F
	Rel-13
	13.0.0
	E-UTRAN HD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells for Cat-M1 UE in CEModeA in DRX
	LTE_MTCe2_L1-UEConTest

	R5-168880
	36.521-3
	1656
	-
	F
	Rel-13
	13.0.0
	Updating eMTC RRM test case 6.1.9
	LTE_MTCe2_L1-UEConTest

	R5-168881
	36.521-3
	1657
	-
	F
	Rel-13
	13.0.0
	Updating eMTC RRM test case 6.1.10
	LTE_MTCe2_L1-UEConTest

	R5-168882
	36.521-3
	1658
	-
	F
	Rel-13
	13.0.0
	Updating eMTC RRM test case 6.1.11
	LTE_MTCe2_L1-UEConTest

	R5-168971
	36.521-3
	1661
	-
	F
	Rel-13
	13.0.0
	E-UTRAN HD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells for Cat-M1 UE in CEModeA
	LTE_MTCe2_L1-UEConTest

	R5-169575
	36.521-3
	1578
	1
	F
	Rel-13
	13.0.0
	New Test Case: 6.2.13: E-UTRAN FDD Contention Based Random Access Test for Cat-M1 UEs in Enhanced Coverage
	LTE_MTCe2_L1-UEConTest

	R5-169576
	36.521-3
	1579
	1
	F
	Rel-13
	13.0.0
	New Test Case: 6.2.14: E-UTRAN HD-FDD Contention Based Random Access Test for Cat-M1 UEs in Enhanced Coverage
	LTE_MTCe2_L1-UEConTest

	R5-169577
	36.521-3
	1580
	1
	F
	Rel-13
	13.0.0
	New Test Case: 6.2.15: E-UTRAN TDD Contention Based Random Access Test for Cat-M1 UEs in Enhanced Coverage
	LTE_MTCe2_L1-UEConTest

	R5-169578
	36.521-3
	1581
	1
	F
	Rel-13
	13.0.0
	Update Annex F Test Tolerance for E-UTRAN FDD-FDD and HD-FDD Radio Link Monitoring Test in DRX for UE Category M1 Configured in CEMode A
	LTE_MTCe2_L1-UEConTest

	R5-169579
	36.521-3
	1560
	1
	F
	Rel-13
	13.0.0
	Introduction of test cases 7.2.6 in TS36.521-3
	LTE_MTCe2_L1-UEConTest

	R5-169580
	36.521-3
	1561
	1
	F
	Rel-13
	13.0.0
	Introduction of test cases 7.2.7 in TS36.521-3
	LTE_MTCe2_L1-UEConTest

	R5-169581
	36.521-3
	1562
	1
	F
	Rel-13
	13.0.0
	Introduction of test cases 7.2.8 in TS36.521-3
	LTE_MTCe2_L1-UEConTest

	R5-169582
	36.521-3
	1601
	1
	F
	Rel-13
	13.0.0
	New test case: 8.1.33 E-UTRAN HD-FDD intra-frequency event triggered reporting under fading propagation conditions in asynchronous cells for Cat-M1 UE in CEModeB
	LTE_MTCe2_L1-UEConTest

	R5-169583
	36.521-3
	1602
	1
	F
	Rel-13
	13.0.0
	New test case: 8.1.34 E-UTRAN HD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells for Cat-M1 UE in CEModeB
	LTE_MTCe2_L1-UEConTest

	R5-169584
	36.521-3
	1603
	1
	F
	Rel-13
	13.0.0
	New test case: 8.1.35 E-UTRAN TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells for Cat-M1 UE in CEModeB
	LTE_MTCe2_L1-UEConTest

	R5-169585
	36.521-3
	1624
	1
	F
	Rel-13
	13.0.0
	Introduction of new eMTC RRM TC 4.2.15
	LTE_MTCe2_L1-UEConTest

	R5-169586
	36.521-3
	1635
	1
	F
	Rel-13
	13.0.0
	eMTC RRM TC 6.2.10 prach-StartingSubframe and numRepetitionPerPreambleAttempt should match
	LTE_MTCe2_L1-UEConTest

	R5-169587
	36.521-3
	1647
	1
	F
	Rel-13
	13.0.0
	Introduction of E-UTRAN HD - FDD Intra-Frequency Case for Cat-M1 UE in Enhanced Coverage Test Case
	LTE_MTCe2_L1-UEConTest

	R5-169588
	36.521-3
	1649
	1
	F
	Rel-13
	13.0.0
	Introduction of E-UTRAN TDD - TDD Intra-Frequency Case for Cat-M1 UE in Enhanced Coverage Test Case
	LTE_MTCe2_L1-UEConTest

	R5-169599
	36.521-3
	1595
	1
	F
	Rel-13
	13.0.0
	Introduction of new eMTC RRM test case 9.1.57 for category M1
	LTE_MTCe2_L1-UEConTest

	R5-169600
	36.521-3
	1617
	1
	F
	Rel-13
	13.0.0
	Addition of a new test case 9.1.59 TDD RSRP Intra frequency case for Cat-M1 UE in CEModeB
	LTE_MTCe2_L1-UEConTest

	R5-169601
	36.521-3
	1618
	1
	F
	Rel-13
	13.0.0
	Update Annex F for TS 36.521-3 Test case 9.1.57, 9.1.58 and 9.1.59
	LTE_MTCe2_L1-UEConTest

	R5-169711
	36.521-3
	1587
	1
	F
	Rel-13
	13.0.0
	Introduction of eMTC RRM new test case 6.2.12
	LTE_MTCe2_L1-UEConTest
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