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Change 1
	Object name 
	f_TC_15_8_4_UTRAN()

	Reason for change
	In the current implementation, when the test sequence is executed for the BICRoam service, the authentication procedure (steps 2A and 2B) is not executed.

.

	Summary of change
	Execute authentication procedure when registering for BICRoam service.

	Module
	CallRestriction.ttcn 


Before Change:
f_TC_15_8_4_UTRAN()
	function f_TC_15_8_4_UTRAN() runs on UTRAN_PTC

  {

…………………………..   
if (pc_SS_BIC_Roam) {  //@sic R5-145641 sic@

        //UE supports BICRoam supplementary service

        //==========================================================================================================

        // BIC ROAM

        //==========================================================================================================

        // Repeat steps 2 - 8

        // @siclog "Step 10" siclog@

        // The UE is made to initiate the activation of the BICRoam (barring of incoming calls when roaming outside home PLMN Country) supplementary service

        f_UT_SupplementaryService_CallBarring(UT,

                                          ACTIVATE_MODE,

                                          SS_BIC_ROAM,

                                          tsc_SS_Password);
        // @siclog "Steps 11-13" siclog@

        // CM SERVICE REQUEST- CM SERVICE ACCEPT - REGISTER

        v_ReceiveRegisterResult := f_SS_ReceiveRegister(utran34_Cell1,

                                                        cr_InvokeActivate(?, cr_SS_ForBS_Code(tsc_SS_Code_BIC_ROAM, *)),

                                                        "Step 11",

                                                        "Step 13");
        v_FacilityInvokeBarring := v_ReceiveRegisterResult.components;

        v_TI_R := v_ReceiveRegisterResult.ti;

        // Set TI value for response to be sent from the SS

        v_TI_S := f_NAS_TI_InitAndSetFlag(v_TI_R, '1'B);
……………..

}

 


After Change:

f_TC_15_8_4_UTRAN()
	 function f_TC_15_8_4_UTRAN() runs on UTRAN_PTC

  {
……………..

     if (pc_SS_BIC_Roam) {  //@sic R5-145641 sic@

        //UE supports BICRoam supplementary service

        //==========================================================================================================

        // BIC ROAM

        //==========================================================================================================

        // Repeat steps 2 - 8

        // @siclog "Step 10" siclog@

        // The UE is made to initiate the activation of the BICRoam (barring of incoming calls when roaming outside home PLMN Country) supplementary service

        f_UT_SupplementaryService_CallBarring(UT,

                                          ACTIVATE_MODE,

                                          SS_BIC_ROAM,

                                          tsc_SS_Password);
        // @siclog "Steps 11-13" siclog@

        // CM SERVICE REQUEST- CM SERVICE ACCEPT - REGISTER

        v_ReceiveRegisterResult := f_SS_ReceiveRegister(utran34_Cell1,

                                                        cr_InvokeActivate(?, cr_SS_ForBS_Code(tsc_SS_Code_BIC_ROAM, *)),

                                                        "Step 11",

                                                        "Step 13",

                                                        true);
        v_FacilityInvokeBarring := v_ReceiveRegisterResult.components;

        v_TI_R := v_ReceiveRegisterResult.ti;

        // Set TI value for response to be sent from the SS
        v_TI_S := f_NAS_TI_InitAndSetFlag(v_TI_R, '1'B);
…………….

}   


