
3GPP TSG-RAN WG5 Testing
R5s160906
18 Dec 2015 – 31 Dec 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	36.523-3
	CR
	3501
	rev
	-
	Current version:
	13.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to test case 9.2.3.2.1b

	6
	

	Source to WG:
	Anritsu Ltd.

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2016-11-11

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	With current implementation setting of cell power is not synchronized. 

EUTRA cells are configured with values from spec 36.523-1 clause 9.2.3.2.1b.3.1(Pre-test conditions) CellA(''Serving Cell'') and CellB(''Non-Suitable cell'') and in same time UTRA cell5 is configured according to Step1 in Table 9.2.3.2.1b.3.2-1.

This is not correct as EUTRA cells and UTRA cell need to be configured to values in Step1 at the same time.

	
	

	Summary of change:
	Send coordination from EUTRA to UTRA moved to ensure that cells are configured to values in Step1 of test body at the same time.

	
	

	Consequences if not approved:
	Conformant UE may fail this test case
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Change 1 

	Function name
	f_TC_9_2_3_2_1b_EUTRA()

	Reason for change
	With current implementation setting of cell power is not synchronized. 
EUTRA cells are configured with values from spec 36.523-1 clause 9.2.3.2.1b.3.1(Pre-test conditions) CellA(''Serving Cell'') and CellB(''Non-Suitable cell'') and in same time UTRA cell5 is configured according to Step1 in Table 9.2.3.2.1b.3.2-1.

This is not correct as EUTRA cells and UTRA cell need to be configured to values in Step1 at the same time.



	Summary of change
	Send coordination from EUTRA to UTRA moved to ensure that cells are configured to values in Step1 of test body at the same time.

	TTCN module
	\LTE_IRAT\9_2\NAS_TrackingArea_UG.ttcn

	MCC160 Comment
	


Before change

 function f_TC_9_2_3_2_1b_EUTRA() runs on EUTRA_PTC

  { /* Combined tracking area update / Success / SMS only */

    var template (value) CellPowerList_Type v_CellPowerList;

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c10a);   // @sic R5-113805 sic@

    f_UT_ConfigureCombinedAttach(UT);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_EUTRA_PreambleOtherRAT(eutra_CellA, Combined); // @sic R5-112638 sic@

    f_EUTRA_SendTriggerToOtherRAT(); // @sic R5-112638 sic@
    v_CellPowerList := {

      cs_CellPower(eutra_CellA, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellB, tsc_NonSuitableCellRS_EPRE)

    };

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_1b_Body();

    // UE will finish in test case body

  }
…………….

After change
  function f_TC_9_2_3_2_1b_EUTRA() runs on EUTRA_PTC

  { /* Combined tracking area update / Success / SMS only */

    var template (value) CellPowerList_Type v_CellPowerList;

    f_EUTRA_NAS_Init(LTE_AllCellsOnSamePLMN, c10a);   // @sic R5-113805 sic@

    f_UT_ConfigureCombinedAttach(UT);

    // create cell and send out system information

    f_EUTRA_CellConfig_Def(eutra_CellA);

    f_EUTRA_CellConfig_Def(eutra_CellB);

    f_EUTRA_PreambleOtherRAT(eutra_CellA, Combined); // @sic R5-112638 sic@

    v_CellPowerList := {

      cs_CellPower(eutra_CellA, tsc_ServingCellRS_EPRE),

      cs_CellPower(eutra_CellB, tsc_NonSuitableCellRS_EPRE)

    };

    f_EUTRA_SetCellPowerList(v_CellPowerList);

    f_EUTRA_SendTriggerToOtherRAT(); // @sic R5-112638 sic@
    f_EUTRA_TestBody_Set(true);

    fl_TC_9_2_3_2_1b_Body();

    // UE will finish in test case body

  }
…………
