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	Reason for change:
	Current TTCN implementiation has incorrectly hardcoded eutra_Cell11 as input parameter in a_MBMS_ReceiveMBMSInterestInd in postamble causing the TCs to fail. There is no Cell11 in the TCs.

	
	

	Summary of change:
	· Changed the Cell_ID from eutra_Cell11 to p_PCellId.

· Same change in f_TC_17_4_9_Common needs to be applied also in f_TC_17_4_10_Common, f_TC_17_4_11_Common
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Change 1 
	Function name
	f_TC_17_4_9_Common, f_TC_17_4_10_Common, f_TC_17_4_11_Common

	Reason for change
	Current TTCN implementiation has incorrectly hardcoded Cell_11 in a_MBMS_ReceiveMBMSInterestInd in postamble causing the TC to fail. There is no Cell_11 in the TCs.

	Summary of change
	· Changed the Cell_ID from eutra_Cell11 to p_PCellId.
· Same change in f_TC_17_4_9_Common needs to be applied also in f_TC_17_4_10_Common, f_TC_17_4_11_Common

	TTCN module
	\LTE_A_R10_R11\17\MBMS_SC_CA.ttcn

	MCC160 Comment
	


Before change

    function f_TC_17_4_9_Common(EUTRA_CellId_Type p_PCellId,

                              EUTRA_CellId_Type p_SCellId,

                              CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {

…

    ///////////////////////////////////////////////////////////////////////////////////

    //      Post Amble

    //////////////////////////////////////////////////////////////////////////////////

    v_DefaultRef := activate (a_MBMS_ReceiveMBMSInterestInd(eutra_Cell11, false)); //@sic R5s160422 sic@  

    f_UT_MBMS_SERVICE_Active(UT, oct2str(tsc_ServiceId_Def),false, tsc_MBMS_SAI_Def );

    f_UT_MBMS_SERVICE_Interest(UT, omit, oct2str(tsc_ServiceId_Def), false, tsc_MBMS_SAI_Def);

    // Release RRC Connection and Switch off

    f_EUTRA_Postamble(p_PCellId, E2_CONNECTED);

  }

After change

function f_TC_17_4_9_Common(EUTRA_CellId_Type p_PCellId,

                              EUTRA_CellId_Type p_SCellId,

                              CA_Tested_Type p_CA_Type) runs on EUTRA_PTC

  {

…
    ///////////////////////////////////////////////////////////////////////////////////

    //      Post Amble

    //////////////////////////////////////////////////////////////////////////////////

    v_DefaultRef := activate (a_MBMS_ReceiveMBMSInterestInd(p_PCellId, false)); //@sic R5s160422 sic@   
    f_UT_MBMS_SERVICE_Active(UT, oct2str(tsc_ServiceId_Def),false, tsc_MBMS_SAI_Def );

    f_UT_MBMS_SERVICE_Interest(UT, omit, oct2str(tsc_ServiceId_Def), false, tsc_MBMS_SAI_Def);

    // Release RRC Connection and Switch off

    f_EUTRA_Postamble(p_PCellId, E2_CONNECTED);

  }
