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	Reason for change:
	Currently in this test case an emergency call is initiated immediately after the UTRAN cell is powered on (step 2A followed by step 3). This may cause the emergency call to fail as the UE has not has time to select the UTRAN cell before the emergency call is attempted

	
	

	Summary of change:
	Reorder the test case implementation on EUTRA PTC to add a 60s delay following the power level changes to allow the UE to select the UTRAN cell before the emergency call is initiated.

Note: An associated prose CR on 36.523-1 will be raised at RAN5#73.
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	Other comments:
	


Change 1
	Function name
	fl_TC_11_2_10_Body()

	Reason for change
	Currently in this test case an emergency call is initiated immediately after the UTRAN cell is powered on (step 2A followed by step 3). This may cause the emergency call to fail as the UE has not has time to select the UTRAN cell before the emergency call is attempted.

	Summary of change
	Reorder the test case implementation on EUTRA PTC to add a 60s delay following the power level changes to allow the UE to select the UTRAN cell before the emergency call is initiated.



	TTCN module
	IMS_EmergencyCall_UGC.ttcn

	MCC160 Comment
	


Before change

function fl_TC_11_2_10_Body() runs on EUTRA_PTC

  {

    // The UE is switched on.

    //@siclog "Step 1" siclog@

    f_UT_SwitchOnUE(UT, true); // @sic R5s141021 sic@

    // Wait for 60s for the UE to complete cell selection. E-UTRA cell is more powerful than UTRA cell

    //@siclog "Step 2" siclog@

    f_Delay(60.0);

    // Cause the UE to originate Emergency call. The request is assumed to be triggered by AT command D.

    //@siclog "Step 3" siclog@

    f_UT_RequestCSCall(UT, px_EmergencyCallNumber);

    // the UE selects to UTRAN to handle the CS call

    f_IRAT_SendCoOrd(UTRAN, cms_IRAT_Trigger);
    // the UE returns a trigger after having handled the CS call in UTRAN

    f_IRAT_WaitForCoOrd_Trigger(UTRAN);

  } // function fl_TC_11_2_10_Body
After change
function fl_TC_11_2_10_Body() runs on EUTRA_PTC

  {

    // The UE is switched on.

    //@siclog "Step 1" siclog@

    f_UT_SwitchOnUE(UT, true); // @sic R5s141021 sic@

    // Wait for 60s for the UE to complete cell selection. E-UTRA cell is more powerful than UTRA cell

    //@siclog "Step 2" siclog@

    f_Delay(60.0);

    //trigger UTRAN PTC to change power levels
    f_IRAT_SendCoOrd(UTRAN, cms_IRAT_Trigger);

    f_Delay(60.0);
    // Cause the UE to originate Emergency call. The request is assumed to be triggered by AT command D.

    //@siclog "Step 3" siclog@

    f_UT_RequestCSCall(UT, px_EmergencyCallNumber);

    // the UE selects to UTRAN to handle the CS call

    //MOVED f_IRAT_SendCoOrd(UTRAN, cms_IRAT_Trigger);
    // the UE returns a trigger after having handled the CS call in UTRAN

    f_IRAT_WaitForCoOrd_Trigger(UTRAN);

  } // function fl_TC_11_2_10_Body
