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	Reason for change:
	According to Note 1 in section 13.4.74 RETRIEVABLE_CONFIGURATION, the intention is to let UE not store IEs from system information in this UE variable. Since RAN2 has a common understanding that the UE does not store any IEs from system information in the UE variable (i.e. the UE shall only store the parameters obtained via dedicated signalling), this Note 1 is not fully covering the RAN2 common understanding.


	
	

	Summary of change:
	The Note 1 is voided and it is clarified that the UE shall only store the parameters obtained via dedicated signalling into this variable.

Impact analysis

Impacted functionality:

Retrievable configuration

Inter-operability:

- If the network is implemented according to the CR but the UE is not, there would be a mismatch between what is stored in the UE and what is stored in the network
- If the UE is implemented according to the CR but the network is not, there would be a mismatch between what is stored in the UE and what is stored in the network


	
	

	Consequences if not approved:
	For retrievable configurations, the UE may store some IEs from system information for CELL_FACH state, so there will be a misalignment between the UE and the network on retrievable configurations.
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	Other comments:
	


13.4.74
RETRIEVABLE_CONFIGURATION

The variable indicates the content of a retrievable configuration. The UE shall only store the parameters obtained via dedicated signalling into this variable. See subclause 8.6.4.16 for actions related to the setting of this variable.

This variable shall be cleared when leaving UTRA RRC connected mode and upon successful SRNS relocation.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Retrievable configuration information
	MP
	1 to <maxRetrievConfig>
	
	
	REL-13

	>Retrievable configuration identity
	MP
	
	Integer (0.. maxRetrievConfig-1)
	
	REL-13

	RB Information Elements
	
	
	
	
	

	>RAB list
	MP
	1 to <maxRABsetup>
	
	
	REL-13

	>>RAB identity
	MP
	
	10.3.1.14
	
	REL-13

	>>RB list
	MP
	1 to <maxRBperRAB>
	
	
	REL-13

	>>>RB identity
	MP
	
	10.3.4.16
	
	REL-13

	>>>RLC info
	OP
	
	10.3.4.23
	
	REL-13

	>>>RB mapping info
	OP
	
	10.3.4.21
	
	REL-13

	>SRB list
	MP
	1 to < maxSRBsetup>
	
	
	REL-13

	>>RB identity
	MP
	
	10.3.4.16
	
	REL-13

	>>RLC info
	OP
	
	10.3.4.23
	
	REL-13

	>>RB mapping info
	OP
	
	10.3.4.21
	
	REL-13

	TrCH Information Elements
	
	
	
	
	

	Uplink transport channels
	
	
	
	
	

	>UL Transport channel information common for all transport channels
	OP
	
	
	Note 1.
	REL-13

	>>TFC subset
	MD
	
	
	
	REL-13

	>>>Transport Format Combination Subset
	
	
	10.3.5.22
	
	REL-13

	>>UL DCH TFCS
	MP
	
	
	
	REL-13

	>>>TFCS complete reconfiguration information
	MP
	
	10.3.5.15
	
	REL-13

	>>TFC subset list
	OP
	1 to <maxTFCsub>
	
	
	REL-13

	>>> Transport Format Combination Subset
	
	
	10.3.5.22
	
	REL-13

	>Added or Reconfigured TrCH information list
	OP
	1 to <maxTrCHpreconf>
	
	Note 1.
	REL-13

	>>Added or Reconfigured UL TrCH information
	MP
	
	10.3.5.2
	
	REL-13

	Downlink transport channels
	
	
	
	
	

	>DL Transport channel information common for all transport channels
	OP
	
	
	Note 1.
	REL-13

	>>DL DCH TFCS
	OP
	
	
	
	REL-13

	>>>TFCS complete reconfiguration information
	MP
	
	10.3.5.15
	
	REL-13

	>Added or Reconfigured TrCH information list
	OP
	1 to <maxTrCHpreconf>
	
	Note 1.
	REL-13

	>>Added or Reconfigured DL TrCH information
	MP
	
	10.3.5.1
	Note 2.
	REL-13

	PhyCH information elements
	
	
	
	
	

	>DTX-DRX Information
	OP
	
	DTX-DRX Information 10.3.6.34a
	Note 1.
	REL-13

	>HS-SCCH less Information
	OP
	
	HS-SCCH less Information 10.3.6.36ab
	Note 1. Note 3.
	REL-13

	>MIMO parameters
	OP
	
	MIMO parameters 10.3.6.41a
	Note 1. Note 3.
	REL-13

	>MIMO mode with four transmit antennas parameters
	OP
	
	MIMO mode with four transmit antennas parameters 10.3.6.142
	Note 1. Note 3.
	REL-13

	>DCH Enhancements info FDD
	OP
	
	DCH Enhancements info FDD 10.3.6.149
	Note 1. Note 3.
	REL-13

	Uplink radio resources
	
	
	
	
	

	>E-DCH Info
	OP
	
	E-DCH Info 10.3.6.97
	Note 1. Note 4.
	REL-13

	Downlink radio resources
	
	
	
	
	

	>Downlink HS-PDSCH Information
	OP
	
	Downlink HS-PDSCH Information 10.3.6.23a
	Note 1.
	REL-13

	>Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	Note 1. Note 3.
	REL-13

	>Additional downlink secondary cell info list FDD
	OP
	2
	
	Note 1.
	REL-13

	>>Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	Note 1. Note 3.
	REL-13

	>Additional downlink secondary cell info list FDD 2
	OP
	4
	
	Note 1.
	REL-13

	>>Downlink secondary cell info FDD
	OP
	
	Downlink secondary cell info FDD 10.3.6.31a
	Note 1. Note 3.
	REL-13


NOTE 1:
Void.

NOTE 2:
The IE "MAC-hs queue to delete list" shall not be stored as part of RETRIEVABLE_CONFIGURATION.

NOTE 3:
Only values for "New configuration" or "New operation" or "start" shall be stored.

NOTE 4:
The IE "MAC-es/e reset indicator" shall not be stored as part of RETRIEVABLE_CONFIGURATION.

