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	36.211
	289
	-
	Rel-13
	Correction to DMRS for MPDCCH associated with P-RNTI
	F
	13.3.0
	R1-1609605
	LTE_MTCe2_L1-Core
	

	36.211
	291
	1
	Rel-13
	Correction on MPDCCH transmission without repetition
	F
	13.3.0
	R1-1610778
	LTE_MTCe2_L1-Core
	

	36.211
	295
	-
	Rel-13
	Correction of typos due to wrong implementation of CR0283 "Clarification of valid subframe in eMTC"
	D
	13.3.0
	R1-1610439
	LTE_MTCe2_L1-Core
	

	36.211
	298
	-
	Rel-14
	Correction to DMRS for MPDCCH associated with P-RNTI - Rel-14
	A
	14.0.0
	R1-1610504
	LTE_MTCe2_L1-Core
	

	36.211
	301
	2
	Rel-13
	Clarification on i_0 value
	F
	13.3.0
	R1-1613148
	LTE_MTCe2_L1-Core
	

	36.211
	302
	1
	Rel-14
	Clarification on i_0 value
	A
	14.0.0
	R1-1613251
	LTE_MTCe2_L1-Core
	

	36.211
	303
	-
	Rel-13
	Correction of PRACH starting subframes for eMTC
	F
	13.3.0
	R1-1610914
	LTE_MTCe2_L1-Core
	

	36.211
	304
	-
	Rel-14
	Correction of PRACH starting subframes for eMTC
	A
	14.0.0
	R1-1610915
	LTE_MTCe2_L1-Core
	

	36.211
	307
	-
	Rel-14
	Correction on MPDCCH transmission without repetition
	A
	14.0.0
	R1-1610926
	LTE_MTCe2_L1-Core
	

	36.211
	308
	-
	Rel-14
	Correction of typos due to wrong implementation of CR0283 "Clarification of valid subframe in eMTC"
	A
	14.0.0
	R1-1611020
	LTE_MTCe2_L1-Core
	

	36.211
	314
	1
	Rel-13
	Mapping of MPDCCH and PDSCH
	F
	13.3.0
	R1-1613137
	LTE_MTCe2_L1-Core
	

	36.211
	319
	 
	Rel-13
	UL gap applicability for CE Mode A
	F
	13.3.0
	R1-1613146
	LTE_MTCe2_L1-Core
	

	36.211
	320
	 
	Rel-14
	UL gap applicability for CE Mode A
	A
	14.0.0
	R1-1613256
	LTE_MTCe2_L1-Core
	

	36.211
	327
	-
	Rel-14
	Mapping of MPDCCH and PDSCH
	A
	14.0.0
	R1-1613257
	LTE_MTCe2_L1-Core
	

	36.213
	763
	-
	Rel-13
	Clarification on spectral efficiency
	F
	13.3.0
	R1-1610493
	LTE_MTCe2_L1-Core
	

	36.213
	764
	2
	Rel-13
	Aperiodic CSI without MPDCCH frequency hopping
	F
	13.3.0
	R1-1610944
	LTE_MTCe2_L1-Core
	

	36.213
	765
	-
	Rel-14
	Clarification on spectral efficiency
	A
	14.0.0
	R1-1610495
	LTE_MTCe2_L1-Core
	

	36.213
	766
	2
	Rel-14
	Aperiodic CSI without MPDCCH frequency hopping
	A
	14.0.0
	R1-1610945
	LTE_MTCe2_L1-Core
	

	36.213
	767
	1
	Rel-13
	Correction on equation for MPDCCH search space and starting subframe position
	F
	13.3.0
	R1-1610796
	LTE_MTCe2_L1-Core
	

	36.213
	768
	1
	Rel-14
	Correction on equation for MPDCCH search space and starting subframe position
	A
	14.0.0
	R1-1610797
	LTE_MTCe2_L1-Core
	

	36.213
	769
	-
	Rel-13
	Clarification of number of repetitions of PUCCH
	F
	13.3.0
	R1-1610648
	LTE_MTCe2_L1-Core
	

	36.213
	771
	-
	Rel-14
	Clarification of number of repetitions of PUCCH
	A
	14.0.0
	R1-1610656
	LTE_MTCe2_L1-Core
	

	36.213
	806
	 
	Rel-13
	CR on RV Cycling for PDSCH
	F
	13.3.0
	R1-1613198
	LTE_MTCe2_L1-Core
	

	36.213
	807
	 
	Rel-14
	CR on RV Cycling for PDSCH
	A
	14.0.0
	R1-1613199
	LTE_MTCe2_L1-Core
	

	36.213
	812
	 
	Rel-13
	PDSCH transmission on special subframe for eMTC
	F
	13.3.0
	R1-1613559
	LTE_MTCe2_L1-Core
	

	36.213
	814
	 
	Rel-14
	PDSCH transmission on special subframe for eMTC
	A
	14.0.0
	R1-1613258
	LTE_MTCe2_L1-Core
	

	36.213
	817
	 
	Rel-13
	DCI for SPS
	F
	13.3.0
	R1-1613252
	LTE_MTCe2_L1-Core
	

	36.213
	818
	 
	Rel-14
	DCI for SPS
	A
	14.0.0
	R1-1613253
	LTE_MTCe2_L1-Core
	

	36.213
	819
	 
	Rel-13
	Number of MPDCCH-PRB sets
	F
	13.3.0
	R1-1613254
	LTE_MTCe2_L1-Core
	

	36.213
	820
	 
	Rel-14
	Number of MPDCCH-PRB sets
	A
	14.0.0
	R1-1613255
	LTE_MTCe2_L1-Core
	


