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	Rev
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	36.133
	4166
	1
	F
	Rel-13
	CR on RRC re-establishment test case for Cat-M1 in CE Mode A
	R4-1610867
	Intel Corporation
	LTE_MTCe2_L1-Perf

	36.133
	4167
	1
	A
	Rel-14
	CR on RRC re-establishment test case for Cat-M1 in CE Mode A
	R4-1610868
	Intel Corporation
	LTE_MTCe2_L1-Perf

	36.133
	4169
	-
	A
	Rel-14
	CR on RRC re-establishment test case for Cat-M1 in CE Mode B
	R4-1609144
	Intel Corporation
	LTE_MTCe2_L1-Perf

	36.133
	4184
	0
	F
	Rel-13
	Correction to Es/Noc, Es/Iot and RSRP values in Idle mode re-selection test in normal coverage
	R4-1609259
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	4185
	-
	A
	Rel-14
	Correction to Es/Noc, Es/Iot and RSRP values in Idle mode re-selection test in normal coverage
	R4-1609260
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	4186
	0
	F
	Rel-13
	Corrections to rsrp-ThresholdsPrach and test requirement in Random Access Test in enhanced coverage
	R4-1609261
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.133
	4187
	-
	A
	Rel-14
	Corrections to rsrp-ThresholdsPrach and test requirement in Random Access Test in enhanced coverage
	R4-1609262
	Qualcomm Incorporated
	LTE_MTCe2_L1-Perf

	36.104
	896
	-
	F
	Rel-13
	CR on cleaning up Rel-13 eMTC PUSCH performance requirements
	R4-1609459
	Huawei
	LTE_MTCe2_L1-Perf

	36.104
	897
	-
	A
	Rel-14
	CR on cleaning up Rel-14 eMTC PUSCH performance requirements
	R4-1609460
	Huawei
	LTE_MTCe2_L1-Perf

	36.141
	930
	-
	A
	Rel-14
	CR on cleaning up Rel-14 eMTC PUSCH conformance test
	R4-1609462
	Huawei
	LTE_MTCe2_L1-Perf

	36.101
	4009
	-
	A
	Rel-14
	CR for Rel-14 eMTC PBCH demodulation requirement for enhanced coverage
	R4-1609465
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	4221
	-
	A
	Rel-14
	CR: E-UTRAN FDD-FDD Intra frequency handover for Cat-M1 UEs in CEModeB (Rel-14)
	R4-1609612
	Nokia, Alcatel-Lucent Shanghai Bell
	LTE_MTCe2_L1-Perf

	36.133
	4223
	-
	A
	Rel-14
	CR: E-UTRAN HD-FDD Intra frequency handover for Cat-M1 UEs in CEModeB (Rel-14)
	R4-1609614
	Nokia, Alcatel-Lucent Shanghai Bell
	LTE_MTCe2_L1-Perf

	36.133
	4225
	-
	A
	Rel-14
	CR: E-UTRAN TDD-TDD Intra frequency handover for Cat-M1 UEs in CEModeB (Rel-14)
	R4-1609616
	Nokia, Alcatel-Lucent Shanghai Bell
	LTE_MTCe2_L1-Perf

	36.101
	3885
	1
	A
	Rel-14
	CR for Rel-14 eMTC MPDCCH demodulation requirements
	R4-1609669
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.101
	3929
	1
	A
	Rel-14
	Correction of PDCSH demodulation requirements for eMTC
	R4-1609687
	Ericsson
	LTE_MTCe2_L1-Perf

	36.101
	4044
	-
	A
	Rel-14
	Finalizing CQI definition test for eMTC
	R4-1609690
	Ericsson
	LTE_MTCe2_L1-Perf

	36.133
	4252
	-
	A
	Rel-14
	Correction on test parameter in RSRP Intra frequency case for Cat-M1 UE in CE mode A R14
	R4-1610025
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	4254
	 
	A
	Rel-14
	Correction on test parameter in RSRP Intra frequency case for Cat-M1 UE in CE mode B R14
	R4-1610027
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf

	36.133
	4256
	-
	A
	Rel-14
	Introduce RSRP accuracy test case for Band 31 for Cat-M1 UE R14
	R4-1610029
	Huawei, HiSilicon
	LTE_MTCe2_L1-Perf
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