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	Spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.133
	4170
	-
	A
	Rel-14
	Correction of transmit timing for NB-IoT
	R4-1609145
	Intel Corporation, Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.133
	4207
	-
	F
	Rel-13
	Introducing agreed measurement period for NB IoT connected mode
	R4-1609313
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.133
	4208
	-
	A
	Rel-14
	Introducing agreed measurement period for NB IoT connected mode
	R4-1609314
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.104
	899
	-
	F
	Rel-13
	Correction to interfering signal for Narrowband blocking requirement for NB-IOT (Rel-13)
	R4-1609715
	ZTE, ZTE Microelectronics
	NB_IOT-Core

	36.104
	900
	-
	A
	Rel-14
	Correction to interfering signal for Narrowband blocking requirement for NB-IOT (Rel-14)
	R4-1609716
	ZTE, ZTE Microelectronics
	NB_IOT-Core

	36.101
	4059
	-
	A
	Rel-14
	NB-IoT aggregate power control Rel-14
	R4-1609825
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.101
	4061
	-
	A
	Rel-14
	Correction to NB-IoT ON/OFF power measurement perio Rel-14
	R4-1609832
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.101
	3943
	2
	B
	Rel-14
	Addition of new operating bands for NB-IoT
	R4-1609880
	Nokia
	NB_IOT-Core

	36.133
	4264
	-
	A
	Rel-14
	CR on RRC re-establishment RRM requirement R14
	R4-1610038
	Huawei, HiSilicon
	NB_IOT-Core

	36.133
	4266
	-
	A
	Rel-14
	CR on paging interruption for NB-IoT R14
	R4-1610040
	Huawei, HiSilicon
	NB_IOT-Core

	36.104
	903
	-
	F
	Rel-13
	Correction of Fixed Reference Channels for NB-IOT reference sensitivity and dynamic range
	R4-1610144
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.104
	904
	-
	A
	Rel-14
	Correction of Fixed Reference Channels for NB-IOT reference sensitivity and dynamic range
	R4-1610145
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.101
	4068
	1
	A
	Rel-14
	A-MPR for NB-IoT
	R4-1610540
	Ericsson
	NB_IOT-Core

	36.101
	4058
	1
	F
	Rel-13
	NB-IoT aggregate power control Rel-13
	R4-1610541
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.133
	4263
	1
	F
	Rel-13
	CR on RRC re-establishment RRM requirement
	R4-1610548
	Huawei, HiSilicon
	NB_IOT-Core

	36.133
	4265
	1
	F
	Rel-13
	CR on paging interruption for NB-IoT
	R4-1610589
	Huawei, HiSilicon
	NB_IOT-Core

	36.101
	4060
	2
	F
	Rel-13
	Correction to NB-IoT ON/OFF power measurement period Rel-13
	R4-1610595
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.133
	4017
	-
	A
	Rel-14
	CR on RRC re-establishment RRM requirement R14
	R4-167781
	Huawei, HiSilicon
	NB_IOT-Core

	36.104
	875
	-
	F
	Rel-13
	Interfering signal bandwidth for NB-IoT BS receiver dynamic range requirements
	R4-168078
	Nokia, Alcatel-Lucent Shanghai Bell
	NB_IOT-Core

	36.104
	876
	-
	F
	Rel-13
	Spurious responses for NB-IoT BS receiver blocking requirements
	R4-168079
	Nokia, Alcatel-Lucent Shanghai Bell, Ericsson
	NB_IOT-Core
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