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	Reason for change:
	In RAN#73 the WI for Band 66 was completed, however, a clarification to the intra-band CA applicability, discussed during the work was missed before closing the WI. 

If the UE supports Band 66 and CA, it shall support all CA_66B, CA_66C, and CA_66A-66A configurations, defined in 36.101 bands table note 6, in clause 5.5:

A UE that supports E-UTRA Band 66 and CA operation in any CA band shall also comply with the minimum requirements specified for the DL CA configurations CA_66B, CA_66C and CA_66A-66A.



	
	

	Summary of change:
	A note added to DL CA capabilities about Band 66 CA support relation to Band 66 & any CA band support. 

	
	

	Consequences if not approved:
	Possibility to incorrect applicability interpretation for Band 66 2DL CA support.
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	Other comments:
	


A.4.6
CA Physical Layer Baseline Implementation Capabilities

Table A.4.6-1: Downlink CA capabilities (for one or more of the supported CA configurations in Tables A.4.6.1-3, A.4.6.2-3, A.4.6.3-3, A.4.6.3-4 ) 

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	DL CA with 2 carriers
	36.101, 5.6A 36.331, 6.3.6
	(NOTE 1)

	2
	DL CA with 3 carriers
	36.101, 5.6A 36.331, 6.3.6
	

	3
	DL CA with 4 carriers
	36.101, 5.6A 36.331, 6.3.6
	

	4
	DL CA with 5 carriers
	36.101, 5.6A 36.331, 6.3.6
	

	Note 1:
A UE that supports operating Band 66 (Table A.4.3-3) and CA operation in any CA band shall support the DL CA configurations CA_66B, CA_66C and CA_66A-66A, as specified in Note 6, in Table 5.5-1, in TS 36.101 [19].


Table A.4.6-2: Uplink CA capabilities (for one or more of the supported CA configurations in Tables A.4.6.1-3, A.4.6.2-3, A.4.6.3-3, A.4.6.3-4 )

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	UL CA with 2 carriers
	36.101, 5.6A 36.331, 6.3.6
	

	2
	UL CA with 3 carriers
	36.101, 5.6A 36.331, 6.3.6
	Not used in any valid CA configurations in TS 36.101 yet
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