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<Start of first modified section>
H.15
Supplementary Services 

H.15.1
Originating Identification Presentation / Fixed Broadband Access

H.15.1.1
Definition
Test to verify that the UE activates and deactivates IMS Multimedia Telephony Originating Identification Presentation. This process is described in 3GPP TS 24.607 [102]. 

H.15.1.2
Conformance requirement

As described in clause 15.1.2.

H.15.1.3
Test purpose
As described in clause 15.1.3.

H.15.1.4
Method of test
Initial conditions

UE is configured with the name of the XCAP root directory on the XCAP server and the user's directory name. If needed the UE is also configured with the HTTP Digest password to be used for XCAP. UE has activated the IP-CAN with xDSL, Fiber or Ethernet with SS. SS is configured with the HTTP Digest password for XCAP, related to the IMS private user identity (IMPI) configured on the UE.
If the UE uses GAA as XCAP authentication scheme, GAA bootstrapping exchange has been performed according to Annex C.29.2.

Test procedure

The generic test procedure according to annex C.29.1 is applied: At step 1 activation of Originating Identification Presentation, at step 7 deactivation of Originating Identification Presentation is respectively triggered at the UE.


H.15.1.5
Test requirements

As described in clause 15.1.5.

<End of modified section>
<Start of next modified section>
H.15.3
Terminating Identification Presentation / Fixed Broadband Access

H.15.3.1
Definition
Test to verify that the UE activates and deactivates IMS Multimedia Telephony Terminating Identification Presentation. This process is described in 3GPP TS 24.608 [103].  

H.15.3.2
Conformance requirement

As described in clause 15.3.2.

H.15.3.3
Test purpose
As described in clause 15.3.3.

H.15.3.4
Method of test
Initial conditions

UE is configured with the name of the XCAP root directory on the XCAP server and the user's directory name. If needed the UE is also configured with the HTTP Digest password to be used for XCAP. UE has activated the IP-CAN with xDSL, Fiber or Ethernet with SS. SS is configured with the HTTP Digest password for XCAP, related to the IMS private user identity (IMPI) configured on the UE.
If the UE uses GAA as XCAP authentication scheme, GAA bootstrapping exchange has been performed according to annex C.29.2.

Test procedure

The generic test procedure according to annex C.29.1 is applied: At step 1 activation of Terminating Identification Presentation, at step 7 deactivation of Terminating Identification Presentation is respectively triggered at the UE.


H.15.3.5
Test requirements

As described in clause 15.3.5.

<End of modified section>
<Start of next modified section>
H.15.5
Communication Forwarding unconditional / Fixed Broadband Access

H.15.5.1
Definition
Test to verify that the UE activates and deactivates IMS Multimedia Telephony Communication Forwarding unconditional. This process is described in 3GPP TS 24.604 [106].

H.15.5.2
Conformance requirement

As described in clause 15.5.2.

H.15.5.3
Test purpose
As described in clause 15.5.3.

H.15.5.4
Method of test
Initial conditions

UE is configured with the name of the XCAP root directory on the XCAP server and the user's directory name. If needed the UE is also configured with the HTTP Digest password to be used for XCAP. UE has activated the IP-CAN with xDSL, Fiber or Ethernet with SS. SS is configured with the HTTP Digest password for XCAP, related to the IMS private user identity (IMPI) configured on the UE.
If the UE uses GAA as XCAP authentication scheme, GAA bootstrapping exchange has been performed according to annex C.29.2.

Test procedure

The generic test procedure according to annex C.29.1 is applied: At step 1 activation of Communication Forwarding unconditional, at step 7 deactivation of Communication Forwarding unconditional is respectively triggered at the UE.


H.15.5.5
Test requirements

As described in clause 15.5.5.

H.15.6
Communication Forwarding on non Reply: activation / Fixed Broadband Access

H.15.6.1
Definition
Test to verify that the UE activates and deactivates IMS Multimedia Telephony Communication Forwarding for the case when user does not answer to the phone. This process is described in 3GPP TS 24.604 [106].

H.15.6.2
Conformance requirement

As described in clause 15.7.2.

H.15.6.3
Test purpose
As described in clause 15.7.3.

H.15.6.4
Method of test
Initial conditions

UE is configured with the name of the XCAP root directory on the XCAP server and the user's directory name. If needed the UE is also configured with the HTTP Digest password to be used for XCAP. UE has activated the IP-CAN with xDSL, Fiber or Ethernet with SS. SS is configured with the HTTP Digest password for XCAP, related to the IMS private user identity (IMPI) configured on the UE.
If the UE uses GAA as XCAP authentication scheme, GAA bootstrapping exchange has been performed according to annex C.29.2.

Test procedure

The generic test procedure according to annex C.29.1 is applied: At step 1 activation of Communication Forwarding on non Reply, at step 7 deactivation of Communication Forwarding on non Reply is respectively triggered at the UE.


H.15.6.5
Test requirements

As described in clause 15.7.5.

<End of modified section>
<Start of next modified section>
H.15.8
Communication Forwarding on Busy / Fixed Broadband Access

H.15.8.1
Definition
Test to verify that the UE activates and deactivates IMS Multimedia Telephony Communication Forwarding for the case when user is busy. This process is described in 3GPP TS 24.604 [106].

H.15.8.2
Conformance requirement

As described in clause 15.9.2.

H.15.8.3
Test purpose
As described in clause 15.9.3.

H.15.8.4
Method of test
Initial conditions

UE is configured with the name of the XCAP root directory on the XCAP server and the user's directory name. If needed the UE is also configured with the HTTP Digest password to be used for XCAP. UE has activated the IP-CAN with xDSL, Fiber or Ethernet with SS. SS is configured with the HTTP Digest password for XCAP, related to the IMS private user identity (IMPI) configured on the UE.
If the UE uses GAA as XCAP authentication scheme, GAA bootstrapping exchange has been performed according to annex C.29.2.

Test procedure

The generic test procedure according to annex C.29.1 is applied: At step 1 activation of Communication Forwarding on Busy, at step 7 deactivation of Communication Forwarding on Busy is respectively triggered at the UE.


H.15.8.5
Test requirements

As described in clause 15.9.5.

H.15.9
Communication Forwarding on Not logged-in / Fixed Broadband Access

H.15.9.1
Definition
Test to verify that the UE activates and deactivates IMS Multimedia Telephony Communication Forwarding for the case when user is not registered to IMS service. This process is described in 3GPP TS 24.604 [106].

H.15.9.2
Conformance requirement

As described in clause 15.10.2.

H.15.9.3
Test purpose
As described in clause 15.10.3.

H.15.9.4
Method of test
Initial conditions

UE is configured with the name of the XCAP root directory on the XCAP server and the user's directory name. If needed the UE is also configured with the HTTP Digest password to be used for XCAP. UE has activated the IP-CAN with xDSL, Fiber or Ethernet with SS. SS is configured with the HTTP Digest password for XCAP, related to the IMS private user identity (IMPI) configured on the UE.
If the UE uses GAA as XCAP authentication scheme, GAA bootstrapping exchange has been performed according to annex C.29.2.

Test procedure

The generic test procedure according to annex C.29.1 is applied: At step 1 activation of Communication Forwarding on Not logged-in, at step 7 deactivation of Communication Forwarding on Not logged-in is respectively triggered at the UE.


H.15.9.5
Test requirements

As described in clause 15.10.5.

H.15.10
Communication Forwarding on Not reachable / Fixed Broadband Access

H.15.10.1
Definition
Test to verify that the UE activates and deactivates IMS Multimedia Telephony Communication Forwarding for the case when user is not reachable. This process is described in 3GPP TS 24.604 [106]. 

H.15.10.2
Conformance requirement

As described in clause 15.10a.2.

H.15.10.3
Test purpose
As described in clause 15.10a.3.

H.15.10.4
Method of test
Initial conditions

UE is configured with the name of the XCAP root directory on the XCAP server and the user's directory name. If needed the UE is also configured with the HTTP Digest password to be used for XCAP. UE has activated the IP-CAN with xDSL, Fiber or Ethernet with SS. SS is configured with the HTTP Digest password for XCAP, related to the IMS private user identity (IMPI) configured on the UE.
If the UE uses GAA as XCAP authentication scheme, GAA bootstrapping exchange has been performed according to annex C.29.2.

Test procedure

The generic test procedure according to annex C.29.1 is applied: At step 1 activation of Communication Forwarding on Not reachable, at step 7 deactivation of Communication Forwarding on Not reachable is respectively triggered at the UE.


H.15.10.5
Test requirements

As described in clause 15.10a.5.

<End of modified section>
