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< Unchanged sections omitted >

8.2.2.4.2_1
TDD PDSCH Closed Loop Single/Multi Layer Spatial Multiplexing 4x2 (Release 9 and forward)
8.2.2.4.2_1.1
Test purpose
Same test purpose as in clause 8.2.2.4.2.1.

8.2.2.4.2_1.2
Test applicability
This test applies to all types of E-UTRA TDD UE release 9 and forward.

8.2.2.4.2_1.3
Minimum conformance requirements
Same minimum conformance requirements as in clause 8.2.2.4.2.3 with the following exceptions:

-
Instead of Table 8.2.2.4.2.3-2 ( use Table 8.2.2.4.2_1.3-1.

-
Instead of Table 8.2.2.4.2.3-4 ( use Table 8.2.2.4.2_1.3-2.

Table 8.2.2.4.2_1.3-1: Minimum performance Single-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
	R.13 TDD
	OP.1 TDD
	EVA5
	4x2 Low
	70
	-3.5
	≥1


Table 8.2.2.4.2_1.3-2: Minimum performance Multi-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	2
	10 MHz
	R.36 TDD
	OP.1 TDD
	EPA5
	4x2 Low
	70
	15.7
	≥2


The normative reference for this requirement is TS 36.101 [2] clause 8.2.2.4.

< End of changes >


