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Change 1 

	Function name
	f_IMS_BuildSDP_AnnexC24_Step3

	Reason for change
	As per R5-168057: AMR-WB requirements has been added
Annex C.24 used in test case 13.4.3.2 was affected and need to be aligned..


	Summary of change
	Function f_IMS_BuildSDP_AnnexC24_Step3 updated to use f_SDP_MediaDescr_GetAMR_WB_16000_1 instead of f_SDP_MediaDescr_GetAMR_8000_1

	TTCN module
	\Common\IMS\IMS_SDP_Messages.ttcn

	MCC160 Comment
	


Before change

 function f_IMS_BuildSDP_AnnexC24_Step3(SDP_Message p_SDP_Offer) runs on IMS_PTC return template (value) SDP_Message

  { /* @sic R5s150704, R5s150751 - Additional changes, R5-153755: use of f_IMS_BuildSDP_TX sic@ */

    var template (omit) SDP_bandwidth_list v_MediaBandwidth_List := omit;

    var template (omit) SDP_attribute_list v_SDP_MediaAttributes := omit;

    var template (omit) SDP_attribute_list v_SDP_PrecondionAttributes := omit;

    var SDP_media_desc v_SDP_Media_Offer := p_SDP_Offer.media_list[0];

    var charstring v_FmtAudio := f_SDP_MediaDescr_GetAMR_8000_1(v_SDP_Media_Offer);
    var integer v_LocalPort := 0;

    var integer v_SessionBandwidthAS := 37;  /* @sic R5s150704, R5s150751 - Additional changes sic@ */

    return f_IMS_BuildSDP_TX(cs_SDP_Media_Audio(v_FmtAudio, v_LocalPort), v_MediaBandwidth_List, v_SDP_MediaAttributes, v_SDP_PrecondionAttributes, v_SessionBandwidthAS);

  }

…………….

After change
  function f_IMS_BuildSDP_AnnexC24_Step3(SDP_Message p_SDP_Offer) runs on IMS_PTC return template (value) SDP_Message

  { /* @sic R5s150704, R5s150751 - Additional changes, R5-153755: use of f_IMS_BuildSDP_TX sic@ */

    var template (omit) SDP_bandwidth_list v_MediaBandwidth_List := omit;

    var template (omit) SDP_attribute_list v_SDP_MediaAttributes := omit;

    var template (omit) SDP_attribute_list v_SDP_PrecondionAttributes := omit;

    var SDP_media_desc v_SDP_Media_Offer := p_SDP_Offer.media_list[0];

    var charstring v_FmtAudio := f_SDP_MediaDescr_GetAMR_WB_16000_1(v_SDP_Media_Offer);            var integer v_LocalPort := 0;

    var integer v_SessionBandwidthAS := 37;  /* @sic R5s150704, R5s150751 - Additional changes sic@ */

    return f_IMS_BuildSDP_TX(cs_SDP_Media_Audio(v_FmtAudio, v_LocalPort), v_MediaBandwidth_List, v_SDP_MediaAttributes, v_SDP_PrecondionAttributes, v_SessionBandwidthAS);

  }
…………
