Page 1



3GPP TSG- RAN WG5 Meeting #74 
R5-171985
Athens, Greece, 13 - 17 February 2017
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.521-3
	CR
	1786
	rev
	1
	Current version:
	14.0.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction invalid RI-ConfigIndex in TC 8.16.38

	
	

	Source to WG:
	Keysight Technologies

	Source to TSG:
	RAN5

	
	

	Work item code:
	TEI10_Test, LTE_CA_Rel12_3DL-UEConTest
	
	Date:
	2017-02-27

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14) 
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Invalid combination of RI-ConfigIndex and CQI-PMI_ConfigIndex. According to 36.213 clause 7.2.2: The relative reporting offset for RI 
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. For Cqi-Pmi-ConfigIndex = 0 and according to 36.213 table 7.2.2-1C, 
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 so the set will be {0,0}. For RI-ConfigIndex =484, according to table 7.2.2-1B 
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 which is not included in the valid set defined above.

	
	

	Summary of change:
	Valid RI-ConfigIndex has been configured and reference to 36.213 has been fixed in CQI-ReportPeriodic-r10
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	TC will remain inconsistent
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	Other comments:
	Final version of R5-171915 with appropiate revision marks


8.16.38
3 DL TDD CA Activation and Deactivation of known SCell in non-DRX 

<< Unchanged sections omitted >>
8.16.38.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions: 
Table 8.16.38.4.3-1: Common Exception messages for E-UTRAN TDD 3 DL CA activation and deactivation of known SCell in non-DRX
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	


Table 8.16.38.4.3-2: PhysicalConfigDedicated-DEFAULT: Additional E-UTRAN TDD 3 DL CA activation and deactivation of known SCell in non-DRX

	Derivation Path: TS 36.508 [7] clause 4.8.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT using condition CQI_PERIODIC
	
	RBC

	  cqi-ReportConfig-r10
	Not present
	
	SCell_AddMod

	}
	
	
	


Table 8.16.38.4.3-3: CQI-ReportConfig-DEFAULT: Additional E-UTRAN TDD 3 DL CA activation and deactivation of known SCell in non-DRX

	Derivation Path: TS 36.508 [7] clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	CQI_PERIODIC

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	159
	
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        widebandCQI
	NULL
	
	

	      }
	
	
	

	      ri-ConfigIndex
	NULL
	
	

	      simultaneousAckNackAndCQI
	TRUE
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.16.38.4.3-4: PhysicalConfigDedicatedSCell-r10-DEFAULT: Additional E-UTRAN TDD 3 DL CA activation and deactivation of known SCell in non-DRX

	Derivation Path: TS 36.508 [7] clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	

	    antennaInfoUL-r10
	Not present
	
	

	    pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	    uplinkPowerControlDedicatedSCell-r10
	Not present
	
	

	    cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	SCell1

	    soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	    soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	    soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	  }
	
	
	

	}
	
	
	


Table 8.16.38.4.3-5: CQI-ReportConfigSCell-r10-DEFAULT: Additional E-UTRAN TDD 3 DL CA activation and deactivation of known SCell in non-DRX

	Derivation Path: TS 36.508 [7] clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfigSCell-r10 ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic-r10
	Not present
	
	

	  nomPDSCH-RS-EPRE-Offset-r10
	0
	
	

	  cqi-ReportPeriodicSCell-r10
	
	
	

	
	CQI-ReportPeriodic-r10-DEFAULT
	
	CQI_PERIODIC

	  pmi-RI-Report-r10
	Not present
	
	

	}
	
	
	


Table 8.16.38.4.3-6: CQI-ReportPeriodic-r10-DEFAULT: Additional E-UTRAN TDD 3 DL CA activation and deactivation of known SCell in non-DRX

	Derivation Path: TS 36.508 [7] clause 4.6.3

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportPeriodic-r10 ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    cqi-PUCCH-ResourceIndex-r10
	0
	
	

	    cqi-PUCCH-ResourceIndexP1-r10
	Not present
	
	

	    cqi-pmi-ConfigIndex
	0
	(see Table 7.2.2-1C in TS 36.213)
	Cell2

	    cqi-FormatIndicatorPeriodic-r10 CHOICE {
	
	
	

	      widebandCQI-r10 SEQUENCE {
	
	
	

	        csi-ReportMode-r10
	Not present
	
	

	    }
	
	
	

	    ri-ConfigIndex
	483
	(see Table 7.2.2-1B in TS 36.213)
	Cell2

	    simultaneousAckNackAndCQI
	TRUE
	
	

	    cqi-Mask-r9
	Not present
	
	

	    csi-ConfigIndex-r10
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.16.38.4.3-7: MeasObjectEUTRA-GENERIC: Additional E-UTRAN TDD 3 DL CA activation and deactivation of known SCell in non-DRX
	Derivation Path: TS 36.508 [7] clause 4.6.6 Table 4.6.6-2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  cellsToAddModList SEQUENCE (SIZE (1..maxCellMeas)) { }
	Not present
	
	

	  measCycleSCell-r10
	sf320
	
	Cell 2, 
Cell 3

	}
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