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<Start of Changes>
5.5G
Operating bands for V2X Communication
E-UTRA V2X Communication is designed to operate in the the operating bands defined in Table 5.5G-1.
Table 5.5G-1 V2X operating band
	E‑UTRA Operating Band
	V2X Operating Band
	V2X UE transmit
	V2X UE receive
	Duplex Mode
	Interface

	
	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	
	

	47
	47
	5855 MHz
	
	5925 MHz
	5855 MHz
	
	5925 MHz
	TDD
	PC5

	3
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD
	Uu

	7
	7
	2500 MHz
	–
	2570 MHz
	2620 MHz
	–
	2690 MHz
	FDD
	Uu

	8
	8
	880 MHz
	–
	915 MHz
	925 MHz
	–
	960 MHz
	FDD
	Uu

	39
	39
	1880 MHz
	–
	1920 MHz
	1880 MHz
	–
	1920 MHz
	TDD
	Uu

	41
	41
	2496 MHz
	
	2690 MHz
	2496 MHz
	
	2690 MHz
	TDD
	Uu


E-UTRA V2X communication is also designed to operate for intra-band MCC operation in the operating bands defined in Table 5.5G-3.
Table 5.5G-3: V2X intra-band MCC operation
	V2X MCC Band
	V2X operating Band
	Interface

	V2X_47
	47
	PC5


<Next Section>
5.6G
Channel bandwidth for V2X Communication
5.6G.1
Channel bandwidths per operating band for V2X Communication
E-UTRA V2X Communication channel bandwidths and operating band is shown in Table 5.6G.1-1. The same (symmetrical) channel bandwidth is specified for both the TX and RX path.
Table 5.6G.1-1 V2X Communciation channel bandwidth

	E-UTRA V2X band / V2X channel bandwidth

	E-UTRA 

V2X

 Band
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	47
	
	
	
	Yes
	
	Yes

	3
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	7
	
	
	Yes
	Yes
	Yes
	Yes

	8
	Yes
	Yes
	Yes
	Yes
	
	

	39
	
	
	Yes
	Yes
	Yes
	Yes

	41
	
	
	Yes
	Yes
	Yes
	Yes


V2X Bandwidth Class is specified in Table 5.6G.1-2 for V2X intra-band contiguous MCC operation. 
Table 5.6G.1-2: V2X bandwidth classes and corresponding nominal guard bands

	V2X Bandwidth Class
	Aggregated Transmission Bandwidth Configuration
	Number of contiguous CC
	Nominal Guard Band BWGB

	A
	NRB,agg ≤ 100
	1
	a1 BWChannel(1) - 0.5f1 (NOTE 2)

	B
	25 < NRB,agg ≤ 100
	2
	[0.05 max(BWChannel(1),BWChannel(2))

 - 0.5f1]

	C
	100 < NRB,agg ≤ 200
	2
	NOTE 3

	D
	200 < NRB,agg ≤ 300
	3
	NOTE 3

	E
	300 < NRB,agg ≤ 400
	4
	NOTE 3

	F
	400 < NRB,agg ≤ 500
	5
	NOTE 3

	I
	700 < NRB,agg ≤ 800
	8
	NOTE 3

	NOTE 1:
BWChannel(j), j = 1, 2, 3, 4 is the channel bandwidth of an E-UTRA component carrier according to Table 5.6-1 and f1 = f for the downlink with f the subcarrier spacing while f1 = 0 for the uplink.

NOTE 2:
a1 = 0.16/1.4 for BWChannel(1) = 1.4 MHz whereas a1 = 0.05 for all other channel bandwidths.

NOTE 3:
Applicable for later releases.


For V2X intra-band MCC operation, the V2X communication channel bandwidths for each operating band is specified in Table 5.6G.1-3. 
Table 5.6G.1-3 V2X intra-band MCC configurations
	
	V2X MCC configuration / Bandwidth combination set

	V2X MCC Configuration
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	V2X_47B
	10
	10
	
	
	
	20
	0


<Next Section>
6.2.2G
UE maximum output power for V2X Communication
For intra-band contiguous MCC operation, the maximum output power is defined in Table 6.2.2G-x.
Table 6.2.2G-x: V2X UE Power Class for intra-band contiguous MCC operation
	V2X MCC Configuration
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)
	Class 4 (dBm)
	Tolerance (dB)

	V2X_47B
	
	
	
	
	23
	±2
	
	

	NOTE 1: PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 2: For intra-band carrier aggregation the maximum power requirement should apply to the total transmitted power over all component carriers (per UE).


<Next Section>
6.2.3G
UE maximum output power for modulation / channel bandwidth for V2X Communication
When UE is configured for E-UTRA V2X sidelink transmissions non-concurrent with E-UTRA uplink transmissions for E-UTRA V2X operating bands specified in Table 5.5G-1, this subclause specifies the allowed Maximum Power Reduction (MPR) power for V2X physical channels and signals due to PSCCH and PSSCH simultaneous transmission.

For contiguous allocation of PSCCH and PSSCH simultaneous transmission, the allowed MPR for the maximum output power for V2X physical channels PSCCH and PSSCH shall be as specified in Table 6.2.3G-1.
Table 6.2.3G-1: Maximum Power Reduction (MPR) for V2V Communication (Contiguous PSCCH and PSSCH transmission)
	Modulation
	Channel bandwidth / Transmission bandwidth (NRB)
	MPR (dB)

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	

	QPSK
	
	
	
	
	
	
	≤ 1.5

	16 QAM
	
	
	
	
	
	
	≤ 2


For non-contiguous allocation of PSCCH and PSSCH simultaneous transmission, the allowed MPR for the maximum output power for V2X physical channels PSCCH and PSSCH shall be as specified as follows
MPR = CEIL {MA, 0.5}

Where MA is defined as follows

MA =
4.5

; 0.00< A ≤ 0.2
5.5 –5.833A

; 0.2< A ≤0.6
2.0




; 0.6< A ≤1.00

Where


A = NRB_alloc / NRB.
CEIL{MA, 0.5} means rounding upwards to closest 0.5dB.
For intra-band contiguous MCC operation the allowed Maximum Power Reduction (MPR) for the maximum output power in Table 6.2.2G-x due to higher order modulation is specified in Table 6.2.3G-x. In case the modulation format is different on different component carriers then the MPR is determined by the rules applied to higher order of those modulations. 

Table 6.2.3G-x: Maximum Power Reduction (MPR) for Power Class 3

	Modulation
	50 RB + 50 RB
	50 RB + 100 RB
	100 RB + 100 RB
	MPR (dB)

	QPSK
	-
	N/A
	N/A
	≤ [3]

	16 QAM
	-
	N/A
	N/A
	≤ [3]


<Next Section>
6.2.4G
UE maximum output power with additional requirements for V2X Communication
When UE is configured for E-UTRA V2X sidelink transmissions non-concurrent with E-UTRA uplink transmissions for E-UTRA V2X operating bands specified in Table 5.5G-1, the allowed A-MPR for the maximum output power for V2X physical channels PSCCH and PSSCH shall be as specified in Table 6.2.4G-1.
Table 6.2.4G-1: Additional Maximum Power Reduction (A-MPR)

	Network Signalling value
	Requirements (subclause)
	E-UTRA Band
	Channel bandwidth (MHz)
	RB allocation method
	Carrier frequency (MHz)
	Resources Blocks (NRB)
	A-MPR (dB)

	NS_33
	6.6.2.2.4 (A-SEM)
6.6.3.2 (A-SE)
	47
	10
	Contiguous allocation
	5860, 5920
	TBD
	TBD

	
	
	
	
	
	
	TBD
	TBD

	
	
	
	
	
	5870, 5910
	TBD
	TBD

	
	
	
	
	
	5880, 5890, 5900
	TBD
	TBD

	
	
	
	
	Non-contiguous allocation
	5860, 5920
	TBD
	TBD

	
	
	
	
	
	
	TBD
	TBD

	
	
	
	
	
	5870, 5910
	TBD
	TBD

	
	
	
	
	
	5880, 5890, 5900
	TBD
	TBD


<Next Section>
6.2.5G
Configured transmitted power for V2X Communication
When UE is configured for E-UTRA V2X sidelink transmissions non-concurrent with E-UTRA uplink transmissions for E-UTRA V2X  operating bands specified in Table 5.5G-1, the configured maximum output power PCMAX,c and power boundary requirement specified in subclause 6.2.5 shall apply to UE supporting V2X, where

-
MPRc is specified in subclause 6.2.3G;
-
A-MPRc is specified in subclause 6.2.4G;
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, PEMAX,c is the value given by IE maxTxPower, defined by [7], when the UE is not associated with a serving cell on the V2X carrier .
The power control parameters are (pre)configured only for PSSCH. The PSD offset of PSSCH is used to determine the transmission power of PSCCH. For all cases, the PSD difference between PSCCH and PSSCH shall be the same as the PSD offset value.

[Editor Note]: Additional configured transmitted power requirements for E-UTRA V2X service will be added after RAN1 decision for the detail power control method of each sidelink channel.
For intra-band contiguous MCC operation, MPRc = MPR and A-MPRc = A-MPR with MPR and A-MPR specified in subclause 6.2.3G and subclause 6.2.4G respectively. There is one power management term for the UE, denoted P-MPR, and P-MPR c = P-MPR. PCMAX,c  is calculated under the assumption that the transmit power is increased by the same amount in dB on all component carriers.

The total configured maximum output power PCMAX shall be set within the following bounds:

PCMAX_L ≤ PCMAX ≤ PCMAX_H
PCMAX_L  = MIN{10 log10 ∑ pEMAX,c  - TC , PPowerClass – MAX(MPR + A-MPR + ΔTIB,c + TC + TProSe, P-MPR ), PRegulatory }

PCMAX_H  = MIN{10 log10 ∑ pEMAX,c , PPowerClass, PRegulatory }
where 
-
pEMAX,c is the linear value of PEMAX,c which is given by IE maxTxPower in [7];

-
PPowerClass is the maximum UE power specified in Table 6.2.2G-1 without taking into account the tolerance specified in the Table 6.2.2G-1;

-
MPR and A-MPR are specified in subclause 6.2.3G and subclause 6.2.4G respectively;

-
TIB,c is the additional tolerance for serving cell c as specified in Table 6.2.5-2;

-
P-MPR is the power management term for the UE;
-
TC is the highest value TC,c among all serving cells c in the subframe over both timeslots. TC,c = 1.5 dB when NOTE 2 in Table 6.2.2-1 applies, otherwise TC,c = 0 dB;
- 
TProSe applies as specified in subclause 6.2.5. 
-
PRegulatory= 10 dBm when the CEN DSRC tolling system is nearby; PRegulatory= 33 dBm otherwise.
<Next Section>
6.3.2G
UE Minimum output power for V2X Communication
For intra-band contiguous E-UTRA V2X multiple carrier transmissions, the requirements in subclause 6.3.2A apply as specified for the corresponding intra band contiguous carrier aggregation.
<Next Section>
6.3.3G
UE Transmit OFF power for V2X Communication
For intra-band contiguous E-UTRA V2X multiple carrier transmissions, the requirements in subclause 6.3.3A apply as specified for the corresponding intra band contiguous carrier aggregation.
<Next Section>
6.3.4G
ON/OFF time mask for V2X Communication

For V2X Communications, additional requirements on ON/OFF time masks for V2X physical channels and signals are specified in this clause.
The General ON/OFF time mask in subclause 6.3.4D.1 apply for E-UTRA V2X sidelink UE.
For intra-band contiguous MCC operation the general output power ON/OFF time mask is applicable for each component carrier during the ON power period and the transient periods. The OFF period shall only be applicable for each component carrier when all the component carriers are OFF.
<Next Section>
6.3.5G
Power Control for V2X Communication
When UE is configured for E-UTRA V2X sidelink transmissions non-concurrent with E-UTRA uplink transmissions for E-UTRA V2X operating bands specified in Table Table 5.5G-1, the requirements in subclause 6.3.5G.1 apply for E-UTRA V2X sidelink transmission.
6.3.5G.1
Absolute power tolerance

For V2X communication transmissions, the absolute power tolerance requirements specified in subclause 6.3.5.1 shall apply for each V2X transmission.
For intra-band contiguous MCC operation the absolute power control tolerance specified in Table 6.3.3.1-1 shall apply for each component carrier.
<Next Section>
6.5.2G
Transmit modulation quality for V2X Communication
The requirements in this clause apply to V2X sidelink transmissions.
6.5.2G.1
Error Vector Magnitude

For V2X sidelink physical channels PSCCH and PSSCH, the Error Vector Magnitude requirements shall be as specified separately for PSSCH nd PSCCH for the corresponding modulation and transmission bandwidth. The measurement period for EVM of PSSCH and PSCCH is 15 subframes. The measurement period for reference signal EVM is 30 subframes. When V2X transmissions are shortened due to transmission gap of 1 symbol at the end of the subframe, the EVM measurement interval is reduced by one symbol, accordingly.
For intra-band contiguous MCC operation the EVM requirement shall apply for each component carrier.
6.5.2G.2
Carrier leakage

The requirements of subcaluse 6.5.2.2 shall apply for V2X transmissions.
For intra-band contiguous MCC operation the carrier leakage requirement of subcaluse 6.5.2.2 shall apply for each component carrier.
6.5.2G.3
In-band emissions

For V2X sidelink physical channels PSCCH and PSSCH, the In-band emissions requirements shall be as specified for PUSCH in subclause 6.5.2.3 for the corresponding modulation and transmission bandwidth. When V2X transmissions are shortened due to transmission gap of 1 symbol at the end of the subframe, the In-band emissions measurement interval is reduced by one symbol, accordingly.
For intra-band contiguous MCC operation the in-band emission requirement of subcaluse 6.5.2.3 shall apply for each component carrier.
6.5.2G.4
EVM equalizer spectrum flatness

The requirements of subcaluse 6.5.2.4 shall apply for V2X transmissions.
For intra-band contiguous MCC operation the EVM equalizer spectrum flatness requirement of subcaluse 6.5.2.4 shall apply for each component carrier.
<Next Section>
6.6.1G
Occupied bandwidth for V2X Communication
For intra-band contiguous MCC operation the occupied bandwidth is a measure of the bandwidth containing 99 % of the total integrated power of the transmitted spectrum. The OBW shall be less than the aggregated channel bandwidth defined in subclause 5.6A. 

<Next Section>
6.6.2.2.4
Minimum requirement (network signalled value "NS_XX")

The additional spectrum mask in Table 6.6.2.2.4-1 applies for E-UTRA V2X UE within 5 855 MHz to 5 925 MHz according to ETSI EN 302 571. Additional spectrum emission requirements are signalled by the network to indicate that the UE shall meet an additional requirement for a specific deployment scenario as part of the cell handover/broadcast message.

When "NS_33" is indicated in the cell, the power of any V2X UE emission shall not exceed the levels specified in Table 6.6.2.2.4-1.

Table 6.6.2.2.4-1: Additional requirements for 10MHz channel bandwidth
	Spectrum emission limit (dBm)/ Channel bandwidth 

	ΔfOOB
(MHz)
	10 MHz
	Measurement bandwidth

	( 0-0.5
	[[image: image4.png]—13-12(140%8Y )



]
	100 kHz

	( 0.5-5
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]
	100 kHz

	( 5-10
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]
	100 kHz


NOTE:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
<Next Section>
6.6.2G

Out of band emission for V2X Communication
When UE is configured for E-UTRA V2X sidelink transmissions non-concurrent with E-UTRA uplink transmissions for E-UTRA V2X operating bands specified in Table 5.5G-1, the requirements in subclause 6.6.2 apply.
For intra-band contiguous MCC operation the general CA spectrum emission mask for Bandwidth Class B specified in subclause 6.6.2.1A shall apply. 
For intra-band contiguous MCC operation the E-UTRA ACLR requirment for Bandwidth Class B specified in subclause 6.6.2.3.3A shall apply. 
<Next Section>
6.6.3G

Spurious emission for V2X Communication
When UE is configured for E-UTRA V2X sidelink transmissions non-concurrent with E-UTRA uplink transmissions for E-UTRA V2X operating bands specified in Table 5.5G-1, the requirements in subclause 6.6.3 apply.
For intra-band contiguous MCC operation the boundary between E-UTRA out of band and spurious emission domain for intra-band contiguous carrier aggregation specified in Table 6.6.3.1A-1 shall apply.
For intra-band contiguous MCC operation the spurious emission requirements in Table 6.6.3G-1 shall apply for coexistence with protected bands.
NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band. 
Table 6.6.3G-1: Requirements for intraband carrier aggregation

	V2X MCC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	V2X_47B
	E-UTRA Band 1, 3, 5, 7, 8, 22, 26, 28, 34, 39, 40, 41, 42, 44, 45, 65
	FDL_low 
	- 
	FDL_high
	-50
	1
	


<Next Section>
6.7.1G
Minimum requirement for V2X Communication
For intra-band contiguous MCC operation the transmit intermodulation requirement for Bandwidth Class B specified in subclause 6.7.1A shall apply. 
<Next Section>
7.3.1G
Minimum requirements (QPSK) for V2X
When UE is configured for E-UTRA V2X reception non-concurrent with E-UTRA uplink transmissions for E-UTRA V2X operating bands specified in Table 5.5G-1, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.8.2 with parameters specified in Table 7.3.1G-1.

Table 7.3.1G-1: Reference sensitivity 

	Channel bandwidth

	E-UTRA 

ProSe Band
	1.4 MHz
(dBm)
	3 MHz
(dBm)
	5 MHz
(dBm)
	10 MHz
(dBm)
	15 MHz
(dBm)
	20 MHz
(dBm)
	Duplex Mode

	47
	
	
	
	[-90.5]
	
	[-87.6]
	TDD

	NOTE 1:
Reference measurement channel is defined in A.8.2. 

NOTE 2:
The signal power is specified per port.


For intra-band contiguous MCC operation the above reference sensitivity requirement shall apply for each component carrier with both carriers active. The requirement is applied for 2 carrier intra-concurrent recpetions when 2 carrier transmission are activated at the same time
<Next Section>
7.4.1G
Minimum requirements for V2X
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.8.2 with parameters specified in Table 7.4.1G-1.
Table 7.4.1G-1: Maximum input level 

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4
MHz 
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz

	Power in Transmission Bandwidth Configuration
	dBm
	-
	-
	-
	-22
	-
	-22

	NOTE 1:
Reference measurement channel is defined in Annex A.8.2.


For intra-band contiguous MCC operation maximum input level is defined as the powers received at the UE antenna port over the Transmission bandwidth configuration of each CC, at which the specified relative throughput shall meet or exceed the minimum requirements for the specified reference measurement channel over each component carrier.
Table 7.4.1G-x Maximum input level for intra-band contiguous MCC for V2X

	Rx Parameter
	Units 
	V2X Bandwidth Class

	
	
	A
	B
	C
	D
	E
	F

	Power in largest Transmission Bandwidth Configuration CC
	dBm
	
	-222
	
	
	
	

	Power in each other CC
	dBm
	
	-22+ 10log(NRB,c /NRB,largest BW) 2
	
	
	
	

	NOTE 2: The requirement is applied for 2 carrier intra-concurrent recpetions when 2 carrier transmission are activated at the same time


<Next Section>
7.5.1G
Minimum requirements for V2X
The V2X UE shall fulfil the minimum requirement specified in Table 7.5.1G-1 for all values of an adjacent channel interferer up to -25 dBm. However it is not possible to directly measure the ACS, instead the lower and upper range of test parameters are chosen in Table 7.5.1G-2 and Table 7.5.1G-3 where the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.8.2 

Table 7.5.1G-1: Adjacent channel selectivity for V2X
	
	
	Channel bandwidth

	Rx Parameter
	Units
	1.4
MHz 
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz

	ACS
	dB
	
	
	
	33.0
	
	27


Table 7.5.1G-2: Test parameters for Adjacent channel selectivity for V2X, Case 1

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	PREFSENS_V2X + 14 dB

	PInterferer
	dBm
	
	
	
	PREFSENS_V2X +45.5dB
	
	PREFSENS_V2X +39.5dB

	BWInterferer 
	MHz
	
	
	
	10
	
	10

	FInterferer (offset)
	MHz
	
	
	
	10+0.0125

/

-10-0.0125
	
	15+0.0075

/

-15-0.0075

	NOTE 1:
The interferer is QPSK modulated PUSCH containing data and reference symbols. Normal cyclic prefix is used. The data content shall be uncorrelated to the wanted signal and modulated according to clause 5 of TS36.211.


Table 7.5.1G-3: Test parameters for Adjacent channel selectivity for V2X, Case 2

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	
	
	
	-56.5
	
	-50.5

	PInterferer
	dBm
	-25

	BWInterferer 
	MHz
	
	
	
	10
	
	10

	FInterferer (offset)
	MHz
	
	
	
	10+0.0125

/

-10-0.0125
	
	15+0.0075

/

-15-0.0075

	NOTE 1:
The interferer is QPSK modulated PUSCH containing data and reference symbols. Normal cyclic prefix is used. The data content shall be uncorrelated to the wanted signal and modulated according to clause 5 of TS36.211.


For intra-band contiguous MCC operation the V2X UE shall fulfil the minimum requirement specified in Table 7.5.1G-x to Table 7.5.1G-x where the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.8.2.
Table 7.5.1G-x Adjacent channel selectivity for intra-band contiguous MCC for V2X

	
	
	V2X Bandwidth Class

	Rx Parameter
	Units
	B
	C
	D
	E
	F

	ACS
	dB
	30
	
	
	
	


Table 7.5.1G-x Test parameters for Adjacent channel selectivity, Case 1

	Rx Parameter
	Units 
	V2X Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC
	
	REFSENS + 14 dB
	
	
	
	

	PInterferer
	dBm
	Aggregated power + 28.5 dB
	
	
	
	

	BWInterferer 
	MHz
	10
	
	
	
	

	FInterferer (offset)
	MHz
	5 + Foffset
/

-5 - Foffset
	
	
	
	

	NOTE 1:
The Finterferer (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the adjacent channel interferer and shall be further adjusted to 
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MHz to be offset from the sub-carrier raster.
NOTE 2: The requirement is applied for 2 carrier intra-concurrent recpetions when 2 carrier transmission are activated at the same time


Table 7.5.1G-x Test parameters for Adjacent channel selectivity, Case 2

	Rx Parameter
	Units 
	V2X Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	-53.5 +10log10(NRB,c/ NRB agg)
	
	
	
	

	PInterferer
	dBm
	-25

	BWInterferer 
	MHz
	10
	
	
	
	

	FInterferer (offset)


	MHz
	5+ Foffset
/

-5- Foffset
	
	
	
	

	NOTE 1:
The Finterferer (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the adjacent channel interferer and shall be further adjusted to 
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MHz to be offset from the sub-carrier raster.
NOTE 2: The requirement is applied for 2 carrier intra-concurrent recpetions when 2 carrier transmission are activated at the same time


<Next Section>
7.6.1.1G
Minimum requirements for V2X
The V2X UE throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.8.2 with paramteters defined in Table 7.6.1.1G-1 and Table 7.6.1.1G-2.

Table 7.6.1.1G-1: In band blocking parameters

	Rx parameter
	Units 
	
Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	PREFSENS_V2X + channel bandwidth specific value below

	
	
	
	
	
	6
	
	9

	BWInterferer 
	MHz
	
	
	
	10
	
	10

	FIoffset, case 1 
	
MHz
	
	
	
	15+0.0025
	
	15+0.005

	FIoffset, case 2 
	MHz
	
	
	
	25+0.0075
	
	25+0.0025

	NOTE 1:
The interferer is QPSK modulated PUSCH containing data and reference symbols. Normal cyclic prefix is used. The data content shall be uncorrelated to the wanted signal and modulated according to clause 5 of TS36.211


Table 7.6.1.1G-2: In-band blocking 

	E-UTRA V2X
band
	Parameter
	Unit
	Case 1
	Case 2

	
	PInterferer
	dBm
	-44
	-44

	
	FInterferer (offset)
	MHz
	=-BW/2 – FIoffset,case 1
&

=+BW/2 + FIoffset,case 1
	≤-BW/2 – FIoffset,case 2
&

≥+BW/2 + FIoffset,case 2

	47
	FInterferer
	MHz
	(NOTE 2)
	FDL_low –30
to

FDL_high + 30

	NOTE 1:
For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 15 MHz below or above the UE receive band 

NOTE 2:
For each carrier frequency the requirement is valid for two frequencies: 

a. the carrier frequency -BW/2 - FIoffset, case 1 and

b. the carrier frequency +BW/2 + FIoffset, case 1
NOTE 3:
FInterferer range values for unwanted modulated interfering signal are interferer center frequencies 


NOTE:
it is FFS how to accommodate the blocking level of -30dBm in Region 1.
For intra-band contiguous MCC operation the V2X UE throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.8.2 with paramteters defined in Table 7.6.1.1G-x and Table 7.6.1.1G-x.
Table 7.6.1.1G-x In band blocking parameters for intra-band contiguous MCC for V2X
	Rx Parameter
	Units 
	V2X Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	REFSENS + V2X Bandwidth Class specific value below

	
	
	9
	
	
	
	

	BWInterferer 
	MHz
	10
	
	
	
	

	FIoffset, case 1 
	MHz
	15
	
	
	
	

	FIoffset, case 2 
	MHz
	25
	
	
	
	


Table 7.6.1.1G-x In-band blocking for intra-band contiguous MCC for V2X
	V2X MCC configuration
	Parameter
	 Unit
	Case 1
	Case 2

	
	PInterferer
	 dBm
	-44
	-44

	
	FInterferer

(offset)
	MHz
	=-Foffset– FIoffset,case 1
&

=+Foffset + FIoffset,case 1
	≤-Foffset– FIoffset,case 2
&

≥+Foffset + FIoffset,case 2

	V2X_47B
	FInterferer (Range)
	MHz
	(NOTE 2)
	FDL_low – 30
to

FDL_high + 30

	NOTE 1:
For certain bands, the unwanted modulated interfering signal may not fall inside the UE receive band, but within the first 30 MHz below or above the UE receive band 
NOTE 2:
For each carrier frequency the requirement is valid for two frequencies: 




a. the carrier frequency -Foffset - FIoffset, case 1 and




b. the carrier frequency +Foffset + FIoffset, case 1

NOTE 3:
Foffset is the frequency offset from the center frequency of the CC being tested to the edge of aggregated channel bandwidth.

NOTE 4:
The Finterferer (offset) is the frequency separation of the center frequency of the carrier closest to the interferer and the center frequency of the interferer and shall be further adjusted to 
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MHz to be offset from the sub-carrier raster.
NOTE 5:  The requirement is applied for 2 carrier intra-concurrent recpetions when 2 carrier transmission are activated at the same time


<Next Section>
7.6.2.1G
Minimum requirements for V2X
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.8.2 with parameters specified in Tables 7.6.2.1G-1, 7.6.2.1G-2.

For Table 7.6.2.1G-2 in frequency range 1, 2 and 3, up to 
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exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1MHz step size, where 
[image: image13.wmf]RB

N

 is the number of resource blocks in the downlink transmission bandwidth configuration (see Figure 5.6-1). For these exceptions the requirements of subclause 7.7 Spurious response are applicable.

Table 7.6.2.1G-1: Out-of-band blocking parameters 

	Rx Parameter
	Units 
	
Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	PREFSENS_V2X + channel bandwidth specific value below

	
	
	
	
	
	6
	
	9

	NOTE 1:
Reference measurement channel is specified in Annex A.8.2.


Table 7.6.2.1G-2: Out of band blocking

	E-UTRA ProSe

band
	Parameter
	Units 
	Frequency 

	
	
	
	Range 1
	Range 2
	Range 3

	
	PInterferer
	dBm
	-44
	-30
	-15

	47
	FInterferer (CW)
	MHz
	FDL_low -30 to

FDL_low -60 
	FDL_low -60 to

FDL_low -85 
	FDL_low -85 to 

1 MHz

	
	
	
	FDL_high +30 to

FDL_high + 60 
	FDL_high +60 to

FDL_high +85 
	FDL_high +85 to

+12750 MHz

	NOTE:
The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 4400 MHz.


NOTE:
it is FFS how to accommodate the blocking level of -30dBm in Region 1.
For intra-band contiguous MCC operation the V2X UE throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.8.2 with parameters specified in Tables 7.6.2.1G-x, 7.6.2.1G-x.

For Table 7.6.2.1G-x in frequency range 1, 2 and 3, up to 
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exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a 1MHz step size. For these exceptions the requirements of subclause 7.7 Spurious response are applicable.
Table 7.6.2.1G-x Out-of-band blocking parameters for intra-band contiguous MCC for V2X
	Rx Parameter
	Units 
	V2X Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	REFSENS + V2X Bandwidth Class specific value below

	
	
	9
	
	
	
	


Table 7.6.2.1G-x Out of band blocking for intra-band contiguous MCC for V2X
	V2X MCC configuration
	Parameter
	Units 
	Frequency 

	
	
	
	Range 1
	Range 2
	Range 3

	
	PInterferer
	dBm
	-44
	-30
	-15

	V2X_47B
	FInterferer (CW)


	MHz


	FDL_low -30 to

FDL_low -60 
	FDL_low -60 to

FDL_low -85 
	FDL_low -85 to 

1 MHz

	
	
	
	FDL_high +30 to

FDL_high + 60 
	FDL_high +60 to

FDL_high +85 
	FDL_high +85 to

+12750 MHz

	NOTE 1:
The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 4400 MHz.
NOTE 2:   The requirement is applied for 2 carrier intra-concurrent recpetions when 2 carrier transmission are activated at the same time


<Next Section>
7.7.1G
Minimum requirements for V2X
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.8.2 with parameters specified in Tables 7.7.1G-1.

Table 7.7.1G-1: Spurious response parameters 

	Rx parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	PREFSENS_V2X + channel bandwidth specific value below

	
	
	
	
	
	6
	
	9

	NOTE 1:
Reference measurement channel is specified in Annex A.8.2.


Table 7.7.1G-2: Spurious response 

	Parameter
	Unit
	Level

	PInterferer

(CW)
	dBm
	-44

	FInterferer
	MHz
	Spurious response frequencies


For intra-band contiguous MCC operation the V2X UE throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.8.2 with parameters specified in Table 7.7.1G-x and Table 7.7.1G-x.
Table 7.7.1G-x Spurious response parameters for intra-band contiguous MCC for V2X
	Rx Parameter
	Units 
	V2X Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC 
	dBm
	REFSENS + V2X Bandwidth Class specific value below

	
	
	9
	
	
	
	

	NOTE 1: The requirement is applied for 2 carrier intra-concurrent recpetions when 2 carrier transmission are activated at the same time


Tables 7.7.1G-x Spurious response for intra-band contiguous MCC for V2X
	Parameter
	Unit
	Level

	PInterferer

(CW)
	dBm
	-44

	FInterferer
	MHz
	Spurious response frequencies

	NOTE 1: The requirement is applied for 2 carrier intra-concurrent recpetions when 2 carrier transmission are activated at the same time


<Next Section>
7.8.1G
Minimum requirements
The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.8.2 with parameters specified in Table 7.8.1G-1 for the specified wanted signal mean power in the presence of two interfering signals

Table 7.8.1G-1: Wide band intermodulation 

	Rx Parameter
	Units 
	Channel bandwidth

	
	
	1.4 MHz 
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	Power in Transmission Bandwidth Configuration
	dBm
	PREFSENS_V2X + channel bandwidth specific value below

	
	
	
	
	
	6
	
	9

	PInterferer 1
(CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	
	
	
	
	10
	
	10

	FInterferer 1
(Offset)
	MHz
	
	
	
	-BW/2 – 15

/

+BW/2 + 15
	
	-BW/2 – 15

/

+BW/2 + 15

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1

	NOTE 1:
Reference measurement channel is specified in Annex A.8.2 

NOTE 2:
The interferer is QPSK modulated PUSCH containing data and reference symbols. Normal cyclic prefix is used. The data content shall be uncorrelated to the wanted signal and modulated according to clause 5 of TS36.211


For intra-band contiguous MCC operation the V2X UE throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A.8.2 with parameters specified in Table 7.8.1G-x for the specified wanted signal mean power in the presence of two interfering signals.
Table 7.8.1G-x Wide band intermodulation for intra-band contiguous MCC for V2X
	Rx parameter
	Units 
	V2X Bandwidth Class

	
	
	B
	C
	D
	E
	F

	Pw in Transmission Bandwidth Configuration, per CC
	dBm
	REFSENS + V2X Bandwidth Class specific value below

	
	
	9
	
	
	
	

	PInterferer 1
(CW)
	dBm
	-46

	PInterferer 2
(Modulated)
	dBm
	-46

	BWInterferer 2
	MHz
	10
	
	
	
	

	FInterferer 1
(Offset)
	MHz
	–Foffset-15
/

+ Foffset+15
	
	
	
	

	FInterferer 2
(Offset)
	MHz
	2*FInterferer 1

	NOTE 1: The requirement is applied for 2 carrier intra-concurrent recpetions when 2 carrier transmission are activated at the same time


<Next Section>
7.10
Receiver image

7.10.1
Void

7.10.1A
Minimum requirements for CA

Receiver image rejection is a measure of a receiver's ability to receive the E-UTRA signal on one component carrier while it is also configured to receive an adjacent aggregated carrier. Receiver image rejection ratio is the ratio of the wanted received power on a sub-carrier being measured to the unwanted image power received on the same sub-carrier when both sub-carriers are received with equal power at the UE antenna connector. 

For intra-band contiguous carrier aggregation the UE shall fulfil the minimum requirement specified in Table 7.10.1A-1 for all values of aggregated input signal up to –22 dBm.
.
Table 7.10.1A-1: Receiver image rejection

	
	CA bandwidth class

	Rx parameter
	Units
	A
	B
	C
	D
	E
	F

	Receiver image rejection
	dB
	
	25
	25
	25
	25
	25


7.10.1G
Minimum requirements for V2X Communication
For intra-band contiguous MCC operation the UE shall fulfil the minimum requirement specified in Table 7.10.1G-1 for all values of aggregated input signal..
Table 7.10.1G-1: Receiver image rejection

	
	V2X Bandwidth Class

	Rx parameter
	Units
	A
	B
	C
	D
	E
	F

	Receiver image rejection
	dB
	
	[30]
	
	
	
	

	NOTE 1: The requirement is applied for 2 carrier intra-concurrent recpetions when 2 carrier transmission are activated at the same time


<End of Changes>
_1364381101.unknown

_1533754579.unknown

_1426780666.unknown

_1364380792.unknown

_1364380994.unknown

_1299536254.unknown

_1283555450.unknown

