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	Spec
	CR
	R
	Rel.
	Subject
	C
	Current version
	RAN1 Tdoc
	Work Item
	Remarks

	36.211
	339
	-
	Rel-13
	Frequency hopping in eMTC
	F
	13.4.0
	R1-1703479
	LTE_MTCe2_L1-Core
	

	36.211
	340
	-
	Rel-14
	Frequency hopping in eMTC
	A
	14.1.0
	R1-1703480
	LTE_MTCe2_L1-Core
	

	36.211
	341
	-
	Rel-13
	Retuning gap with shortened PUCCH format for BL/CE UE
	F
	13.4.0
	R1-1703491
	LTE_MTCe2_L1-Core
	

	36.211
	342
	-
	Rel-14
	Retuning gap with shortened PUCCH format for BL/CE UE
	A
	14.1.0
	R1-1703492
	LTE_MTCe2_L1-Core
	

	36.211
	343
	-
	Rel-13
	Parameters for number of PUCCH repetitions for Msg4 for BL/CE UE
	F
	13.4.0
	R1-1703493
	LTE_MTCe2_L1-Core
	

	36.211
	344
	-
	Rel-14
	Parameters for number of PUCCH repetitions for Msg4 for BL/CE UE
	A
	14.1.0
	R1-1703494
	LTE_MTCe2_L1-Core
	

	36.211
	345
	-
	Rel-13
	Clarification on repetition and starting subframe of the MPDCCH search space
	F
	13.4.0
	R1-1703495
	LTE_MTCe2_L1-Core
	

	36.211
	346
	-
	Rel-14
	Clarification on repetition and starting subframe of the MPDCCH search space
	A
	14.1.0
	R1-1703496
	LTE_MTCe2_L1-Core
	

	36.212
	244
	-
	Rel-13
	DAI in eMTC
	F
	13.4.0
	R1-1703477
	LTE_MTCe2_L1-Core
	

	36.212
	245
	-
	Rel-14
	DAI in eMTC
	A
	14.1.1
	R1-1703478
	LTE_MTCe2_L1-Core
	

	36.213
	840
	-
	Rel-13
	PDSCH dropping rules in special subframes in eMTC
	F
	13.4.0
	R1-1703475
	LTE_MTCe2_L1-Core
	

	36.213
	841
	-
	Rel-14
	PDSCH dropping rules in special subframes in eMTC
	A
	14.1.0
	R1-1703476
	LTE_MTCe2_L1-Core
	

	36.213
	842
	-
	Rel-13
	I_0 definition for RV cycling
	F
	13.4.0
	R1-1703481
	LTE_MTCe2_L1-Core
	

	36.213
	843
	-
	Rel-14
	I_0 definition for RV cycling
	A
	14.1.0
	R1-1703482
	LTE_MTCe2_L1-Core
	

	36.213
	844
	-
	Rel-13
	PUCCH resource determination for M greater than 1 in eMTC
	F
	13.4.0
	R1-1703484
	LTE_MTCe2_L1-Core
	

	36.213
	845
	-
	Rel-14
	PUCCH resource determination for M greater than 1 in eMTC
	A
	14.1.0
	R1-1703485
	LTE_MTCe2_L1-Core
	

	36.213
	846
	-
	Rel-13
	Correction on aperiodic CQI reporting for BL/CE UEs in 1.4MHz system bandwidth
	F
	13.4.0
	R1-1703486
	LTE_MTCe2_L1-Core
	

	36.213
	847
	-
	Rel-14
	Correction on aperiodic CQI reporting for BL/CE UEs in 1.4MHz system bandwidth
	A
	14.1.0
	R1-1703487
	LTE_MTCe2_L1-Core
	

	36.213
	848
	-
	Rel-13
	Clarification on Msg 3/4 MPDCCH narrowband index
	F
	13.4.0
	R1-1703488
	LTE_MTCe2_L1-Core
	

	36.213
	849
	-
	Rel-14
	Clarification on Msg 3/4 MPDCCH narrowband index
	A
	14.1.0
	R1-1703489
	LTE_MTCe2_L1-Core
	

	36.213
	856
	-
	Rel-13
	PUCCH collision in eMTC
	F
	13.4.0
	R1-1703962
	LTE_MTCe2_L1-Core
	

	36.213
	857
	-
	Rel-14
	PUCCH collision in eMTC
	A
	14.1.0
	R1-1703963
	LTE_MTCe2_L1-Core
	


