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	Reason for change:
	NAS layer expects an indication from RRC layer both in cases when indication of CIoT support is present and when not present in the SIB (TS 24.301 CR259r2 in CP-160721).

In the current RRC specification NAS is informed when CIoT cell indications are provided in SIB, but not when the CIoT cell indications are not provided. UE that re-selects from cell providing CIoT cell indications to a cell not providing CIoT cell indications may not take correct action.

	
	

	Summary of change:
	 Added that NAS is informed of the absence of CIoT cell indications in SIB.
Impact Analysis

Impacted functionality:

CIoT optimisations 
Inter-operability:

No inter-operabilty problem, since change impact UE only.

	
	

	Consequences if not approved:
	UE might not observe and take proper action in case CIoT cell indications are absent in SIB.

	
	

	Clauses affected:
	

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Beginning of changes
5.2.2.9
Actions upon reception of SystemInformationBlockType2
Upon receiving SystemInformationBlockType2, the UE shall:

1>
apply the configuration included in the radioResourceConfigCommon;

1>
if upper layers indicate that a (UE specific) paging cycle is configured:

2>
apply the shortest of the (UE specific) paging cycle and the defaultPagingCycle included in the radioResourceConfigCommon;

1>
if the mbsfn-SubframeConfigList is included:

2>
consider that DL assignments may occur in the MBSFN subframes indicated in the mbsfn-SubframeConfigList under the conditions specified in [23, 7.1];

1>
apply the specified PCCH configuration defined in 9.1.1.3;

1>
not apply the timeAlignmentTimerCommon;

1>
if in RRC_CONNECTED and UE is configured with RLF timers and constants values received within rlf-TimersAndConstants:

2>
not update its values of the timers and constants in ue-TimersAndConstants except for the value of timer T300;

1>
if in RRC_CONNECTED while T311 is not running; and the UE supports multi-band cells as defined by bit 31 in featureGroupIndicators or multipleNS-Pmax:

2>
disregard the additionalSpectrumEmission and ul-CarrierFreq, if received, while in RRC_CONNECTED;
1> if attachWithoutPDN-Connectivity is received for the selected PLMN:

2>
forward attachWithoutPDN-Connectivity to upper layers;

1> else

2>
indicate to upper layers that attachWithoutPDN-Connectivity is not present;

1>
if cp-CIoT-EPS-Optimisation is received for the selected PLMN:

2>
forward cp-CIoT-EPS-Optimisation to upper layers;

1>
else

2>
indicate to upper layers that cp-CIoT-EPS-Optimisation is not present;

1>
if up-CIoT-EPS-Optimisation is received for the selected PLMN:

2>
forward up-CIoT-EPS-Optimisation to upper layers;

1>
else

2>
indicate to upper layers that up-CIoT-EPS-Optimisation is not present;

Upon receiving SystemInformationBlockType2-NB, the UE shall:

1>
apply the configuration included in the radioResourceConfigCommon;

1>
apply the defaultPagingCycle included in the radioResourceConfigCommon;

1>
apply the specified PCCH configuration defined in 9.1.1.3.
1>
if in RRC_CONNECTED and UE is configured with RLF timers and constants values received within rlf-TimersAndConstants:

2>
not update its values of the timers and constants in ue-TimersAndConstants except for the value of timer T300;
