Page 1



3GPP TSG-RAN2 Meeting #97
R2-1702203
Athens, Greece, 13th - 17th Feb 2017
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.331
	CR
	2664
	rev
	1
	Current version:
	13.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:

	The support of UL 64QAM

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R2

	
	

	Work item code:
	TEI13, LTE-L23
	
	Date:
	2017-02-13

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In R2-153604, in rel-12, since UL category 8 can fallback to category 8 and 5 which can be controlled by enable64QAM without suffix, but UL category 5/13 cannot fallback to category 5/8, therefore a new field enable64QAM-v1270 is introduced to control whether UL64QAM is allowed for UL category 5 and 13. 
In R2-164313, from rel-13 enable64QAM-v1270 is also used to control UL category 8 and 14 which can fallback to category 8 and 5. 
1 Rel-13 is not consistance with rel-12 specification;
2 If enable64QAM-v1270 is not present, but enable64QAM is present, it is not clear whether the UL64QAM is allowed for the UE who support UL category 8/14 and category 5/8. 

	
	

	Summary of change:
	Clarified: “If enable64QAM (without suffix) is set to TRUE, it indicates that 64QAM is allowed for UE categories 5 and 8 indicated in ue-Category and UL categories indicated in ue-CategoryUL which support UL 64QAM and can fallback to category 5 or 8, see TS 36.306 [5, Table 4.1A-2 and Table 4.1A-6], while FALSE indicates that 64QAM is not allowed. If enable64QAM-v1270 is set to TRUE, it indicates that 64QAM is allowed for UL categories indicated in ue-CategoryUL which support UL 64QAM but cannot fallback category 5 or 8, see TS 36.306 [5, Table 4.1A-2 and Table 4.1A-6].”
· Impact analysis
Impacted functionality:
The support of UL64QAM.

Inter-operability: 

1. If the network is implemented according to the CR and the UE is not, the UE behaviour is unpredictable.
2. If the UE is implemented according to the CR and the network is not, there is no inter-operability problem.


	
	

	Consequences if not approved:
	1 Rel-13 is not consistance with rel-12 specification;

2 If enable64QAM-v1270 is not present, but enable64QAM is present, it is not clear whether the UL64QAM is allowed for the UE who support UL category 8/14 and category 5/8.

	
	

	Clauses affected:
	6.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


First change

6.3.2
Radio resource control information elements

/******** skip**********/
–
PUSCH-Config
The IE PUSCH-ConfigCommon is used to specify the common PUSCH configuration and the reference signal configuration for PUSCH and PUCCH. The IE PUSCH-ConfigDedicated is used to specify the UE specific PUSCH configuration.

PUSCH-Config information element

-- ASN1START

PUSCH-ConfigCommon ::=



SEQUENCE {


pusch-ConfigBasic




SEQUENCE {



n-SB







INTEGER (1..4),



hoppingMode






ENUMERATED {interSubFrame, intraAndInterSubFrame},



pusch-HoppingOffset




INTEGER (0..98),



enable64QAM






BOOLEAN


},


ul-ReferenceSignalsPUSCH


UL-ReferenceSignalsPUSCH

}
PUSCH-ConfigCommon-v1270 ::=

SEQUENCE {


enable64QAM-v1270





ENUMERATED {true}

}

PUSCH-ConfigCommon-v1310 ::=
SEQUENCE {


pusch-maxNumRepetitionCEmodeA-r13
ENUMERATED { 












r8, r16, r32 }




OPTIONAL,
-- Need OR

pusch-maxNumRepetitionCEmodeB-r13
ENUMERATED {












r192, r256, r384, r512, r768, r1024, 












r1536, r2048}




OPTIONAL,
-- Need OR

pusch-HoppingOffset-v1310










INTEGER (1..maxAvailNarrowBands-r13)
OPTIONAL
-- Need OR
}
PUSCH-ConfigDedicated ::=


SEQUENCE {


betaOffset-ACK-Index



INTEGER (0..15),


betaOffset-RI-Index




INTEGER (0..15),


betaOffset-CQI-Index



INTEGER (0..15)

}

PUSCH-ConfigDedicated-v1020 ::=

SEQUENCE {


betaOffsetMC-r10




SEQUENCE {




betaOffset-ACK-Index-MC-r10


INTEGER (0..15),



betaOffset-RI-Index-MC-r10


INTEGER (0..15),



betaOffset-CQI-Index-MC-r10


INTEGER (0..15)


}

















OPTIONAL,
-- Need OR


groupHoppingDisabled-r10


ENUMERATED {true}




OPTIONAL,
-- Need OR


dmrs-WithOCC-Activated-r10


ENUMERATED {true}




OPTIONAL
-- Need OR

}

PUSCH-ConfigDedicated-v1130 ::=

SEQUENCE {


pusch-DMRS-r11





CHOICE {



release







NULL,



setup







SEQUENCE {




nPUSCH-Identity-r11




INTEGER (0..509),




nDMRS-CSH-Identity-r11



INTEGER (0..509)



}


}

}

PUSCH-ConfigDedicated-v1250::=

SEQUENCE {


uciOnPUSCH






CHOICE {



release







NULL,



setup








SEQUENCE {




betaOffset-ACK-Index-SubframeSet2-r12


INTEGER (0..15),




betaOffset-RI-Index-SubframeSet2-r12


INTEGER (0..15),




betaOffset-CQI-Index-SubframeSet2-r12


INTEGER (0..15),




betaOffsetMC-r12





SEQUENCE {






betaOffset-ACK-Index-MC-SubframeSet2-r12
INTEGER (0..15),





betaOffset-RI-Index-MC-SubframeSet2-r12

INTEGER (0..15),





betaOffset-CQI-Index-MC-SubframeSet2-r12
INTEGER (0..15)




}















OPTIONAL
-- Need OR



}


}

}

PUSCH-ConfigDedicated-r13 ::=


SEQUENCE {


betaOffset-ACK-Index-r13



INTEGER (0..15),


betaOffset2-ACK-Index-r13



INTEGER (0..15)




OPTIONAL,
-- Need OR


betaOffset-RI-Index-r13




INTEGER (0..15),


betaOffset-CQI-Index-r13



INTEGER (0..15),

betaOffsetMC-r13





SEQUENCE {




betaOffset-ACK-Index-MC-r13



INTEGER (0..15),



betaOffset2-ACK-Index-MC-r13


INTEGER (0..15)



OPTIONAL,
-- Need OR



betaOffset-RI-Index-MC-r13



INTEGER (0..15),


betaOffset-CQI-Index-MC-r13



INTEGER (0..15)


}

















OPTIONAL,
-- Need OR


groupHoppingDisabled-r13



ENUMERATED {true}



OPTIONAL,
-- Need OR


dmrs-WithOCC-Activated-r13



ENUMERATED {true}



OPTIONAL,
-- Need OR


pusch-DMRS-r11






CHOICE {



release








NULL,



setup








SEQUENCE {




nPUSCH-Identity-r13





INTEGER (0..509),




nDMRS-CSH-Identity-r13




INTEGER (0..509)



}


}
















OPTIONAL,
-- Need ON

uciOnPUSCH







CHOICE {



release








NULL,



setup








SEQUENCE {




betaOffset-ACK-Index-SubframeSet2-r13


INTEGER (0..15),




betaOffset2-ACK-Index-SubframeSet2-r13


INTEGER (0..15)
OPTIONAL,
-- Need OR



betaOffset-RI-Index-SubframeSet2-r13


INTEGER (0..15),




betaOffset-CQI-Index-SubframeSet2-r13


INTEGER (0..15),




betaOffsetMC-r12





SEQUENCE {






betaOffset-ACK-Index-MC-SubframeSet2-r13
INTEGER (0..15),





betaOffset2-ACK-Index-MC-SubframeSet2-r13
INTEGER (0..15)
OPTIONAL,
-- Need OR




betaOffset-RI-Index-MC-SubframeSet2-r13

INTEGER (0..15),





betaOffset-CQI-Index-MC-SubframeSet2-r13
INTEGER (0..15)




}















OPTIONAL
-- Need OR



}


}

















OPTIONAL,
-- Need ON


pusch-HoppingConfig-r13




ENUMERATED {on}




OPTIONAL
-- Need OR
}

PUSCH-ConfigDedicatedSCell-r10 ::=

SEQUENCE {


groupHoppingDisabled-r10



ENUMERATED {true}



OPTIONAL,
-- Need OR


dmrs-WithOCC-Activated-r10



ENUMERATED {true}



OPTIONAL
-- Need OR

}

UL-ReferenceSignalsPUSCH ::=

SEQUENCE {


groupHoppingEnabled




BOOLEAN,


groupAssignmentPUSCH



INTEGER (0..29),


sequenceHoppingEnabled



BOOLEAN,


cyclicShift






INTEGER (0..7)

}

-- ASN1STOP

	PUSCH-Config field descriptions

	betaOffset-ACK-Index, betaOffset2-ACK-Index, betaOffset-ACK-Index-MC, betaOffset2-ACK-Index-MC
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, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-1]. betaOffset-ACK-Index and betaOffset2-ACK-Index are used for single-codeword and betaOffset-ACK-Index-MC and betaOffset2-ACK-Index-MC are used for multiple-codeword. If betaOffset2-ACK-Index is configured; betaOffset-ACK-Index is used when up to 22 HARQ-ACK bits are transmitted otherwise betaOffset2-ACK-Index is used. If betaOffset-ACK2-Index-MC is configured; betaOffset-ACK-Index-MC is used when up to 22 HARQ-ACK bits are transmitted otherwise betaOffset2-ACK-Index-MC is used. One value applies for all serving cells with an uplink and not configured with uplink power control subframe sets. The same value also applies for subframe set 1 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell).

	betaOffset-ACK-Index-SubframeSet2, betaOffset2-ACK-Index-SubframeSet2, betaOffset-ACK-Index-MC-SubframeSet2, betaOffset2-ACK-Index-MC-SubframeSet2
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respectively, see TS 36.213 [23, Table 8.6.3-1]. betaOffset-ACK-Index-SubframeSet2 and betaOffset2-ACK-Index-SubframeSet2 are used for single-codeword, betaOffset-ACK-Index-MC-SubframeSet2, betaOffset2-ACK-Index-MC-SubframeSet2 are used for multiple-codeword. If betaOffset2-ACK-Index-SubframeSet2 is configured; betaOffset-ACK-Index-SubframeSet2 is used when up to 22 HARQ-ACK bits are transmitted otherwise betaOffset2-ACK-Index-SubframeSet2 is used. If betaOffset2-ACK-Index-MC-SubframeSet2 is configured; betaOffset-ACK-Index-MC-SubframeSet2 is used when up to 22 HARQ-ACK bits are transmitted otherwise betaOffset2-ACK-Index-MC-SubframeSet2 is used. One value applies for subframe set 2 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell configured with uplink power control subframe sets).

	betaOffset-CQI-Index, betaOffset-CQI-Index-MC

Parameter: 
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, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-3]. One value applies for all serving cells with an uplink and not configured with uplink power control subframe sets. The same value also applies for subframe set 1 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell).

	betaOffset-CQI-Index-SubframeSet2, betaOffset-CQI-Index-MC-SubframeSet2
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, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-3]. One value applies for subframe set 2 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell configured with uplink power control subframe sets).

	betaOffset-RI-Index, betaOffset-RI-Index-MC

Parameter: 
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, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-2]. One value applies for all serving cells with an uplink and not configured with uplink power control subframe sets. The same value also applies for subframe set 1 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell).

	betaOffset-RI-Index-SubframeSet2, betaOffset-RI-Index-MC-SubframeSet2
Parameter: 
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, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-2]. One value applies for subframe set 2 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell configured with uplink power control subframe sets).

	cyclicShift

Parameters: cyclicShift, see TS 36.211 [21, Table 5.5.2.1.1-2].

	dmrs-WithOCC-Activated

Parameter: Activate-DMRS-with OCC, see TS 36.211 [21, 5.5.2.1].

	enable64QAM

See TS 36.213 [23, 8.6.1]. If enable64QAM (without suffix) is set to TRUE, it indicates that 64QAM is allowed for UE categories 5 and 8 indicated in ue-Category and UL categories indicated in ue-CategoryUL which support UL 64QAM and can fallback to category 5 or 8, see TS 36.306 [5, Table 4.1A-2 and Table 4.1A-6], while FALSE indicates that 64QAM is not allowed. If enable64QAM-v1270 is set to TRUE, it indicates that 64QAM is allowed for UL categories indicated in ue-CategoryUL which support UL 64QAM but cannot fallback category 5 or 8, see TS 36.306 [5, Table 4.1A-2 and Table 4.1A-6]. E-UTRAN configures enable64QAM-v1270 only when enable64QAM (without suffix) is set to TRUE.

	groupAssignmentPUSCH

Parameter: (SS See TS 36.211 [21, 5.5.1.3].

	groupHoppingDisabled

Parameter: Disable-sequence-group-hopping, see TS 36.211 [21, 5.5.1.3].

	groupHoppingEnabled

Parameter: Group-hopping-enabled, see TS 36.211 [21, 5.5.1.3].

	hoppingMode

Parameter: Hopping-mode, see TS 36.211 [21, 5.3.4].

	nDMRS-CSH-Identity 
Parameter: 
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	nPUSCH-Identity
Parameter: 
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	n-SB

Parameter: Nsb see TS 36.211 [21, 5.3.4].

	pusch-HoppingConfig
For BL UEs and UEs in CE, frequency hopping activation/deactivation for unicast PUSCH, see TS 36.211 [21]

	pusch-hoppingOffset

Parameter: 
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, see TS 36.211 [21, 5.3.4].

	pusch-maxNumRepetitionCEmodeA
Maximum value to indicate the set of PUSCH repetition numbers for CE mode A, see TS 36.211 [21] and TS 36.213 [23]. E-UTRAN does not configure value r8. If the field is not configured, the UE shall apply the default value as defined in TS 36.213 [23, 8.0].

	pusch-maxNumRepetitionCEmodeB 

Maximum value to indicate the set of PUSCH repetition numbers for CE mode B, see TS 36.211 [21] and TS 36.213 [23].

	sequenceHoppingEnabled

Parameter: Sequence-hopping-enabled, see TS 36.211 [21, 5.5.1.4].

	ul-ReferenceSignalsPUSCH

Used to specify parameters needed for the transmission on PUSCH (or PUCCH).
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