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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
Void.
[3]
Void.
[4]
Void.
[5]
Void.

[6]
Void.
[7]
3GPP TS 36.304: "Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) procedures in idle mode".
[8]
3GPP TS 36.331: "Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification".
[9]
3GPP TR 38.913: "Study on Scenarios and Requirements for Next Generation Access Technologies".
[10]
3GPP TS 36.401: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Architecture description".
[11]
Void.
[12]
3GPP TS 36.300: "Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2".
[13]
3GPP TS 36.423: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 application protocol (X2AP)".
[14]
3GPP TS 38.300: "Overall description; Stage 2".

Editor’s Note: Title of the 38.300 needs to be checked and updated before CR submission to RAN

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

example: text used to clarify abstract rules by applying them literally.
Multi-Connectivity:
Mode of operation whereby a multiple Rx/Tx UE in the connected mode is configured to utilise radio resources amongst E-UTRA and/or NR provided by multiple distinct schedulers connected via non-ideal backhaul.

NextGen Core: (=NGC) Core Network for Next Generation System.
NG:
The interface between a gNB and a NextGen Core.
NR-PSS/SSS:
Primary and Secondary synchronisation signal for NR.
Transmission Reception Point:
Antenna array with one or more antenna elements available to the network located at a specific geographical location for a specific area.
NOTE: The RAN Architecture terminology (New RAN, NGC, eLTE eNB) of the present document was only used in the Rel-14 Study Item phase. For the RAN Architecture terminology used in Rel-15 and beyond see TS 38.300 [xx].
-----End of the Changes------

------Start of Change------

8.2.1.5.1
LDPC

Code extension of a parity-check matrix is used for IR HARQ/rate-matching support. Lower-triangular extension, which includes diagonal-extension as a special case, is used. For the QC-LDPC design, the non-zero sub-blocks have circulant weight = 1. Circulant weight is the number of superimposed circularly shifted Z(Z identity matrices. In parity check matrix design, the highest code rate (Rmax,j ) to design j-th H matrix for is Rmax,j <=8/9, where Rmax,j is the code rate of the j-th H matrix before code extension is applied (0( j< J). Rmax,j is the code rate after accounting for the built-in puncturing in H matrix design. Base graph for supporting Kmax has minimum code rate Rmin,kmax of approximately 1/3. Base graph for any info block sizes K has Rmin,k >= ~1/5, provided that Nmax is not exceeded. At least 20Gbps decoder information throughput with code rate 8/9 is supported.

For a given shift size Z, a QC-LDPC code can be defined by a parity check matrix which is defined by its base graph and shift values. Element 1s and 0s in the base graph is replaced by a circulant permutation matrix of size ZxZ and zero matrix of size ZxZ, respectively. The shift values of a circulant permutation matrix can be calculated by a function Pi,j = f(Vi,j, Z) where Vi,j is an integer corresponding to the (i,j)-th non-zero element in a base matrix. The shift value Pi,j is circularly shifted value from the identity matrix for the (i,j)-th non-zero element in a base matrix. The  ZxZ circulant permutation matrix which shifts the  ZxZ identity matrix I to the right by Pi,j  times for the (i,j)-th non-zero element in a base matrix.
Shortening is applied before LDPC encoding when necessary. Built-in puncturing of systematic bits is supported for LDPC coding, i.e., at least for the initial transmission, the coded bits are taken after skipping the first Nsys,punct  systematic bits.

For at least one base graph, the base matrix consists of five sub-matrices (A, B, C, D, E) as shown in Fig. 8.2.1.5.1-1. A corresponds to systematic bits. B is square and corresponds to parity bits. The first or last column may be weight 1. The non-zero value is in the last row and this row is weight 1 in B. If there is a weight 1 column, then the remaining columns contain a square matrix such that the first column has weight three. The columns after the weight three column have a dual diagonal structure (i.e., main diagonal and off diagonal). If there is no weight 1 column, B consists of only a square matrix such that the first column has weight three. The columns after the weight three column have a dual diagonal structure (i.e., main diagonal and off diagonal). C is a zero matrix. E is an identity matrix for the above base graph. These examples are shown in Fig. 8.2.1.5.1-2. 
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Figure 8.2.1.5.1-1:Base matrix.
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Figure 8.2.1.5.1-2: Examples of dual diagonal structure.
The rate matching for LDPC code is circular buffer based (same concept as in LTE). The circular buffer is filled with an ordered sequence of systematic bits and parity bits. For IR-HARQ, each Redundancy Version (RV), RVi, is assigned a starting bit location Si on the circular buffer. For IR retransmission of RVi, the coded bits are read out sequentially from the circular buffer, starting with the bit location Si. Limited buffer rate matching (LBRM) is supported
Before code block segmentation, LTB,CRC bit TB-level CRC are attached to the end of the transport block, where LTB,CRC <=24 bits, LTB,CRC value is determined to satisfy probability of misdetection of TB error <=10-6 and, inherent error detection of LDPC codes is taken into account in determining the LTB,CRC value.

-----End of the Changes------

