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	Title:	
	LAA/WiFi sharing indication

	
	

	Source to WG:
	Apple
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	Work item code:
	LTE_LAA-Core
	
	Date:
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	Category:
	B
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Introducing an LAA related signalling to allow the UE to inform the eNB about its downlink Tx/Rx unavailability when LAA SCell is configured or activated.

	
	

	Summary of change:
	Define the new UE radio capability to indicate the UE's support of LAA/WiFi sharing indication.

	
	

	Consequences if not approved:
	Both UE supporting LAA through Sharing and network will face performance issues in LAA. 

	
	

	Clauses affected:
	4.3.15.X
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	Other comments:
	



START OF CHANGE
[bookmark: _Toc477988702][bookmark: _Toc477947208]4.3.15	Other parameters
[bookmark: _Toc477988703]4.3.15.1	Void
[bookmark: _Toc477988704]4.3.15.2	inDeviceCoexInd-r11
This parameter defines whether the UE supports in-device coexistence indication as well as autonomous denial functionality as specified in TS 36.331 [5].
[bookmark: _Toc477988705]4.3.15.3	powerPrefInd-r11
This parameter defines whether the UE supports power preference indication as specified in TS 36.331 [5].
[bookmark: _Toc477988706]4.3.15.4	ue-Rx-TxTimeDiffMeasurements-r11
This parameter defines whether the UE supports Rx - Tx time difference measurements as specified in TS 36.331 [5] and TS 36.355 [13]. A TDD UE of this release of the specification that supports UE Rx-Tx time difference measurements, shall support to report UE Rx-Tx time difference measurement result including NTAoffset according to EUTRAN TDD Rx-Tx time difference measurement report mapping as specified in TS 36.133 [16].
[bookmark: _Toc477988707]4.3.15.5	Void
[bookmark: _Toc477988708]4.3.15.6	Void
[bookmark: _Toc477988709]4.3.15.7	Void
[bookmark: _Toc477988710]4.3.15.8	inDeviceCoexInd-UL-CA-r11
This parameter defines whether the UE supports UL CA related in-device coexistence indication as specified in TS 36.331 [5]. A UE that supports UL CA related in-device coexistence indication shall also support in-device coexistence indication.
[bookmark: _GoBack]4.3.15.X	inDeviceCoexInd-HardwareSharingInd-r13
This parameter defines whether the UE supports hardware sharing indication as specified in TS 36.331 [5]. A UE that supports hardware sharing indication shall also indicate support of LAA operation. 

END OF CHANGES
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