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	Reason for change:
	When the attachWithoutPDN-Connectivity for the selected PLMN is not included in the SystemInformationBlockType1-NB, the UE should inform this to the upper layers. 

	
	

	Summary of change:
	After receving the SystemInformationBlockType1-NB and the attachWithoutPDN-Connectivity for the selected PLLMN is not included, the UE informs this to the upper layers.
Impact analysis
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System information
Inter-operability:
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If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
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5.2.2.7
Actions upon reception of the SystemInformationBlockType1 message

Upon receiving the SystemInformationBlockType1 or SystemInformationBlockType1-BR either via broadcast or via dedicated signalling, the UE shall:
1>
if in RRC_IDLE or in RRC_CONNECTED while T311 is running; and
1>
if the UE is a category 0 UE according to TS 36.306 [5]; and

1>
if category0Allowed is not included in SystemInformationBlockType1:
2>
consider the cell as barred in accordance with TS 36.304 [4];

1>
if in RRC_CONNECTED while T311 is not running, and the UE supports multi-band cells as defined by bit 31 in featureGroupIndicators:

2>
disregard the freqBandIndicator and multiBandInfoList, if received, while in RRC_CONNECTED;

2>
forward the cellIdentity to upper layers;

2>
forward the trackingAreaCode to upper layers;

1>
else:

2>
if the frequency band indicated in the freqBandIndicator is part of the frequency bands supported by the UE and it is not a downlink only band; or

2>
if the UE supports multiBandInfoList, and if one or more of the frequency bands indicated in the multiBandInfoList are part of the frequency bands supported by the UE and they are not downlink only bands:

3>
forward the cellIdentity to upper layers;

3>
forward the trackingAreaCode to upper layers;

3>
if, for the frequency band selected by the UE (from freqBandIndicator or multiBandInfoList), the freqBandInfo or the multiBandInfoList-v10j0 is present and the UE capable of multiNS-Pmax supports at least one additionalSpectrumEmission in the NS-PmaxList within the freqBandInfo or multiBandInfoList-v10j0:

4>
apply the first listed additionalSpectrumEmission which it supports among the values included in NS-PmaxList within freqBandInfo or multiBandInfolist-v10j0;

4>
if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NS-PmaxList:
5>
apply the additionalPmax;

4>
else:

5>
apply the p-Max;

3>
else:

4>
apply the additionalSpectrumEmission in SystemInformationBlockType2 and the p-Max;
2>
else:

3>
consider the cell as barred in accordance with TS 36.304 [4]; and

3>
perform barring as if intraFreqReselection is set to notAllowed, and as if the csg-Indication is set to FALSE;
Upon receiving the SystemInformationBlockType1-NB, the UE shall:
1>
if the frequency band indicated in the freqBandIndicator is part of the frequency bands supported by the UE and it is not a downlink only band; or

1>
if one or more of the frequency bands indicated in the multiBandInfoList are part of the frequency bands supported by the UE and they are not downlink only bands:

2>
forward the cellIdentity to upper layers;

2>
forward the trackingAreaCode to upper layers;
2> if attachWithoutPDN-Connectivity is received for the selected PLMN:
3>
forward the attachWithoutPDN-Connectivity to upper layers;
2>
else

3>
indicate to upper layers that attachWithoutPDN-Connectivity is not present;
2>
if, for the frequency band selected by the UE (from freqBandIndicator or multiBandInfoList), the freqBandInfo is present and the UE capable of multiNS-Pmax supports at least one additionalSpectrumEmission in the NS-PmaxList within the freqBandInfo:

3>
apply the first listed additionalSpectrumEmission which it supports among the values included in NS-PmaxList within freqBandInfo;

3>
if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NS-PmaxList:
4>
apply the additionalPmax;

3>
else:

4>
apply the p-Max;

2>
else:

3>
apply the additionalSpectrumEmission in SystemInformationBlockType2-NB and the p-Max;

1>
else:

2>
consider the cell as barred in accordance with TS 36.304 [4]; and

2>
perform barring as if intraFreqReselection is set to notAllowed.
