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	Reason for change:
	In section 5.3.3.14, There is a procedural text regarding to access barring for mo-Exception Data, which is described as follows:
4>
if the establishmentCause received from higher layers is set to mo-ExceptionData and ab-BarringForExceptionData is set to FALSE in the ab-Common:

The parameter “ab-BarringForExceptionData” is defined differently in ASN.1 as follows:
AB-Config-NB-r13 ::=

SEQUENCE {


ab-Category-r13




ENUMERATED {a, b, c},


ab-BarringBitmap-r13


BIT STRING (SIZE(10)),


ab-BarringExceptionData-r13

ENUMERATED {true}


OPTIONAL,
-- Need OP


ab-BarringForSpecialAC-r13

BIT STRING (SIZE(5))

}



	
	

	Summary of change:
	The parameter “ab-BarringExceptionData-r13” is modified as “ab-BarringForExceptionData-r13”.
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Access barring for NB-IoT
Inter-operability:

If UE implements this CR and NW does not, there will not exist inter-operability issue.

If NW implements this CR and UE does not, there will not exist inter-operability issue.
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6.7.3
NB-IoT information elements

6.7.3.1
NB-IoT System information blocks

<<Skip unchanged part>>
–
SystemInformationBlockType14-NB
The IE SystemInformationBlockType14-NB contains the AB parameters.

SystemInformationBlockType14-NB information element
-- ASN1START

SystemInformationBlockType14-NB-r13 ::=
SEQUENCE {


ab-Param-r13




CHOICE {



ab-Common-r13




AB-Config-NB-r13,



ab-PerPLMN-List-r13



SEQUENCE (SIZE (1..maxPLMN-r11)) OF AB-ConfigPLMN-NB-r13


}














OPTIONAL, -- Need OR


lateNonCriticalExtension

OCTET STRING



OPTIONAL,


...

}

AB-ConfigPLMN-NB-r13 ::=
SEQUENCE {


ab-Config-r13




AB-Config-NB-r13


OPTIONAL -- Need OR

}

AB-Config-NB-r13 ::=

SEQUENCE {


ab-Category-r13




ENUMERATED {a, b, c},


ab-BarringBitmap-r13


BIT STRING (SIZE(10)),


ab-BarringForExceptionData-r13
ENUMERATED {true}


OPTIONAL,
-- Need OP


ab-BarringForSpecialAC-r13

BIT STRING (SIZE(5))

}

-- ASN1STOP

	SystemInformationBlockType14-NB field descriptions

	ab-BarringBitmap
Access class barring for AC 0-9. The first/ leftmost bit is for AC 0, the second bit is for AC 1, and so on.

	ab-BarringForExceptionData
Indicates whether ExceptionData is subject to access barring.

	ab-BarringForSpecialAC

Access class barring for AC 11-15. The first/ leftmost bit is for AC 11, the second bit is for AC 12, and so on.

	ab-Category
Indicates the category of UEs for which AB applies. Value a corresponds to all UEs, value b corresponds to the UEs that are neither in their HPLMN nor in a PLMN that is equivalent to it, and value c corresponds to the UEs that are neither in the PLMN listed as most preferred PLMN of the country where the UEs are roaming in the operator-defined PLMN selector list on the USIM, nor in their HPLMN nor in a PLMN that is equivalent to their HPLMN, see TS 22.011 [10].

	ab-Common
The AB parameters applicable for all PLMN(s).

	ab-PerPLMN-List

The AB parameters per PLMN, listed in the same order as the PLMN(s) occur in plmn-IdentityList in SystemInformationBlockType1-NB.
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