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Table 5.5-3B. Inter-band carrier aggregation bands (four bands)
	CA Band
	E-UTRA operating bands

	
	

	CA_1-3-5-7
	1

	
	3

	
	5

	
	7

	CA_1-3-5-7-7
	1

	
	3

	
	5

	
	7

	CA_1-3-5-40
	1

	
	3

	
	5

	
	40

	CA_1-3-7-8
	1

	
	3

	
	7

	
	8

	CA_1-3-7-20
	1

	
	3

	
	7

	
	20

	CA_1-3-7-7-26
	1

	
	3

	
	7

	
	26

	CA_1-3-7-28
	1

	
	3

	
	7

	
	28

	CA_1-3-7-40
	1

	
	3

	
	7

	
	40

	CA_1-3-7-42
	1

	
	3

	
	7

	
	42

	CA_1-3-8-11
	1

	
	3

	
	8

	
	11

	CA_1-3-8-40
	1

	
	3

	
	8

	
	40

	CA_1-3-19-21
	1

	
	3

	
	19

	
	21

	CA_1-3-19-42
	1

	
	3

	
	19

	
	42

	CA_1-3-20-42
	1

	
	3

	
	20

	
	42

	CA_1-3-21-28
	1

	
	3

	
	21

	
	28

	CA_1-3-21-42
	1

	
	3

	
	21

	
	42

	CA_1-3-28-42
	1

	
	3

	
	28

	
	42

	CA_1-5-7-46
	1

	
	5

	
	7

	
	46

	CA_1-7-20-42
	1

	
	7

	
	20

	
	42

	CA_1-19-21-42
	1

	
	19

	
	21

	
	42

	CA_1-21-28-42
	1

	
	21

	
	28

	
	42

	CA_2-4-5-12
	2

	
	4

	
	5

	
	12

	CA_2-4-5-29
	2

	
	4

	
	5

	
	29

	CA_2-4-5-30
	2

	
	4

	
	5

	
	30

	CA_2-4-7-12
	2

	
	4

	
	7

	
	12

	CA_2-4-12-30
	2

	
	4

	
	12

	
	30

	CA_2-4-29-30
	2

	
	4

	
	29

	
	30

	CA_2-2-5-12-66
	2

	
	5

	
	12

	
	66

	CA_2-2-5-30-66
	2

	
	5

	
	30

	
	66

	CA_2-2-12-30-66
	2

	
	12

	
	30

	
	66

	CA_2-5-12-66
	2

	
	5

	
	12

	
	66

	CA_2-5-30-66
	2

	
	5

	
	30

	
	66

	CA_2-5-30-66-66
	2

	
	5

	
	30

	
	66

	CA_2-12-30-66
	2

	
	12

	
	30

	
	66

	CA_3-7-20-42
	3

	
	7

	
	20

	
	42

	CA_3-19-21-42
	3

	
	19

	
	21

	
	42

	CA_3-28-41-42
	3

	
	28

	
	41

	
	42


Table 5.5-3C. Inter-band carrier aggregation bands (five bands)

	CA Band
	E-UTRA operating bands

	
	

	CA_1-3-7-20-28
	1

	
	3

	
	7

	
	20

	
	28

	CA_1-3-7-20-42
	1

	
	3

	
	7

	
	20

	
	42


