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	Reason for change:
	At RAN4 #82bis in Spokane, following agreement was made.
R4-1703146 On procedure to determine CQI to MCS mapping table
Agreement: Change “Target Coding Rate row” to efficiency in the tables of Mapping of CQI Index to Modulation coding scheme, which containing 256QAM.
Based on the agreement above, Table A.4-14 and A.4-15 in Annex A.4 need  modifications to remove the apparent contradiction between Imcs and Modulations scheme and to show that the Imcs derivation is based on Target Spectral Efficiency rather than on Target Coding Rate.



	
	

	Summary of change:
	 Table A.4-14 and Table A.4-15:
· Replace Target Coding Rate with Target Spectral Efficiency, described in Table 7.2.3-2 in TS 36.213.

· Remove Modulation row.
· Update Note 1 to show correct source tables in TS 36.213.  


	
	

	Consequences if not approved:
	To implement the tests, the Test system would behaviour would need to ignore some parameters. The references for TS 36.213 would remain incomplete, making maintenance difficult.
Isolated impact analysis:
No change to UE requirements, test configuration only.
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Table A.4-14: Mapping of CQI Index to Modulation coding scheme (Modulation and TBS index Table 2 and 4-bit CQI Table 2 are used) 

	CQI Index
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	Notes

	Target Spectral Efficiency
	OOR
	0.1523
	0.3770
	0.8770
	1.4766
	1.9141
	2.4063
	2.7305
	3.3223
	3.9023
	4.5234
	5.1152
	5.5547
	6.2266
	6.9141
	7.4063
	

	MCS Scheme
	PRB
	Available
RE-s
	Imcs
	

	MCS.1A
	50
	6300
	DTX
	0
	1
	3
	5
	7
	10
	11
	14
	16
	18
	20
	22
	24
	26
	26
	

	MCS.1B
	100
	12600
	DTX
	0
	1
	3
	5
	7
	10
	11
	14
	15
	18
	20
	22
	24
	26
	26
	

	Note 1:
Mapping between Imcs and CQI Index according to Tables 7.1.7.1-1A, 7.1.7.2.1-1 and 7.2.3-2 in TS 36.213 [6].

Note 2:
3 symbols allocated to PDCCH.

Note 3:
Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for potential retransmissions.



	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	




Table A.4-15: Mapping of CQI Index to Modulation coding scheme (Modulation and TBS index Table 2 and 4-bit CQI Table 2 are used) 

	CQI Index
	0
	1
	2
	3
	4
	5
	6
	7
	8
	9
	10
	11
	12
	13
	14
	15
	Notes

	Target Spectral Efficiency
	OOR
	0.1523
	0.3770
	0.8770
	1.4766
	1.9141
	2.4063
	2.7305
	3.3223
	3.9023
	4.5234
	5.1152
	5.5547
	6.2266
	6.9141
	7.4063
	

	MCS Scheme
	PRB
	Available
RE-s
	Imcs
	

	MCS.11A
	6
	684
	DTX
	0
	1
	3
	5
	7
	8
	10
	13
	14
	16
	18
	20
	22
	24
	25
	

	MCS.12A
	6
	672
	DTX
	0
	1
	3
	5
	6
	8
	10
	12
	14
	16
	18
	20
	22
	24
	25
	

	MCS.11B
	8
	912
	DTX
	0
	1
	3
	5
	7
	9
	10
	13
	14
	16
	18
	19
	22
	24
	26
	

	MCS.12B
	8
	896
	DTX
	0
	1
	3
	5
	6
	8
	10
	12
	14
	16
	18
	19
	22
	24
	25
	

	Note 1:
Mapping between Imcs and CQI Index according to Tables 7.1.7.1-1A, 7.1.7.2.1-1 and 7.2.3-2 in TS 36.213 [6].

Note 2:
3 symbols allocated to PDCCH.

Note 3:
Sub-frame#0 and #5 are not used for the corresponding requirement. The next subframe (i.e. sub-frame#1 or #6) shall be used for potential retransmissions.


<< End of changes >>
