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	Reason for change:
	According to the definition of operating band 20 in 36.101 Table 5.5-1 E-UTRA operating bands, the high frequency of band 20 in case of 10Mhz bandwidth  should be 857Mhz. 

 FUL_low   –  FUL_high : 832 MHz
–
862 MHz
 FDL_low  –  FDL_high :  791 MHz
–
821 MHz

	
	

	Summary of change:
	The entries located in column “frequency of uplink” and row “f2” for the E-UTRA CA Configuration “CA_20A_xxx” are updated to be 857Mhz.
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Table 6.2.3.2-2: Test frequencies for E-UTRA PCell and SCell for CA Inter-band operation and E-UTRA PCell and PSCell for DC Inter-band operation (two bands)

	E-UTRA CA Configuration
	Width of Operating bands [MHz+MHz]
	CC Combination / NRB_agg
	Test Frequency
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Unchanged rows omitted
	Unchanged rows omitted
	Unchanged rows omitted
	Unchanged rows omitted
	Unchanged rows omitted
	Unchanged rows omitted
	Unchanged rows omitted
	Unchanged rows omitted
	Unchanged rows omitted

	CA_19A-21A, DC_19A-21A
	15+15
	50+75
	f1
	CC 50
	24075
	837.5
	6075
	882.5

	
	
	
	f2
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	
	f5
	CC 75
	24525
	1455.4
	6525
	1503.4

	
	
	
	f6
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_19A-28A
	15+30
	50+50
	f1
	CC 50
	24075
	837.5
	6075
	882.5

	
	
	
	f2
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	
	f5
	CC 50
	27360
	718
	9360
	773

	
	
	
	f6
	CC 50
	27460
	728
	9460
	783

	CA_19A-42A
	15 + 200
	50 + 100
	f1
	CC 50
	24075
	837.5
	6075
	882.5

	
	
	
	f2
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	
	f5
	CC 100
	42590
	3500
	42590
	3500

	
	
	
	f6
	CC 100
	43490
	3590
	43490
	3590

	CA_19A-42C
	15+200
	50+100+100
	f1
	CC 50
	24075
	837.5
	6075
	882.5

	
	
	
	f2
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	
	f5
	CC 100
	42491
	3490.1
	42491
	3490.1

	
	
	
	f6
	CC 100
	42689
	3509.9
	42689
	3509.9

	CA_20A-28A
	30+45
	50 + 50
	f1
	CC 50
	24300
	847
	6300
	806

	
	
	
	f2
	CC 50
	24400
	857
	6400
	816

	
	
	
	f5
	CC 50
	27410
	723
	9410
	778

	
	
	
	f6
	CC 50
	27610
	743
	9610
	798

	CA_20A-31A
	30+5
	50 + 25
	f1
	CC 50
	24300
	847
	6300
	806

	
	
	
	f2
	CC 50
	24400
	857
	6400
	816

	
	
	
	f5
	CC 25
	27785
	455
	9895
	465

	
	
	
	f6
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_20A-32A
	30+44
	50 + 50
	f1
	CC 50
	24300
	847
	6300
	806

	
	
	
	f2
	CC 50
	24400
	857
	6400
	816

	
	
	
	f5
	CC 50
	N/A
	N/A
	10140
	1474

	
	
	
	f6
	CC 50
	N/A
	N/A
	10310
	1491

	CA_20A-40A
	30+100
	50 + 100
	f1
	CC 50
	24300
	847
	6300
	806

	
	
	
	f2
	CC 50
	24400
	857
	6400
	816

	
	
	
	f5
	CC 100
	39150
	2350
	39150
	2350

	
	
	
	f6
	CC 100
	39550
	2390
	39550
	2390

	CA_20A-67A
	30+20
	50 + 50
	f1
	CC 50
	24300
	847
	6300
	806

	
	
	
	f2
	CC 50
	24400
	857
	6400
	816

	
	
	
	f5
	CC 50
	N/A
	N/A
	67386
	743

	
	
	
	f6
	CC 50
	N/A
	N/A
	67486
	753

	CA_21A-42C
	15+200
	75+100+100
	f1
	CC 75
	24525
	1455.4
	6525
	1503.4

	
	
	
	f2
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	
	f5
	CC 100
	42491
	3490.1
	42491
	3490.1

	
	
	
	f6
	CC 100
	42689
	3509.9
	42689
	3509.9

	CA_23A-29A
	20+11
	50 + 50
	f1
	CC 50
	25550
	2005
	7550
	2185

	
	
	
	f2
	CC 50
	25650
	2015
	7650
	2195

	
	
	
	f5
	CC 50
	N/A
	N/A
	9720
	723

	
	
	
	f6
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_25A-41A
	65+194
	50 + 50
	f1
	CC 50
	26363
	1882.5
	8365
	1962.5

	
	
	
	f2
	CC 50
	26640
	1910
	8640
	1990

	
	
	
	f5
	CC 50
	40620
	2593
	40620
	2593

	
	
	
	f6
	CC 50
	41540
	2685
	41540
	2685

	CA_25A-41C
	65+194
	50+100+100
	f1
	CC 50
	26363
	1882.5
	8365
	1962.5

	
	
	
	f2
	CC 50
	26640
	1910
	8640
	1990

	
	
	
	f5
	CC 100
	40521
	2583.1
	40521
	2583.1

	
	
	
	f6
	CC 100
	40719
	2602.9
	40719
	2602.9

	CA_26A-41A
	60 + 194
	50 + 100
	f1
	CC 50
	26865
	831.5
	8865
	876.5

	
	
	
	f2
	CC 50
	26990
	844
	8990
	889

	
	
	
	f5
	CC 100
	40620
	2593
	40620
	2593

	
	
	
	f6
	CC 100
	41490
	2680
	41490
	2680

	CA_26A-41C
	60+194
	50+100+100
	f1
	CC 50
	26865
	831.5
	8865
	876.5

	
	
	
	f2
	CC 50
	26990
	844
	8990
	889

	
	
	
	f5
	CC 100
	40521
	2583.1
	40521
	2583.1

	
	
	
	f6
	CC 100
	40719
	2602.9
	40719
	2602.9

	CA_28A-41A
	45+194
	50 + 100
	f1
	CC 50
	27410
	723
	9410 
	778

	
	
	
	f2
	CC 50
	27610
	743
	9610
	798

	
	
	
	f5
	CC 100
	40620
	2593
	40620
	2593

	
	
	
	f6
	CC 100
	41490
	2680
	41490
	2680

	CA_28A-41C
	45+194
	50+100+100
	f1
	CC 50
	27410
	723
	9410 
	778

	
	
	
	f2
	CC 50
	27610
	743
	9610
	798

	
	
	
	f5
	CC 100
	40521
	2583.1
	40521
	2583.1

	
	
	
	f6
	CC 100
	40719
	2602.9
	40719
	2602.9

	CA_28A-42A
	45+200
	50 + 100
	f1
	CC 50
	27410
	723
	9410 
	778

	
	
	
	f2
	CC 50
	27610
	743
	9610
	798

	
	
	
	f5
	CC 100
	42590
	3500
	42590
	3500

	
	
	
	f6
	CC 100
	43490
	3590
	43490
	3590

	CA_28A-42C
	45+200
	50+100+100
	f1
	CC 50
	27410
	723
	9410 
	778

	
	
	
	f2
	CC 50
	27610
	743
	9610
	798

	
	
	
	f5
	CC 100
	42491
	3490.1
	42491
	3490.1

	
	
	
	f6
	CC 100
	42689
	3509.9
	42689
	3509.9

	CA_29A-30A

(Note 1)
	11+10
	50+50
	f1
	CC 50
	N/A
	N/A
	9720
	723

	
	
	
	f2
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	
	f5
	CC 50
	27710
	2310
	9820
	2355

	
	
	
	f6
	N/A
	N/A
	N/A
	N/A
	N/A

	CA_29A-66A

(Note 1)
	11+(70+90)2
	50+100
	f1
	CC 50
	N/A
	N/A
	9720
	723

	
	
	
	f2
	N/A
	N/A
	N/A
	N/A
	N/A

	
	
	
	f5
	CC 100
	132422
	1755
	66886
	2155

	
	
	
	f6
	CC 100
	132572
	1770
	67036
	2170

	CA_39A-41A, DC_39A-41A
	40+194
	100+100
	f1
	CC 100
	38350
	1890
	38350
	1890

	
	
	
	f2
	CC 100
	38550
	1910
	38550
	1910

	
	
	
	f5
	CC 100
	40620
	2593
	40620
	2593

	
	
	
	f6
	CC 100
	41490
	2680
	41490
	2680

	CA_41A-42A
	194+200
	100 + 100
	f1
	CC 100
	40620
	2593
	40620
	2593

	
	
	
	f2
	CC 100
	41490
	2680
	41490
	2680

	
	
	
	f5
	CC 100
	42590
	3500
	42590
	3500

	
	
	
	f6
	CC 100
	43490
	3590
	43490
	3590

	CA_41A-42C
	194+200
	100+100+100
	f1
	CC100
	40620
	2593
	40620
	2593

	
	
	
	f2
	CC 100
	41490
	2680
	41490
	2680

	
	
	
	f5
	CC 100
	42491
	3490.1
	42491
	3490.1

	
	
	
	f6
	CC 100
	42689
	3509.9
	42689
	3509.9

	CA_41A-46A
	194+775
	100+100
	f1
	CC 100
	40620
	2593
	40620
	2593

	
	
	
	f2
	CC 100
	41490
	2680
	41490
	2680

	
	
	
	f5
	CC 100
	50690
	5540
	50690
	5540

	
	
	
	f6
	CC 100
	53940
	5865
	53940
	5865

	CA_41C-42A
	194+200
	100+100+100
	f1
	CC 100
	40521
	2583.1
	40521
	2583.1

	
	
	
	f2
	CC 100
	40719
	2602.9
	40719
	2602.9

	
	
	
	f5
	CC 100
	42590
	3500
	42590
	3500

	
	
	
	f6
	CC 100
	43490
	3590
	43490
	3590

	CA_42A-46A
	200+775
	100+100
	f1
	CC 100
	42590
	3500
	42590
	3500

	
	
	
	f2
	CC 100
	43490
	3590
	43490
	3590

	
	
	
	f5
	CC 100
	50690
	5540
	50690
	5540

	
	
	
	f6
	CC 100
	53940
	5865
	53940
	5865

	CA_46A-66A

(Note 1)
	775+(70+90)2
	100+100
	f1
	CC 100
	50640
	5535
	50640
	5535

	
	
	
	f2
	CC 100
	54440
	5915
	54440
	5915

	
	
	
	f5
	CC 100
	132422
	1755
	66886
	2155

	
	
	
	f6
	CC 100
	132572
	1770
	67036
	2170

	Note 1:
Exceptionally the second band test frequencies of this CA combination shall be used for PCell and the first band test frequencies of this CA combination shall be used for the SCell respectively.

Note 2:
Asymmetric operating band (UL + DL)


