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	Reason for change:
	The function f_IMS_InviteRequest_MessageHeaderRX has set p_A9 based on pixit pc_IMS_SessionIdSupported. With current implementation the pixit value will never use in f_IMS_InviteRequest_MessageHeaderRX inside the f_IMS_INVITE_ReceiveRequest_Common or f_IMS_INVITE_ReceiveRequest. In these functions is pixt vaule for p_A9 overlap with omitt.



	
	

	Summary of change:
	Add pixit pc_IMS_SessionIdSupported as an input parameter for p_A9 in functions f_IMS_INVITE_ReceiveRequest_Common and f_IMS_INVITE_ReceiveRequest
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	Other comments:
	


Change  1
	Function name
	f_IMS_INVITE_ReceiveRequest_Common

	Reason for change
	The function f_IMS_InviteRequest_MessageHeaderRX has set p_A9 based on pixit pc_IMS_SessionIdSupported. With current implementation the pixit value will never use in f_IMS_InviteRequest_MessageHeaderRX inside the f_IMS_INVITE_ReceiveRequest_Common or f_IMS_INVITE_ReceiveRequest. In these functions is pixt vaule for p_A9 overlap with omitt.

	Summary of change
	Add pixit pc_IMS_SessionIdSupported like an imput parameter for p_A9 in functions f_IMS_INVITE_ReceiveRequest_Common and f_IMS_INVITE_ReceiveRequest

	TTCN module
	Common\IMS\IMS_Procedures_CallControl.ttcn

	MCC160 Comment
	


Before change
  function f_IMS_INVITE_ReceiveRequest_Common(INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                              template (present) MessageHeader p_MessageHeader := cr_MessageHeader_Dummy,

                                              OptionTag_List p_AdditionalOptionTagsForSupported := tsc_OptionTagList_Empty,

                                              template SipUrl p_OtherCalleeUri := omit,

                                              template (omit) float p_WaitDuration := omit,

                                              boolean p_A3 := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                              boolean p_A8 := false,

                                              boolean p_A9 := false,

                                              boolean p_A11 := false,

                                              boolean p_SrvccAlertingSupported := pc_IMS_SRVCCAlert,

                                              boolean p_OriginatingIdentificationRestriction := false,

                                              boolean p_A17 := false)

    runs on IMS_PTC return template (omit) IMS_DATA_REQ

  { /* p_OtherCalleeUri .. if present to be used as CalleeUri; if omit default CalleeUri is used acc. to PIXITs and context */

    /* @sic R5-133276, R5-133301 Cleanup of functions for MO Call Setup sic@ */

    /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    /* @sic R5-140799: additional parameter p_MessageHeader to deal with Reason header sic@ */

    /* @sic R5s140370 change 7: pc_IMS_SRVCCAlert default value for p_A12, p_A12 renamed to p_SrvccAlertingSupported  sic@ */

    /* @sic R5s150180: p_A10 removed sic@ */

    /* @sic R5s150177 change 9, R5s150204: p_OtherCalleeUri changed to "template SipUrl p_OtherCalleeUri"; NOTE: p_OtherCalleeUri shall either omit or "template (present)" (but not e.g. "*") sic@ */

    /* @sic R5s150846: p_A8 := false per default sic@ */

    /* @sic R5-160975: p_OriginatingIdentificationRestriction sic@ */

    /* @sic R5-160505: p_A17 := false per default sic@ */

    var IMS_DATA_REQ v_IMS_DATA_REQ_ByRef;

    var template (present) MessageBody v_MessageBody := f_SIP_MessageBodySDP_RX(p_A8);  /* @sic R5w140112 sic@ */

    var template (present) MessageHeader v_MessageHeader_Invite;

    var template (present) SipUrl v_ExpectedCalleeUri;

    var INVITE_Request v_InviteRequest;

    var SipUrl v_ContactUrl;

    var boolean v_TimerControl := ispresent(p_WaitDuration);

    timer t_Timer;

    if (ispresent(p_OtherCalleeUri)) {

      v_ExpectedCalleeUri := p_OtherCalleeUri;    /* @sic R5s150204 sic@ */

    } else {

      select (p_Context) {

        case (A_2_1_A4) {                // A4: INVITE creating a dialog

          v_ExpectedCalleeUri := f_SIP_BuildSipUri_RX(px_IMS_CalleeUri);

        }

        case (A_2_1_A5) {                // A5: re-INVITE

          v_ExpectedCalleeUri := f_SIP_BuildSipUri_RX(px_IMS_CalleeContactUri, *);  /* @sic R5s140020 change 8.1 sic@ */

        }

        case (A_2_1_A6, A_2_1_A7) {      // A6, A7: emergency call

          v_ExpectedCalleeUri := cr_SipUrl_Common(c_urnScheme, cr_SipUrl_SOS);

        }

        case else {

          FatalError(__FILE__, __LINE__, "");

        }

      }

    }

    v_MessageHeader_Invite := f_IMS_InviteRequest_MessageHeaderRX(p_MessageHeader, v_ExpectedCalleeUri, p_AdditionalOptionTagsForSupported, p_Context, p_A3, p_A8, p_A9, p_A11, p_A17);

    if (v_TimerControl) {

      t_Timer.start(valueof(p_WaitDuration));

    }  
…

…
After change
  function f_IMS_INVITE_ReceiveRequest_Common(INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                              template (present) MessageHeader p_MessageHeader := cr_MessageHeader_Dummy,

                                              OptionTag_List p_AdditionalOptionTagsForSupported := tsc_OptionTagList_Empty,

                                              template SipUrl p_OtherCalleeUri := omit,

                                              template (omit) float p_WaitDuration := omit,

                                              boolean p_A3 := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                              boolean p_A8 := false,

                                              boolean p_A9 := pc_IMS_SessionIdSupported, 
                                              boolean p_A11 := false,

                                              boolean p_SrvccAlertingSupported := pc_IMS_SRVCCAlert,

                                              boolean p_OriginatingIdentificationRestriction := false,

                                              boolean p_A17 := false)

    runs on IMS_PTC return template (omit) IMS_DATA_REQ

  { /* p_OtherCalleeUri .. if present to be used as CalleeUri; if omit default CalleeUri is used acc. to PIXITs and context */

    /* @sic R5-133276, R5-133301 Cleanup of functions for MO Call Setup sic@ */

    /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    /* @sic R5-140799: additional parameter p_MessageHeader to deal with Reason header sic@ */

    /* @sic R5s140370 change 7: pc_IMS_SRVCCAlert default value for p_A12, p_A12 renamed to p_SrvccAlertingSupported  sic@ */

    /* @sic R5s150180: p_A10 removed sic@ */

    /* @sic R5s150177 change 9, R5s150204: p_OtherCalleeUri changed to "template SipUrl p_OtherCalleeUri"; NOTE: p_OtherCalleeUri shall either omit or "template (present)" (but not e.g. "*") sic@ */

    /* @sic R5s150846: p_A8 := false per default sic@ */

    /* @sic R5-160975: p_OriginatingIdentificationRestriction sic@ */

    /* @sic R5-160505: p_A17 := false per default sic@ */

    var IMS_DATA_REQ v_IMS_DATA_REQ_ByRef;

    var template (present) MessageBody v_MessageBody := f_SIP_MessageBodySDP_RX(p_A8);  /* @sic R5w140112 sic@ */

    var template (present) MessageHeader v_MessageHeader_Invite;

    var template (present) SipUrl v_ExpectedCalleeUri;

    var INVITE_Request v_InviteRequest;

    var SipUrl v_ContactUrl;

    var boolean v_TimerControl := ispresent(p_WaitDuration);

    timer t_Timer;

    if (ispresent(p_OtherCalleeUri)) {

      v_ExpectedCalleeUri := p_OtherCalleeUri;    /* @sic R5s150204 sic@ */

    } else {

      select (p_Context) {

        case (A_2_1_A4) {                // A4: INVITE creating a dialog

          v_ExpectedCalleeUri := f_SIP_BuildSipUri_RX(px_IMS_CalleeUri);

        }

        case (A_2_1_A5) {                // A5: re-INVITE

          v_ExpectedCalleeUri := f_SIP_BuildSipUri_RX(px_IMS_CalleeContactUri, *);  /* @sic R5s140020 change 8.1 sic@ */

        }

        case (A_2_1_A6, A_2_1_A7) {      // A6, A7: emergency call

          v_ExpectedCalleeUri := cr_SipUrl_Common(c_urnScheme, cr_SipUrl_SOS);

        }

        case else {

          FatalError(__FILE__, __LINE__, "");

        }

      }

    }

    v_MessageHeader_Invite := f_IMS_InviteRequest_MessageHeaderRX(p_MessageHeader, v_ExpectedCalleeUri, p_AdditionalOptionTagsForSupported, p_Context, p_A3, p_A8, p_A9, p_A11, p_A17);

    if (v_TimerControl) {

      t_Timer.start(valueof(p_WaitDuration));

    }
Change 2
	Function name
	f_IMS_INVITE_ReceiveRequest

	Reason for change
	The function f_IMS_InviteRequest_MessageHeaderRX has set p_A9 based on pixit pc_IMS_SessionIdSupported. With current implementation the pixit value will never use in f_IMS_InviteRequest_MessageHeaderRX inside the f_IMS_INVITE_ReceiveRequest_Common or f_IMS_INVITE_ReceiveRequest. In these functions is pixt vaule for p_A9 overlap with omitt.

	Summary of change
	Add pixit pc_IMS_SessionIdSupported like an imput parameter for p_A9 in functions f_IMS_INVITE_ReceiveRequest_Common and f_IMS_INVITE_ReceiveRequest

	TTCN module
	Common\IMS\IMS_Procedures_CallControl.ttcn

	MCC160 Comment
	


Before change
      function f_IMS_INVITE_ReceiveRequest(INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                       OptionTag_List p_AdditionalOptionTagsForSupported := tsc_OptionTagList_Empty,

                                       template SipUrl p_OtherCalleeUri := omit,

                                       boolean p_A3 := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                       boolean p_A8 := false,

                                       boolean p_A9 := false,

                                       boolean p_A11 := false,

                                       boolean p_SrvccAlertingSupported := pc_IMS_SRVCCAlert)

    runs on IMS_PTC return IMS_DATA_REQ

  { /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    /* @sic R5s140370 change 7: pc_IMS_SRVCCAlert default value for p_A12, p_A12 renamed to p_SrvccAlertingSupported  sic@ */

    /* @sic R5s150180: p_A10 removed sic@ */

    /* @sic R5s150204: p_OtherCalleeUri charstring -> SipUrl sic@ */

    /* @sic R5s150846: p_A8 := false per default sic@ */

    var template (omit) float v_WaitDuration := omit;   // no wait duration

    var template (omit) IMS_DATA_REQ v_IMS_DATA_REQ;

    v_IMS_DATA_REQ := f_IMS_INVITE_ReceiveRequest_Common(p_Context, -, p_AdditionalOptionTagsForSupported, p_OtherCalleeUri, v_WaitDuration, p_A3, p_A8, p_A9, p_A11, p_SrvccAlertingSupported);

    return valueof(v_IMS_DATA_REQ);                     // as we don't have any WaitDuration f_IMS_INVITE_ReceiveRequest_Common returns a value (omit could only occur when a timer expires)

  }
After change
       function f_IMS_INVITE_ReceiveRequest(INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                       OptionTag_List p_AdditionalOptionTagsForSupported := tsc_OptionTagList_Empty,

                                       template SipUrl p_OtherCalleeUri := omit,

                                       boolean p_A3 := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                       boolean p_A8 := false,

                                       boolean p_A9 := pc_IMS_SessionIdSupported, 
                                       boolean p_A11 := false,

                                       boolean p_SrvccAlertingSupported := pc_IMS_SRVCCAlert)

    runs on IMS_PTC return IMS_DATA_REQ

  { /* @sic R5s130756 additional changes: p_IsGIBA removed sic@ */

    /* @sic R5s140370 change 7: pc_IMS_SRVCCAlert default value for p_A12, p_A12 renamed to p_SrvccAlertingSupported  sic@ */

    /* @sic R5s150180: p_A10 removed sic@ */

    /* @sic R5s150204: p_OtherCalleeUri charstring -> SipUrl sic@ */

    /* @sic R5s150846: p_A8 := false per default sic@ */

    var template (omit) float v_WaitDuration := omit;   // no wait duration

    var template (omit) IMS_DATA_REQ v_IMS_DATA_REQ;

    v_IMS_DATA_REQ := f_IMS_INVITE_ReceiveRequest_Common(p_Context, -, p_AdditionalOptionTagsForSupported, p_OtherCalleeUri, v_WaitDuration, p_A3, p_A8, p_A9, p_A11, p_SrvccAlertingSupported);

    return valueof(v_IMS_DATA_REQ);                     // as we don't have any WaitDuration f_IMS_INVITE_ReceiveRequest_Common returns a value (omit could only occur when a timer expires)

  }
