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	Reason for change:
	As per 36.331 Sec 5.3.8.3 :

5.3.8.3
Reception of the RRCConnectionRelease by the UE

The UE shall:

1>
except for NB-IoT, BL UEs or UEs in CE,, delay the following actions defined in this sub-clause 60 ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
for BL UEs or UEs in CE, delay the following actions defined in this sub-clause 1.25 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
for NB-IoT, delay the following actions defined in this sub-clause 10 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;
In the current TTCN implementation, the wait for 10sec is missing and this could result in failure of paging test cases, where the test case is expecting the UE to be in idle mode.

	
	

	Summary of change:
	In the function f_NBIOT_RRC_ConnectionRelease, implemented a delay of 10s..

	
	

	Consequences if not approved:
	A conformant UE may fail the test case.
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1. Corrections required

Change 1 – Correction to function ‘f_NBIOT_RRC_ConnectionRelease’
	Function name
	f_NBIOT_RRC_ConnectionRelease

	Reason for change
	As per 36.331 Sec 5.3.8.3 :

5.3.8.3
Reception of the RRCConnectionRelease by the UE

The UE shall:

1>
except for NB-IoT, BL UEs or UEs in CE,, delay the following actions defined in this sub-clause 60 ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
for BL UEs or UEs in CE, delay the following actions defined in this sub-clause 1.25 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;

1>
for NB-IoT, delay the following actions defined in this sub-clause 10 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;
In the current TTCN implementation, the wait for 10sec is missing and this could result in failure of paging test cases, where the test case is expecting the UE to be in idle mode.

	Summary of change
	Called f_Delay(10.0) after sensing the RRC Connection Release. Please see screenshot.

	TTCN module
	NBIOT_RRCSteps.ttcn

	MCC160 Comment
	


Before Change:
	function f_NBIOT_RRC_ConnectionRelease(NBIOT_CellId_Type p_CellId,
                                         NB_SRB_Identity_Type p_SrbId := tsc_SRB1bis,
                                         EUTRA_ASN1_RRC_TransactionIdentifier_Type p_RRC_TI := tsc_RRC_TI_Def,
                                         ReleaseCause_NB_r13 p_ReleaseCause := other,
                                         template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now) runs on NBIOT_PTC
  {
    f_NBIOT_RRC_ConnectionRelease_Common(p_CellId, p_SrbId, cs_RRCConnectionRelease_NB(p_RRC_TI, p_ReleaseCause), p_TimingInfo);
  }


After Change:

	function f_NBIOT_RRC_ConnectionRelease(NBIOT_CellId_Type p_CellId,
                                         NB_SRB_Identity_Type p_SrbId := tsc_SRB1bis,
                                         EUTRA_ASN1_RRC_TransactionIdentifier_Type p_RRC_TI := tsc_RRC_TI_Def,
                                         ReleaseCause_NB_r13 p_ReleaseCause := other,
                                         template (value) TimingInfo_Type p_TimingInfo := cs_TimingInfo_Now) runs on NBIOT_PTC
  {
    f_NBIOT_RRC_ConnectionRelease_Common(p_CellId, p_SrbId, cs_RRCConnectionRelease_NB(p_RRC_TI, p_ReleaseCause), p_TimingInfo);

 f_Delay(10.0); 
  }
	


