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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2016-06_D17wk10’.
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3. Corrections to TC 9.2.3.1.5a
Change 1 – Correction to local function ‘fl_TC_9_2_3_1_5a_Body’
	Function name
	fl_TC_9_2_3_1_5a_Body() 

	Reason for change
	TTCN implementation does not consider multi-PDN UE when assigning bearer IDs.

	Summary of change
	Assigned correct EPS and DRB IDs for multi-PDN UE.

	TTCN module
	LTE_A_R10_R11\9_2\NAS_TrackingArea_EOnly_A.ttcn

	MCC160 Comment
	


Before change
...
function fl_TC_9_2_3_1_5a_Body() runs on EUTRA_PTC

  {

    var ProcedureTransactionIdentifier v_EPS_TI  := '01'O;

...

    //@siclog "Step 7" siclog@

    //+   The SS transmits an ATTACH ACCEPT message with GUTI-1 and with

    //+   the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message. <--

    //+   ATTACH ACCEPT

    f_IP_ChangeEutraCell(IP, eutra_CellA);

    f_EUTRA_RRCConnectionReconfiguration_SRB2_1AM_DRB_Est(eutra_CellA,

                                                          tsc_RRC_TI_Def,

                                                          cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                         cs_508_ATTACH_ACCEPT(v_AttachType, // @sic R5s140075 sic@

                                                                                                              cs_TAIListNonConsecutive_lv(v_Plmn1, { v_Tac1 }),

                                                                                                              f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti1_Params),

                                                                                                              v_LAI,

                                                                                                              v_MSId,

                                                                                                              omit,

                                                                                                              f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.aTTACH_REQUEST.addUpdateType),

                                                                                                              cs_GprsTimer_v(tsc_GprsTimerUnit_1min, '00100'B),  // @sic R5s140075 sic@

                                                                                                              omit,

                                                                                                              cs_GprsTimer3(-, tsc_Gprs3TimerUnit_1min, '00110'B)),// for T3412 Extended value @sic R5s150745 sic@

                                                                                         cs_508_ActivateDefEpsBearerContextRequest(tsc_EpsDefaultBearerId,

                                                                                                                                   v_EPS_TI,

                                                                                                                                   v_APNandPCOs.accessPointName,  // @sic R5s150963 sic@

                                                                                                                                   f_EUTRA_GetPDNAddress (f_CheckPCOforIPallocationViaNas (omit)),

                                                                                                                                   -,

                                                                                                                                   f_GetDefaultProtocolConfigOptions(v_Pco)))); // @sic R5s150963 sic@

    //@siclog "Step 8" siclog@

...

  } // end of f_ TC_9_2_3_1_5a _EUTRA

...
After change
...
function fl_TC_9_2_3_1_5a_Body() runs on EUTRA_PTC

  {

    var EPS_BearerIdentity v_EPS_Bearer_Id := f_EUTRA_InitialRegistrationEpsBearerId(firstPDN);

    var DRB_Identity v_DRB_Id := f_EUTRA_NB_EpsBearerAssociatedDRB(v_EPS_Bearer_Id);
    var ProcedureTransactionIdentifier v_EPS_TI  := '01'O;

...

    //@siclog "Step 7" siclog@

    //+   The SS transmits an ATTACH ACCEPT message with GUTI-1 and with

    //+   the ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message. <--

    //+   ATTACH ACCEPT

    f_IP_ChangeEutraCell(IP, eutra_CellA);

    f_EUTRA_RRCConnectionReconfiguration_SRB2_1AM_DRB_Est(eutra_CellA,

                                                          tsc_RRC_TI_Def,

                                                          cs_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered,

                                                                                         cs_508_ATTACH_ACCEPT(v_AttachType, // @sic R5s140075 sic@

                                                                                                              cs_TAIListNonConsecutive_lv(v_Plmn1, { v_Tac1 }),

                                                                                                              f_GutiParameters2MobileIdentity(tsc_IEI_Guti, v_Guti1_Params),

                                                                                                              v_LAI,

                                                                                                              v_MSId,

                                                                                                              omit,

                                                                                                              f_GetAdditionalUpdateResult(v_NasInd.Pdu.Msg.aTTACH_REQUEST.addUpdateType),

                                                                                                              cs_GprsTimer_v(tsc_GprsTimerUnit_1min, '00100'B),  // @sic R5s140075 sic@

                                                                                                              omit,

                                                                                                              cs_GprsTimer3(-, tsc_Gprs3TimerUnit_1min, '00110'B)),// for T3412 Extended value @sic R5s150745 sic@

                                                                                         cs_508_ActivateDefEpsBearerContextRequest(tsc_EpsDefaultBearerId,

                                                                                                                                   v_EPS_TI,

                                                                                                                                   v_APNandPCOs.accessPointName,  // @sic R5s150963 sic@

                                                                                                                                   f_EUTRA_GetPDNAddress (f_CheckPCOforIPallocationViaNas (omit)),

                                                                                                                                   -,

                                                                                                                                   f_GetDefaultProtocolConfigOptions(v_Pco))),

                                                          v_DRB_Id); // @sic R5s150963 sic@

    //@siclog "Step 8" siclog@

...
  } // end of f_ TC_9_2_3_1_5a _EUTRA

...
