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8.7.1.1_A.2.4.1
Initial conditions

Table 8.7.1.1_A.2.4.1-1: Further test parameters per test

	Test
	DL Measurement channel
	UL Measurement channel
	TBsize per Codeword per Component Carrier


	Number of PDCP SDU per Codeword
	PDCP SDU size [Octets] Calculation

(Note 1)
	PDCP SDU size [Octets]

	6A
	R.31-4 FDD for two 20MHz CCs
	R.1-4 FDD
	75376 
(Note 4)
	7 for two 20MHz CCs
	FLOOR((TBsize – 264)/56)
	1341 for two 20MHz CCs

	6D
	R.31-5 FDD for 15MHz CC
R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	55056 for 15MHz CC
75376 (Note 4) for 20MHz CC
	6 for 15MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 240)/48) for 15 MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1142 for 15MHz CC

1341 for 20MHz CC 

	7
	R.31-4 FDD for three 20MHz CCs
	R.1-4 FDD
	75376 
(Note 4)
	7 for three 20MHz CCs
	FLOOR((TBsize – 264)/56)
	1341 for three 20MHz CCs

	7A
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	55056 for 15MHz CC
75376 (Note 4) for 20MHz CC
	6 for 15MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 240)/48) for 15 MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1142 for 15MHz CC

1341 for 20MHz CC 

	7B
	R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	36696 (Note 3) for 10MHz CC
75376 (Note 4) for 20MHz CC
	4 for 10MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 184)/32) for 10MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1141 for 10MHz CC

1341 for 20MHz CC

	7C
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	55056 for 15MHz CC
75376 (Note 4) for 20MHz CC
	6 for 15MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 240)/48) for 15 MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1142 for 15MHz CC

1341 for 20MHz CC 

	7D
	R.31-3A FDD for 10MHz CC
R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	36696 (Note 3) for 10MHz CC
55056 for 15MHz CC
75376 (Note 4) for 20MHz CC
	4 for 10MHz CC
6 for 15MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 184)/32) for 10MHz CC
FLOOR((TBsize – 240)/48) for 15 MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1141 for 10MHz CC

1142 for 15MHz CC

1341 for 20MHz CC

	7E
	R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	36696 (Note 3) for 10MHz CC
75376 (Note 4) for 20MHz CC
	4 for 10MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 184)/32) for 10MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1141 for 10MHz CC

1341 for 20MHz CC

	7F
	R.31-3A FDD for 10MHz CC
R.31-5 FDD for 15MHz CC
	R.1-4B FDD
	36696 (Note 3) for 10MHz CC
55056 for 15MHz CC
	4 for 10MHz CC
6 for 15MHz CC
	FLOOR((TBsize – 184)/32) for 10MHz CC
FLOOR((TBsize – 240)/48) for 15 MHz CC
	1141 for 10MHz CC

1142 for 15MHz CC

	7G
	R.31-6 FDD for 5MHz CC

R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	18336 (Note 6) for 5MHz CC

36696 (Note 3) for 10MHz CC
75376 (Note 4) for 20MHz CC
	2 for 5MHz CC

4 for 10MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 128)/16) for 5MHz CC

FLOOR((TBsize – 184)/32) for 10MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1138 for 5MHz CC

1141 for 10MHz CC

1341 for 20MHz CC

	7H
	R.31-6 FDD for 5MHz CC

R.31-5 FDD for 15MHz CC
R.31-4 FDD for 20MHz CC
	R.1-4 FDD
	18336 (Note 6) for 5MHz CC

55056 for 15MHz CC
75376 (Note 4) for 20MHz CC
	2 for 5MHz CC

6 for 15MHz CC

7 for 20 MHz CC
	FLOOR((TBsize – 128)/16) for 5MHz CC

FLOOR((TBsize – 240)/48) for 15 MHz CC

FLOOR((TBsize – 264)/56) for 20 MHz CC
	1138 for 5MHz CC

1142 for 15MHz CC

1341 for 20MHz CC

	7I
	R.31-6 FDD for 5MHz CC

R.31-3A FDD for 10MHz CC
	R.1-1 FDD
	18336 (Note 6) for 5MHz CC

36696 (Note 3) for 10MHz CC
	2 for 5MHz CC

4 for 10MHz CC
	FLOOR((TBsize – 128)/16) for 5MHz CC

FLOOR((TBsize – 184)/32) for 10MHz CC
	1138 for 5MHz CC

1141 for 10MHz CC

	Note 1:
Transport block size under test according to applicable Fixed Reference Channel for sustained data-rate test in annex A.3.9. In case of varying TBS across SFs of the RMC, only the maximum TBS is used for PDCP SDU size calculation. In case of different resulting PDCP SDU sizes among component carriers, the smaller calculated PDCP SDU size is used across all the carriers.

Note 2:
Each PDCP SDU is limited to 1500 octets (to keep below maximum SDU size of ESM as specified in TS 24.301 clause 9.9.4.12).
The PDCP SDU size of each PDCP SDU is:
PDCP SDU size = (TBsize – N*PDCP header size - AMD PDU header size  - MAC header size - Size of RLC STATUS PDU) / N,
where PDCP header size is 16 bits for the RLC AM and 12-bit SN case; AMD PDU header size is CEIL[(16+(N-1)*12)/8] bytes which includes 16 bit standard AM header and (N-1) Length indicators; and MAC header size = R/R/E/LCID/F/L MAC subheader (24 bits for MAC SDU for RLC STATUS PDU with 15 bit LI) + R/R/E/LCID MAC subheader (8 bits for MAC SDU for RLC Data PDU) = 32 bits. The size of RLC STATUS PDU including one ACK_SN field and one NACK_SN field is 32 bits (if no STATUS PDU is sent or if the size of the STATUS PDU is less than 32 bits then padding will be used to fill the 32 bits). This gives: PDCP SDU size = 8*FLOOR((TBsize – N*16- 8*CEIL((16+(N-1)*12)/8) – 64)/(8*N)) bits.
The calculation of PDCP SDU sizes does not consider timing advance MAC CE as timing advance is not transmitted by SS for RF test cases, and the header sizes are informative and may vary during the test.

Note 3:
35160 bits for sub-frame 5.

Note 4:
71112 bits for sub-frame 5.

Note 5:
52752 bits for sub-frame 5.
Note 6:
15840bits for sub-frame 0.


< End of changes >

