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<<< Start of changed sections>>>
8.9.1.1.1
Transmit diversity performance (Cell-Specific Reference Symbols)
8.9.1.1.1.1
Minimum Requirement 2 Tx Antenna Port

The requirements are specified in Table 8.9.1.1.1.1-2, with the addition of the parameters in Table 8.9.1.1.1.1-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of transmit diversity (SFBC) with 2 transmitter antennas.

Table 8.9.1.1.1.1-1: Test Parameters for Transmit diversity Performance (FRC)

	Parameter
	Unit
	Test 1-2

	Downlink power allocation
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	dB
	-3
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	dB
	-3 (Note 1)
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	dB
	0
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at antenna port
	dBm/15kHz
	-98

	PDSCH transmission mode
	
	2

	Note 1:
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Table 8.9.1.1.1.1-2: Minimum performance Transmit Diversity (FRC)

	Test number
	Band-width and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE DL category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
16QAM 1/2
	R.62 FDD
	OP.1 FDD
	EPA5
	2x1 Low
	70
	9.0
	0

	2
	10 MHz
16QAM 1/2
	R.84 FDD
	OP.1 FDD
	EPA5
	2x1 Low
	70
	9.3
	1bis


<<< End of changed sections>>>
<<< Start of changed sections>>>
8.9.1.1.2.2
Minimum Requirement Single-Layer Spatial Multiplexing 4 Tx Antenna Port

The requirements are specified in Table 8.9.1.1.2.2-2, with the addition of the parameters in Table 8.9.1.1.2.2-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the closed loop rank-one performance with frequency selective precoding.

Table 8.9.1.1.2.2-1: Test Parameters for Single-Layer Spatial Multiplexing (FRC)

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	-6
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	dB
	-6 (Note 1)
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	dB
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at antenna port
	dBm/15kHz
	-98

	Precoding granularity
	PRB
	6

	PMI delay (Note 2)
	ms
	8

	Reporting interval
	ms
	8

	Reporting mode
	
	PUSCH 1-2

	CodeBookSubsetRestriction bitmap
	
	000000000000FFFF

	PDSCH transmission mode
	
	4

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).


Table 8.9.1.1.2.2-2: Minimum performance Single-Layer Spatial Multiplexing (FRC)

	Test number
	Band-width and MCS
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE DL category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
64QAM 1/2
	R.85 FDD
	OP.1 FDD
	EPA5
	4x1 Low
	70
	11.3
	1bis


<<< End of changed sections>>>
<<< Start of changed sections>>>
8.9.1.1.3
Closed-loop spatial multiplexing performance (User-Specific Reference Symbols)
8.9.1.1.3.1
Single-layer Spatial Multiplexing

For single-layer transmission on antenna ports 7 or 8 upon detection of a PDCCH with DCI format 2C, the requirements are specified in Table 8.9.1.1.3.1-2 with the addition of the parameters in Table 8.9.1.1.3.1-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify rank-1 performance on one of the antenna ports 7 or 8, and to verify rate matching with multiple CSI reference symbol configurations with non-zero and zero transmission power. 

Table 8.9.1.1.3.1-1: Test Parameters for Testing CDM-multiplexed DM RS (single layer) with multiple CSI-RS configurations 

	parameter
	Unit
	Test 1
	Test 2

	Downlink power allocation
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	dB
	0
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	dB
	0 (Note 1)
	

	
	(
	dB
	-3
	

	Beamforming model
	
	Annex B.4.1
	Annex B.4.3

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports 15,…,18
	Antenna ports 15,16

	CSI-RS periodicity and subframe offset
TCSI-RS / ∆CSI-RS 
	Subframes
	5 / 2
	5 / 2

	CSI reference signal configuration
	
	0
	0

	Zero-power CSI-RS configuration

ICSI-RS /
ZeroPowerCSI-RS bitmap 
	Subframes / bitmap
	3 /

0001000000000000
	3 /

0001000000000000

	
[image: image11.wmf]oc
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at antenna port
	dBm/15kHz
	-98
	-98

	Symbols for unused PRBs
	
	OCNG (Note 4)
	OCNG (Note 3)

	Reporting mode
	
	N/A
	PUSCH 3-1

	Reporting interval
	
	N/A
	5

	PMI delay (Note 4)
	
	N/A
	8

	CodeBookSubsetRestriction bitmap
	
	N/A
	001111

	Number of allocated resource blocks (Note 2)
	PRB
	6
	50

	PDSCH transmission mode
	
	9
	

	Note 1:
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Note 2:
The modulation symbols of the signal under test are mapped onto antenna port 7 or 8.

Note 3:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.
Note 4:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).


Table 8.9.1.1.3.1-2: Minimum performance for CDM-multiplexed DM RS (FRC) with multiple CSI-RS configurations
	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE DL category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
QPSK 1/3
	R.64 FDD
	OP.1 FDD
	EPA5
	2x1 Low
	70
	4.7
	0

	2
	10 MHz
QPSK 1/3
	R.86 FDD
	OP.1 FDD
	EPA5
	2x1 Low
	70
	2.5
	1bis


<<< End of changed sections>>>
<<< Start of changed sections>>>
8.9.1.2.1.1
Minimum Requirement 2 Tx Antenna Port 

The requirements are specified in Table 8.9.1.2.1.1-2, with the addition of the parameters in Table 8.9.1.2.1.1-1 and the downlink physical channel setup according to Annex C.3.2. The purpose is to verify the performance of transmit diversity (SFBC) with 2 transmitter antennas.
Table 8.9.1.2.1.1-1: Test Parameters for Transmit diversity Performance (FRC)

	Parameter
	Unit
	Test 1-2

	Downlink power allocation
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	dB
	-3 (Note 1)
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	dBm/15kHz
	-98

	PDSCH transmission mode
	
	2

	Note 1:
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Table 8.9.1.2.1.1-2: Minimum performance Transmit Diversity (FRC)

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE DL category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
16QAM 1/2
	R.62 TDD
	OP.1 TDD
	EPA5
	2x1 Low
	70
	8.8
	0

	2
	10 MHz
16QAM 1/2
	R.84 TDD
	OP.1 TDD
	EPA5
	2x1 Low
	70
	9.5
	1bis


<<< End of changed sections>>>
<<< Start of changed sections>>>
8.9.1.2.2.2
Minimum Requirement Single-Layer Spatial Multiplexing 4 Tx Antenna Port

The requirements are specified in Table 8.9.1.2.2.2-2, with the addition of the parameters in Table 8.9.1.2.2.2-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the closed loop rank-one performance with frequency selective precoding.
Table 8.9.1.2.2.2-1: Test Parameters for Single-Layer Spatial Multiplexing (FRC)

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	-6 (Note 1)
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	dB
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	dBm/15kHz
	-98

	Precoding granularity
	PRB
	6

	PMI delay (Note 2)
	ms
	10 or 11

	Reporting interval
	ms
	1 or 4 (Note 3)

	Reporting mode
	
	PUSCH 1-2

	CodeBookSubsetRestriction bitmap
	
	000000000000FFFF

	ACK/NACK feedback mode
	
	Multiplexing

	PDSCH transmission mode
	
	4

	Note 1:
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Note 2:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).

Note 3:
For Uplink - downlink configuration 1 the reporting interval will alternate between 1ms and 4ms.


Table8.9.1.2.2.2-2: Minimum performance Single-Layer Spatial Multiplexing (FRC)

	Test number
	Bandwidth
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE DL category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
64QAM 1/2
	R.85 TDD
	OP.1 TDD
	EPA5
	4x1 Low
	70
	11.6
	1bis


<<< End of changed sections>>>
<<< Start of changed sections>>>
8.9.1.2.3
Closed-loop spatial multiplexing performance (User-Specific Reference Symbols)

8.9.1.2.3.1
Single-layer Spatial Multiplexing

For single-layer transmission on antenna ports 7 or 8 upon detection of a PDCCH with DCI format 2C, the requirements are specified in Table 8.9.1.2.3.1-2 with the addition of the parameters in Table 8.9.1.2.3.1-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify rank-1 performance on one of the antenna ports 7 or 8, and to verify rate matching with multiple CSI reference symbol configurations with non-zero and zero transmission power. 

Table 8.9.1.2.3.1-1: Test Parameters for Testing CDM-multiplexed DM RS (single layer) with multiple CSI-RS configurations

	Parameter
	Unit
	Test 1
	Test 2

	Downlink power allocation
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	dB
	0
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	dB
	0 (Note 1)
	

	
	(
	dB
	-3
	

	Cell-specific reference signals
	
	Antenna ports 0,1
	Antenna ports 0,1

	CSI reference signals
	
	Antenna ports 15,…,18
	Antenna ports 15,16

	Beamforming model
	
	Annex B.4.1
	Annex B.4.3

	CSI-RS periodicity and subframe offset
TCSI-RS / ∆CSI-RS 
	Subframes
	5 / 4
	5 / 4

	CSI reference signal configuration
	
	1
	1

	Zero-power CSI-RS configuration

ICSI-RS /
ZeroPowerCSI-RS bitmap 
	Subframes / bitmap
	4 /
0010000100000000
	4 /
0000001000000000

	
[image: image23.wmf]oc
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	-98

	Symbols for unused PRBs
	
	OCNG (Note 4)
	OCNG (Note 3)

	Reporting mode
	
	N/A
	PUSCH 3-1

	Reporting interval
	
	N/A
	5

	PMI delay (Note 4)
	
	N/A
	10

	CodeBookSubsetRestriction bitmap
	
	N/A
	001111

	Number of allocated resource blocks (Note 2)
	PRB
	6
	

	Simultaneous transmission
	
	No
	

	PDSCH transmission mode 
	
	9
	

	Note 1:
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Note 2:
The modulation symbols of the signal under test are mapped onto antenna port 7 or 8.

Note 3:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.
Note 4:
If the UE reports in an available uplink reporting instance at subrame SF#n based on PMI estimation at a downlink SF not later than SF#(n-4), this reported PMI cannot be applied at the eNB downlink before SF#(n+4).


Table 8.9.1.2.3.1-2: Minimum performance for CDM-multiplexed DM RS without simultaneous transmission (FRC) with multiple CSI-RS configurations
	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE DL category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
QPSK 1/3
	R.64 TDD
	OP.1 TDD
	EPA5
	2x1 Low
	70
	4.5
	0

	2
	10 MHz
QPSK 1/3
	R.86 TDD
	OP.1 TDD
	EPA5
	2x1 Low
	70
	2.9
	1bis


<<< End of changed sections>>>
<<< Start of changed sections>>>
9.7.1.3 FDD (Category 1bis UE)
The following requirements apply to UE DL Category 1bis. For the parameters specified in Table 9.7.1.3-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported CQI value according to RC.4 FDD in Table A.4-1 shall be in the range of ±1 of the reported median more than 90% of the time. If the PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI + 1) shall be greater than 0.1. If the PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI – 1) shall be less than or equal to 0.1.
Table 9.7.1.3-1: PUCCH 1-0 static test (FDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	1

	Downlink power allocation
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	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 1)

	SNR (Note 2)
	dB
	0
	1
	6
	7
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	-92
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	dB[mW/15kHz]
	-98
	-98

	Max number of HARQ transmissions
	
	1

	Physical channel for CQI reporting
	
	PUCCH Format 2

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 5

	cqi-pmi-ConfigurationIndex
	
	6

	Note 1:
Reference measurement channel RC.4 FDD according to Table A.4-1 with one/two sided dynamic OCNG Pattern OP.2 FDD as described in Annex A.5.1.2.

Note 2:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level.


9.7.1.4 TDD (Category 1bis UE)
The following requirements apply to UE DL Category 1bis. For the parameters specified in Table 9.7.1.4-1, and using the downlink physical channels specified in tables C.3.2-1 and C.3.2-2, the reported CQI value according to RC.4 TDD in Table A.4-1 shall be in the range of ±1 of the reported median more than 90% of the time. If the PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, the BLER using the transport format indicated by the (median CQI + 1) shall be greater than 0.1. If the PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, the BLER using transport format indicated by (median CQI – 1) shall be less than or equal to 0.1.

Table 9.7.1.4-1: PUCCH 1-0 static test (TDD)

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	PDSCH transmission mode
	
	1

	Uplink downlink configuration
	
	2

	Special subframe configuration
	
	4

	Downlink power allocation
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	(
	dB
	0

	Propagation condition and antenna configuration
	
	AWGN (1 x 1)

	SNR (Note 2)
	dB
	0
	1
	6
	7
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	dB[mW/15kHz]
	-98
	-98

	Max number of HARQ transmissions
	
	1

	Physical channel for CQI reporting
	
	PUSCH (Note 3)

	PUCCH Report Type
	
	4

	Reporting periodicity 
	ms
	Npd = 5

	cqi-pmi-ConfigurationIndex
	
	3

	ACK/NACK feedback mode
	
	Multiplexing

	Note 1:
Reference measurement channel RC.4 TDD according to Table A.4-1 with one/two sided dynamic OCNG Pattern OP.1/OP.2 TDD as described in Annex A.5.2.1/A.5.2.2.

Note 2:
For each test, the minimum requirements shall be fulfilled for at least one of the two SNR(s) and the respective wanted signal input level. 

Note 3:
To avoid collisions between CQI reports and HARQ-ACK it is necessary to report both on PUSCH instead of PUCCH. PDCCH DCI format 0 shall be transmitted in downlink SF#3 and #8 to allow periodic CQI to multiplex with the HARQ-ACK on PUSCH in uplink subframe SF#7 and #2.


<<< End of changed sections>>>
<<< Start of changed sections>>>
Table A.3.1.1-1F: Overview of DL reference measurement channels (FDD, PDSCH Performance, Multi-antenna transmission (CRS)) 
	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	Two antenna ports

	FDD
	Table A.3.3.2.1-1
	R.10 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	FDD
	Table A.3.3.2.1-1
	R.11 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.11-1 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.11-2 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	FDD
	Table A.3.3.2.1-1
	R.11-3 FDD
	10
	16QAM
	1/2
	40
	
	≥ 1
	 

	FDD
	Table A.3.3.2.1-1
	R.11-4 FDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.30 FDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.30-1 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.35-1 FDD
	20
	64QAM
	0.39
	100
	
	4
	

	FDD
	Table A.3.3.2.1-1
	R.35-2 FDD
	15
	64QAM
	0.39
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35-3 FDD
	10
	64QAM
	0.39
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.35-4 FDD
	10
	64QAM
	0.47
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-2
	R.46 FDD
	10
	QPSK
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.47 FDD
	10
	16QAM
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-5 FDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-6 FDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-7 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.11-8 FDD
	10
	QPSK
	3/5
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.11-9 FDD
	10
	QPSK
	0.58
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-10 FDD
	10
	QPSK
	0.67
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.10-2 FDD
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.10-3 FDD
	10
	16QAM
	0.58
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.65 FDD
	10
	256QAM
	0.55
	50
	
	11-15
	

	FDD
	Table A.3.3.2.1-3
	R.62 FDD
	10
	16QAM
	1/2
	3
	
	0
	

	FDD
	Table A.3.3.2.1-3
	R.63 FDD
	10
	64QAM
	1/2
	1
	
	0
	

	FDD
	Table A.3.3.2.1-4
	R.79 FDD
	10
	16QAM
	1/2
	3
	
	M1, ≥ 0
	

	FDD
	Table A.3.3.2.1-5
	R.81 FDD
	10
	QPSK
	1/10
	6
	
	M1, ≥ 0
	

	FDD
	Table A.3.3.2.1-6
	R.84 FDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	Four antenna ports

	FDD
	Table A.3.3.2.2-1
	R.12 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.13 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.2-1
	R.14-1 FDD
	10
	16QAM
	1/2
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-2 FDD
	10
	16QAM
	1/2
	3
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-3 FDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	FDD
	Table A.3.3.2.2-1
	R.36 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.2-1
	R.14-4 FDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-5 FDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-6 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-7 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.2-2
	R.72 FDD
	10
	256QAM
	0.62
	50
	
	≥ 11
	

	FDD
	Table A.3.3.2.2-2
	R.73 FDD
	10
	64QAM
	0.43
	50
	
	≥ 5
	

	FDD
	Table A.3.3.2.2-2
	R.74 FDD
	10
	16QAM
	1/2
	50
	
	≥ 5
	

	FDD
	Table A.3.3.2.2-2
	R.85 FDD
	10
	64QAM
	1/2
	24
	
	≥ 1
	


<<< End of changed sections>>>
<<< Start of changed sections>>>
Table A.3.1.1-1G: Overview of DL reference measurement channels (FDD, PDSCH Performance (UE specific RS))
	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	Without CSI-RS

	FDD
	Table A.3.3.3.0-1
	R.70 FDD
	10
	QPSK
	0.65
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.0-1
	R.71 FDD
	10
	16QAM
	0.6
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.0-2
	R.80 FDD
	10
	QPSK
	[1/3]
	6
	
	M1, ≥ 0
	

	Two antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.1-1
	R.51 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-1
	R.51-1 FDD
	10
	16QAM
	0.54
	50
	
	≥ 2
	


	FDD
	Table A.3.3.3.1-1
	R.76 FDD
	10
	QPSK
	
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-1
	R.86 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	Two antenna ports (CSI-RS, non Quasi Co-located)

	FDD
	Table A.3.3.3.1-2
	R.52 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.52-1 FDD
	10
	16QAM
	0.54
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.53 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.54 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	Four antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.2-1
	R.43 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-1
	R.50 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.2-2
	R.50A-1 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.2-2
	R.44 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-2
	R.45 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.2-2
	R.45-1 FDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-1
	R.48 FDD
	10
	QPSK
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-2
	R.60 FDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-3
	R.64 FDD
	10
	QPSK
	1/3
	6
	
	0
	

	FDD
	Table A.3.3.3.2-1
	R.66 FDD
	10
	256QAM
	0.77
	50
	
	11-15
	

	FDD
	Table A.3.3.3.2-4
	R.69 FDD
	10
	QPSK
	0.74-0.8
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-1
	R.75 FDD
	10
	16QAM
	0.57
	50
	
	≥ 5
	

	Eight antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.2A-1
	R.50A-2 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.2A-1
	R.50A-3 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	Twelve antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.3-1
	R.77 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	Sixteen antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.4-1
	R.78 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	


<<< End of changed sections>>>
<<< Start of changed sections>>>
Table A.3.1.1-1I: Overview of DL reference measurement channels (TDD, PDSCH Performance, Multi-antenna transmission (CRS)) 

	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	Two antenna ports

	TDD
	Table A.3.4.2.1-1
	R.10 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.2.1-1
	R.11 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.11-1 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.11-2 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	TDD
	Table A.3.4.2.1-1
	R.11-3 TDD
	10
	16QAM
	1/2
	40
	
	≥ 1
	 

	TDD
	Table A.3.4.2.1-1
	R.11-4 TDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.30 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.30-1 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.30-2 TDD
	20
	16QAM
	1/2
	100
	
	3
	

	TDD
	Table A.3.4.2.1-1
	R.35 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.35-1 TDD
	20
	64QAM
	0.39
	100
	
	4
	

	TDD
	Table A.3.4.2.1-2
	R.35-2 TDD
	10
	64QAM
	0.47
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-2
	R.46 TDD
	10
	QPSK
	
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.47 TDD
	10
	16QAM
	
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-5 TDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-6 TDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-7 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-8 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.11-9 TDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.11-10 TDD
	10
	QPSK
	3/5
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.11-11 TDD
	10
	QPSK
	0.48-0.58
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-12 TDD
	10
	QPSK
	0.54-0.66
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.10-3 TDD
	10
	16QAM
	0.57-0.58
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-3
	R.62 TDD
	10
	16QAM
	1/2
	3
	
	0
	

	TDD
	Table A.3.4.2.1-3
	R.63 TDD
	10
	64QAM
	1/2
	1
	
	0
	

	TDD
	Table A.3.4.2.1-4
	R.65 TDD
	20
	256QAM
	0.6
	100
	
	11-15
	

	TDD
	Table A.3.4.2.1-5
	R.67 TDD
	10
	16QAM
	0.4
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-6
	R.79 TDD
	10
	16QAM
	1/2
	3
	
	 M1, ≥ 0
	

	TDD
	Table A.3.4.2.1-7
	R.81 TDD
	10
	QPSK
	1/10
	6
	
	M1, ≥ 0
	

	TDD
	Table A.3.4.2.1-4
	R.84 TDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	Four antenna ports

	TDD
	Table A.3.4.2.2-1
	R.12 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.13 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.14 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.2-1
	R.14-1 TDD
	10
	16QAM
	1/2
	6
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.14-2 TDD
	10
	16QAM
	1/2
	3
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.43 TDD
	20
	16QAM
	1/2
	100
	
	≥2
	 

	TDD
	Table A.3.4.2.2-1
	R.36 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.2-1
	R.43-1 TDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-2 TDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-3 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-4 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-1
	R.43-5 TDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-2
	R.72 TDD
	10
	256QAM
	0.62
	50
	
	≥ 11
	

	TDD
	Table A.3.4.2.2-2
	R.73 TDD
	10
	64QAM
	0.44
	50
	
	≥ 5
	

	TDD
	Table A.3.4.2.2-2
	R.74 TDD
	10
	16QAM
	1/2
	50
	
	≥ 5
	

	TDD
	Table A.3.4.2.2-2
	R.85 TDD
	10
	64QAM
	1/2
	24
	
	≥ 1
	


<<< End of changed sections>>>
<<< Start of changed sections>>>
Table A.3.1.1-1J: Overview of DL reference measurement channels (TDD, PDSCH Performance (DRS)) 
	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	Single antenna port

	TDD
	Table A.3.4.3.1-1
	R.25 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.3.1-1
	R.26 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.3.1-1
	R.26-1 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	TDD
	Table A.3.4.3.1-1
	R.27 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.3.1-1
	R.27-1 TDD
	10
	64QAM
	3/4
	18
	
	≥ 1
	 

	TDD
	Table A.3.4.3.1-1
	R.28 TDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	 

	TDD
	Table A.3.4.3.1-2
	R.80 TDD
	10
	QPSK
	[1/10]
	6
	
	M1, ≥ 0
	

	Two antenna ports

	TDD
	Table A.3.4.3.2-1
	R.31 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.3.2-1
	R.32 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.3.2-1
	R.32-1 TDD
	5
	16QAM
	1/2
	[25]
	
	≥ 1
	 

	TDD
	Table A.3.4.3.2-1
	R.33 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.3.2-1
	R.33-1 TDD
	10
	64QAM
	3/4
	[18]
	
	≥ 1
	 

	TDD
	Table A.3.4.3.2-1
	R.34 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.3.2
	R.70 TDD
	10
	QPSK
	0.54-0.65
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.2
	R.71 TDD
	10
	16QAM
	0.5-0.6
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.2-1
	R.86 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	


<<< End of changed sections>>>
<<< Start of changed sections>>>
Table A.3.1.1-1P: Overview of DL reference measurement channels (Sustained data rate) 

	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	FDD 

	FDD
	Table A.3.9.1-1
	R.31-1 FDD
	10
	64QAM
	0.40
	
	
	≥ 1
	 

	FDD
	Table A.3.9.1-2
	R.31-1A FDD
	20
	64QAM
	0.41
	
	
	≥ 1
	 

	FDD
	Table A.3.9.1-1
	R.31-2 FDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	 

	FDD
	Table A.3.9.1-1
	R.31-3 FDD
	20
	64QAM
	0.59-0.62
	
	
	≥ 2
	 

	FDD
	Table A.3.9.1-1
	R.31-3A FDD
	10
	64QAM
	0.85-0.90
	
	
	≥ 2
	 

	FDD
	Table A.3.9.1-1
	R.31-3C FDD
	15
	64QAM
	0.87-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-1
	R.31-4 FDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	 

	FDD
	Table A.3.9.1-1
	R.31-4B FDD
	15
	64QAM
	0.85-0.88
	
	
	≥ 4
	

	FDD
	Table A.3.9.1-1
	R.31-5 FDD
	15
	64QAM
	0.85-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-2
	R.31-6 FDD
	5
	64QAM
	0.83-0.85
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-3
	R.68 FDD
	20
	256QAM
	0.74-0.85
	
	
	11-12
	

	FDD
	Table A.3.9.1-3
	R.68-1 FDD
	15
	256QAM
	0.74-0.88
	
	
	11-12
	

	FDD
	Table A.3.9.1-3
	R.68-2 FDD
	10
	256QAM
	0.74-0.85
	
	
	11-12
	

	FDD
	Table A.3.9.1-3
	R.68-3 FDD
	5
	256QAM
	0.77-0.85
	
	
	11-12
	

	TDD

	TDD
	Table A.3.9.2-1
	R.31-1 TDD
	10
	64QAM
	0.40
	
	
	≥ 1
	 

	TDD
	Table A.3.9.2-1
	R.31-1A TDD
	20
	64QAM
	0.41
	
	
	≥ 1
	

	TDD
	Table A.3.9.2-1
	R.31-2 TDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	 

	TDD
	Table A.3.9.2-1
	R.31-3 TDD
	20
	64QAM
	0.59-0.62
	
	
	≥ 2
	 

	TDD
	Table A.3.9.2-1
	R.31-3A TDD
	15
	64QAM
	0.87-0.90
	
	
	≥ 2
	 

	TDD
	Table A.3.9.2-1
	R.31-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	 

	TDD
	Table A.3.9.2-1
	R.31-4A TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	 

	TDD
	Table A.3.9.2-1
	R.31-5 TDD
	15
	64QAM
	0.85-0.88
	
	
	≥ 3
	 

	TDD
	Table A.3.9.2-1
	R.31-5A TDD
	15
	64QAM
	0.85-0.88
	
	
	≥ 3
	 

	TDD
	Table A.3.9.2-1
	R.31-6 TDD
	10
	64QAM
	0.85-0.88
	
	
	≥ 2
	 

	TDD
	Table A.3.9.2-2
	R.68 TDD
	20
	256QAM
	
	
	
	11-12
	 

	TDD
	Table A.3.9.2-2
	R.68-1 TDD
	15
	256QAM
	
	
	
	11-12
	 

	TDD
	Table A.3.9.2-2
	R.68-2 TDD
	10
	256QAM
	
	
	
	11-12
	 

	TDD
	Table A.3.9.2-2
	R.68-3 TDD
	20
	256QAM
	
	
	
	11-12
	 

	TDD
	Table A.3.9.2-2
	R.68-4 TDD
	15
	256QAM
	
	
	
	11-12
	 

	FDD, EPDCCH scheduling

	FDD
	Table A.3.9.3-1
	R.31E-1 FDD
	10
	64QAM
	0.40-0
	
	
	≥ 1
	

	FDD
	Table A.3.9.3-1
	R.31E-2 FDD
	10
	64QAM
	0.59-0.66
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-3 FDD
	20
	64QAM
	0.59-0.63
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31E-3C FDD
	15
	64QAM
	0.87-0.92
	
	
	≥ 3
	

	FDD
	Table A.3.9.3-1
	R.31E-3A FDD
	10
	64QAM
	0.85-0.92
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-4 FDD
	20
	64QAM
	0.87-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-1
	R.31E-4B FDD
	15
	64QAM
	0.87-0.90
	
	
	≥ 4
	

	TDD, EPDCCH scheduling

	TDD
	Table A.3.9.4-1
	R.31E-1 TDD
	10
	64QAM
	0.40-0.41
	
	
	≥ 1
	

	TDD
	Table A.3.9.4-1
	R.31E-2 TDD
	10
	64QAM
	0.59-0.65
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-3 TDD
	20
	64QAM
	0.59-0.63
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-3A TDD
	15
	64QAM
	0.87-0.92
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	


<<< End of changed sections>>>
<<< Start of changed sections>>>
Table A.3.9.2-1A: Fixed Reference Channel for sustained data-rate test (TDD 64QAM)

	Parameter
	Unit
	Value

	Reference channel
	
	R.31-7 TDD
	R.31-8 TDD
	R.31-9 TDD
	R.31-1A TDD
	
	
	
	

	Channel bandwidth
	MHz
	10
	15
	20
	20
	
	
	
	

	Allocated resource blocks
	
	Note 7
	Note 11
	Note 12
	Note 13
	
	
	
	

	Uplink-Downlink Configuration (Note 3)
	
	1
	1
	1
	5
	
	
	
	

	Number of HARQ Processes per component carrier
	Processes
	7
	7
	7
	15
	
	
	
	

	Allocated subframes per Radio Frame (D+S)
	
	4
	4
	4
	8+1
	
	
	
	

	Modulation
	
	64QAM
	64QAM
	64QAM
	64QAM
	
	
	
	

	Target Coding Rate
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 4,9
	
	0.78
	0.77
	0.79
	0.41
	
	
	
	

	  For Sub-Frames 3,8
	
	N/A
	N/A
	N/A
	0.41
	
	
	
	

	  For Sub-Frame 7
	
	N/A
	N/A
	N/A
	0.41
	
	
	
	

	  For Sub-Frames 0
	
	0.82
	0.79
	0.81
	0.41
	
	
	
	

	  For Sub-Frames 1
	
	N/A
	N/A
	N/A
	N/A
	
	
	
	

	  For Sub-Frames 5
	
	0.79
	0.79
	0.80
	0.41
	
	
	
	

	  For Sub-Frames 6
	
	N/A
	N/A
	N/A
	0.41
	
	
	
	

	Information Bit Payload
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	63776
	93800
	128496
	10296
	
	
	
	

	  For Sub-Frames 3,8
	Bits
	0
	0
	0
	10296
	
	
	
	

	  For Sub-Frame 7
	Bits
	0
	0
	0
	10296
	
	
	
	

	  For Sub-Frame 0
	Bits
	63776
	93800
	128496
	10296
	
	
	
	

	  For Sub-Frame 1
	Bits
	0
	0
	0
	0
	
	
	
	

	  For Sub-Frame 5
	Bits
	59256
	90816
	124464
	10296
	
	
	
	

	  For Sub-Frame 6
	Bits
	0
	0
	0
	10296
	
	
	
	

	Number of Code Blocks per Sub-Frame
(Note 4)
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	
	11
	16
	21
	2
	
	
	
	

	  For Sub-Frames 3,8
	
	N/A
	N/A
	N/A
	2
	
	
	
	

	  For Sub-Frame 7
	
	N/A
	N/A
	N/A
	2
	
	
	
	

	  For Sub-Frame 0
	
	11
	16
	21
	2
	
	
	
	

	  For Sub-Frame 1
	
	N/A
	N/A
	N/A
	N/A
	
	
	
	

	  For Sub-Frame 5
	
	10
	15
	21
	2
	
	
	
	

	  For Sub-Frame 6
	Bits
	N/A
	N/A
	N/A
	2
	
	
	
	

	Binary Channel Bits Per Sub-Frame
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 4,9 
	Bits
	81600
	122400
	163200
	25200
	
	
	
	

	  For Sub-Frames 3,8
	Bits
	0
	0
	0
	25200
	
	
	
	

	  For Sub-Frame 7
	Bits
	0
	0
	0
	25200
	
	
	
	

	  For Sub-Frame 0
	Bits
	77856
	118656
	159456
	25200
	
	
	
	

	  For Sub-Frame 1
	Bits
	0
	0
	0
	0
	
	
	
	

	  For Sub-Frame 5
	Bits
	75840
	115008
	155808
	25200
	
	
	
	

	  For Sub-Frame 6
	Bits
	0
	0
	0
	25200
	
	
	
	

	Number of layers
	
	4
	4
	4
	1
	
	
	
	

	Max. Throughput averaged over 1 frame (Note 10)
	Mbps
	25.058
	37.222
	50.996
	8.237
	
	
	
	

	UE Category
	
	≥ 6
	≥ 6
	≥ 6
	≥ 1
	
	
	
	

	Note 1:
1 symbol allocated to PDCCH for all tests.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4].
Note 3:
As per Table 4.2-2 in TS 36.211 [4].

Note 4:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 5:
Resource blocks nPRB = 0..2 are allocated for SIB transmissions in sub-frame 5 for all bandwidths.

Note 6:
Resource blocks nPRB = 6..14,30..49 are allocated for the user data in all subframes.

Note 7:
Resource blocks 
nPRB = 3..49 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..49 in the available downlink sub-frames according to uplink downlink configurations used .

Note 8:
Resource blocks 
nPRB = 4..99 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..99 in sub-frames 0,3,4,6,7,8,9.

Note 9:
Resource blocks 
nPRB = 4..71 are allocated for the user data in all sub-frames

Note10:
Given per component carrier per codeword.

Note11:
Resource blocks nPRB = 4..74 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..74 in other downlink sub-frames.

Note 12:
Resource blocks 
nPRB = 4..99 are allocated for the user data in sub-frame 5, and resource blocks nPRB = 0..99 in other downlink sub-frames.
Note 13:
Resource blocks nPRB = 8..35 are allocated for the user data in all sub-frames.


<<< End of changed sections>>>
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