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<Start of first modified section>
22.4.18
NB-IoT / RRC connection reconfiguration / SRB reconfiguration / Success
22.4.18.1
Test Purpose (TP)
(1)

with { UE in E-UTRA RRC_CONNECTED state}

ensure that {

  when { UE receives an RRCConnectionReconfiguration-NB message containing SRB reconfiguration }

    then { UE reconfigures affected SRBs and sends an RRCConnectionReconfigurationComplete-NB message }

            }

22.4.18.2
Conformance requirements

References: The conformance requirements covered in the current TC is specified in: TS 36.331, clauses 5.3.5.3 and 5.3.10.1. 
[TS 36.331, clause 5.3.5.3]

If the RRCConnectionReconfiguration message does not include the mobilityControlInfo and the UE is able to comply with the configuration included in this message, the UE shall:

…

1>
else:

2>
if the RRCConnectionReconfiguration message includes the radioResourceConfigDedicated:

3>
perform the radio resource configuration procedure as specified in 5.3.10;

[TS 36.331, clause 5.3.10.1]

The UE shall:

…

1>
if the UE is a NB-IoT UE and SRB1 is established; or

1>
for each srb-Identity value included in the srb-ToAddModList that is part of the current UE configuration (SRB reconfiguration):

2>
reconfigure the RLC entity in accordance with the received rlc-Config;

2>
reconfigure the DCCH logical channel in accordance with the received logicalChannelConfig;
22.4.18.3
Test description

22.4.18.3.1
Pre-test conditions

System Simulator:

-
Ncell 1.
UE:

None.

Preamble:

-
UE is in State 2-NB, Attach Connected Mode,
22.4.18.3.2
Test procedure sequence

Table 22.4.18.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRConnectionReconfiguration-NB message containing a radioResourceConfigDedicated with SRB reconfiguration.
	<--
	RRC: RRCConnectionReconfiguration-NB 
	-
	-

	2
	Check: Does the UE transmit an RRCConnectionReconfigurationComplete-NB message?
	-->
	RRC: RRCConnectionReconfigurationComplete-NB
	1
	P


22.4.18.3.3
Specific message contents

Table 22.4.18.3.3-1: RCConnectionReconfiguration-NB (step 1, Table 22.4.18.3.2-1)

	Derivation Path: 36.508 table 8.1.6.1-3

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration-NB ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r13 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated-r13 SEQUENCE {
	
	
	

	          radioResourceConfigDedicated-r13
	RadioResourceConfigDedicated-NB-SRBRECONFIG
	
	

	       }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 22.4.18.3.3-2: RadioResourceConfigDedicated-NB-SRBRECONFIG (Table 22.4.18.3.3-1)
	Derivation Path: 36.331 clause 6.7.3

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-NB ::= SEQUENCE {
	
	
	

	  srb-ToAddModList-r13
	SRB-ToAddModList-NB-RECONFIG
	TS 36.508 Table 8.1.6.3-13
	

	  drb-ToAddModList-r13
	Not present
	
	

	  drb-ToReleaseList-r13
	Not present
	
	

	  mac-MainConfig-r13
	Not present
	
	

	  physicalConfigDedicated-r13
	Not present
	
	

	  rlf-TimersAndConstants-r13
	Not present
	
	

	}
	
	
	


<End of modified section>
