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	Reason for change:
	In the current specification, if the UE is configured with PUCCH format 4/5 that does not collide with cell-specific SRS bandwidth, and the UE transmits SRS in that serving cell, the UE has to use the normal PUCCH format. This implies that the UE has to transmit SRS and PUCCH simultaneously. Also, this is inconsistent with text in TS 36.211, that states “In case of simultaneous transmission of sounding reference signal and PUCCH format 1, 1a, 1b, 3, 4 or 5 when there is one serving cell configured, the shortened PUCCH format shall be used where the last SC-FDMA symbol in the second slot of a subframe shall be left empty.”

	
	

	Summary of change:
	Clarify that the shortened format is used in the following cases:
· If PUCCH format 4/5 collides with cell-specific SRS (already in specification)

· If the UE has to transmit SRS in the same CC, even for the case where PUCCH format 4/5 does not collide with cell specific SRS
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8.2
UE sounding procedure
< Unchanged parts are omitted >
For PUCCH format 1/1a/1b/3, this shortened PUCCH format shall be used in a cell specific SRS subframe of the primary cell even if the UE does not transmit SRS in that subframe. For PUCCH format 4/5, this shortened PUCCH format shall be used if the PUCCH transmission partly or fully overlaps with the cell-specific SRS bandwidth in the cell specific SRS subframes of the primary cell even if the UE does not transmit SRS in that subframe, or if the UE transmits SRS in that subframe even if the PUCCH format 4/5 does not partly or fully overlap with the cell-specific SRS.The cell specific SRS subframes are defined in Subclause 5.5.3.3 of [3]. Otherwise, the UE shall use the normal PUCCH format 1/1a/1b as defined in Subclause 5.4.1 of [3] or normal PUCCH format 3 as defined in Subclause 5.4.2A or normal PUCCH format 4 as defined in Subclause 5.4.2B or normal PUCCH format 5 as defined in Subclause 5.4.2C of [3].
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