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	Reason for change:
	In RAN1#90, a problem was identified for simultaneous transmission of SRS + PUSCH for CCs using the same PA. The following agreement was reached:
Agreements: 

· The “same PA” is implicitly identified by the following. Two “CC with the same PA” are those that:

· Are in the same band

· Are in the same TAG

· Have the same CP

· In the identifed cases, Allow the UE to drop SRS, not making it mandatory:
· [for the ‘same PA case’] the UE may drop SRS transmission in a symbol whenever SRS and PUSCH transmissions happen to overlap in the same symbol

· To be corrected from Rel-11. 

	
	

	Summary of change:
	Implement the agreement above.

	
	

	Consequences if not approved:
	PUSCH transmission may have phase discontinuity due to PA setpoint change.

	
	

	Clauses affected:
	8.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


8.2
UE sounding procedure
< Unchanged parts are omitted >
A UE not configured with multiple TAGs shall not transmit SRS whenever SRS and PUSCH transmissions happen to overlap in the same symbol. For the case when an SRS transmission in a first serving cell happens to overlap in the same symbol as a PUSCH transmission in a second serving cell, and the first and second serving cells are in the same TAG, same band, and use the same cyclic prefix, the UE may drop the SRS transmission.
< Unchanged parts are omitted >
