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<Start of first modified section>
NOTE 2:
To meet the validation requirements from certification bodies then there is a need to uniquely reference the FDD and TDD branch of common FDD and TDD test cases. The FDD and TDD branches of common FDD and TDD test cases can be referenced by amending a "FDD" or "TDD" suffix to the test case clause number. For example for AM RLC test case 7.2.3.13 the FDD and TDD branches can be identified by "7.2.3.13 FDD" and "7.2.3.13 TDD".

Table 4-1: Applicability of tests and additional information for testing

>> Skipped part >>

	6.1.2.2
	Cell selection / Qrxlevmin
	Rel-8
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.2a
	Cell selection / Qqualmin
	Rel-9
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.2b
	Cell selection / UE Cat 0 not allowed
	Rel-12
	C224
	UEs supporting E-UTRA and UE Category 0
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.2c
	Cell selection / Qrxlevmin / Enhanced Coverage
	Rel-13
	C254
	UEs supporting E-UTRA and (CE mode A or CE mode B)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.2d
	Cell selection / Qqualmin / Enhanced Coverage
	Rel-13
	C254
	UEs supporting E-UTRA and (CE mode A or CE mode B)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.3
	Cell selection / Intra E-UTRAN / Serving cell becomes non-suitable (S<0 or barred)
	Rel-8
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.3a
	Cell selection / Intra E-UTRAN / Serving cell becomes non-suitable (Srxlev > 0 and Squal < 0)
	Rel-9
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.4
	Cell reselection
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.5
	Cell reselection for interband operation
	Rel-8
	C184
	UEs supporting E-UTRA and more than 1 FDD or TDD E-UTRA band and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.5a
	Cell reselection for interband operation/ Power Class 2 UE operation/ Between FDD and TDD
	Rel-14
	C281
	UEs supporting E-UTRA and Band 41 Power class 2 operation
	pc_eFDD
	
	Note 17
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.5b
	Cell reselection for interband operation using Pcompensation / Between FDD and TDD
	Rel-14
	C142a
	UEs supporting E-UTRA FDD and E-UTRA TDD and NOT Category M1
	
	
	Note 17
	

	6.1.2.5c
	Inter-band cell reselection / Extended frequency list
	Rel-12
	C184
	UEs supporting E-UTRA and more than 1 FDD or TDD E-UTRA band and NOT Category M1
	pc_eFDD

	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.6
	Cell reselection using Qhyst, Qoffset and Treselection
	Rel-8
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.6a
	Cell reselection using Treselection / Enhanced Coverage
	Rel-13
	C254
	UEs supporting E-UTRA and (CE mode A or CE mode B)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.6b
	Cell reselection for enhanced coverage
	Rel-13
	C254b
	UEs supporting E-UTRA and (CE mode A or CE mode B) and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.7
	Cell reselection / Equivalent PLMN
	Rel-8
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	Either TC 6.1.2.7 or TC 6.1.2.7a shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.7a
	Cell reselection / Equivalent PLMN / Single Frequency operation
	Rel-8
	R
	UEs supporting E-UTRA. This test is 'cells on single frequency only ' equivalent of 6.1.2.7
	pc_eFDD
	
	Either TC 6.1.2.7 or TC 6.1.2.7a shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.8
	Cell reselection using cell status and cell reservations / Access control class 0 to 9
	Rel-8
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	Either TC 6.1.2.8 or TC 6.1.2.8a shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.8a
	Cell reselection using cell status and cell reservations / Access control class 0 to 9 / Single Frequency operation
	Rel-8
	R
	UEs supporting E-UTRA. This test is 'cells on single frequency only ' equivalent of 6.1.2.8
	pc_eFDD
	
	Either TC 6.1.2.8 or TC 6.1.2.8a shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.9
	Cell reselection using cell status and cell reservations / Access control class 11 to 15
	Rel-8
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	Either TC 6.1.2.9 or TC 6.1.2.9a shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.9a
	Cell reselection using cell status and cell reservations / Access control class 11 to 15 / Single Frequency operation
	Rel-8
	R
	UEs supporting E-UTRA. This test is 'cells on single frequency only ' equivalent of 6.1.2.9
	pc_eFDD
	
	Either TC 6.1.2.9 or TC 6.1.2.9a shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.10
	Cell reselection in shared network environment
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.11
	Inter-frequency cell reselection
	Rel-8
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.11a
	Inter-frequency cell reselection / Extended frequency list
	Rel-12
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.2.12
	Cell reselection / Cell-specific reselection parameters provided by the network in a neighbouring cell list
	Rel-8
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


>> Skipped part >>

	8.1.3.1
	Void
	
	
	
	
	
	
	

	8.1.3.3
	Void
	
	
	
	
	
	
	

	8.1.3.4
	RRC connection release / Redirection to another E-UTRAN frequency
	Rel-8
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.5
	RRC connection release / Success / With priority information
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.5a
	RRC connection release / Success / With extended priority information
	Rel-12
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.6
	RRC connection release / Redirection from E-UTRAN to UTRAN
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	8.1.3.6a
	RRC connection release / Redirection from E-UTRAN to UTRAN / Pre-redirection info
	Rel-9
	C01
	UEs supporting E-UTRA and UTRA and NOT Category M1
	pc_eFDD
	
	Note 3
	Rel-8 UTRA FDD

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	8.1.3.7
	RRC connection release / Redirection from UTRAN to E-UTRAN
	Rel-8
	C01
	UEs supporting E-UTRA and UTRA and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	Rel-9 UTRA TDD

	8.1.3.8
	RRC connection release / Redirection from E-UTRAN to GERAN
	Rel-8
	C05
	UEs supporting E-UTRA and GERAN and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.9
	RRC connection release / Redirection from E-UTRAN to CDMA2000-HRPD
	Rel-8
	C06
	UEs supporting E-UTRA and HRPD and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.10
	RRC connection release / Redirection from E-UTRAN to CDMA2000-1xRTT
	Rel-8
	C07
	UEs supporting E-UTRA and 1xRTT and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.11
	RRC connection release / Redirection to another E-UTRAN band
	Rel-9
	C184
	UEs supporting E-UTRA and more than 1 FDD or TDD E-UTRA band and NOT Category M1
	pc_eFDD
	
	Note 3
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.11a
	RRC connection release / Redirection to another E-UTRAN band / Between FDD and TDD
	Rel-9
	C142a
	UEs supporting E-UTRA FDD and E-UTRA TDD and NOT Category M1
	
	
	Note 3
	

	8.1.3.12
	RRC connection release / Success / With priority information / Inter-band
	Rel-9
	C184
	UEs supporting E-UTRA and more than 1 FDD or TDD E-UTRA band and NOT Category M1
	pc_eFDD
	
	Note 3 Either TC 8.1.3.12 or TC 8.1.3.12b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.1.3.12a
	RRC connection release / Success / With priority information / Inter-band / Between FDD and TDD
	Rel-9
	C142a
	UEs supporting E-UTRA FDD and E-UTRA TDD and NOT Category M1
	
	
	Note 3
	

	8.1.3.12b
	RRC connection release / Success / With priority information / Inter-band (Single frequency operation in source band)
	Rel-9
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	Note 3Either TC 8.1.3.12 or TC 8.1.3.12b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.1.1
	RRC connection reconfiguration / Radio bearer establishment for transition from RRC_IDLE to RRC_CONNECTED / Success / Default bearer / Early bearer establishment
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


<End of modified section>
