Page 1



3GPP TSG-RAN5 Meeting #76
R5-175198
Berlin, Germany, 21st Aug 2017 - 25th Aug 2017
	CR-Form-v11.2.1

	CHANGE REQUEST

	

	
	36.521-2
	CR
	0612
	rev
	1
	Current version:
	14.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.
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	Title:

	Editorial change to the content of comment and condition of the test cases 8.2.1.3.1, 8.2.1.3.1_1 and 8.2.1.3.2 in Table 4.1-1 and 4.1-1a.

	
	

	Source to WG:
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	Source to TSG:
	R5

	
	

	Work item code:
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	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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Rel-8
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Rel-10
(Release 10)
Rel-11
(Release 11)
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(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The content of the comment and the condition of test cases 8.2.1.3.1, 8.2.1.3.1_1, 8.2.1.3.2 and 9.2.2.1are not aligned with the core spec.

The condition C13 can not fulfill test cases 8.2.1.3.1, 8.2.1.3.1_1, 8.2.1.3.2,  9.2.2.1 and 9.3.2.1.1.

	
	

	Summary of change:
	1. The UE category content under the column of the “comment” has been corrected to align with the core spec.
2. The condition for test cases 8.2.1.3.1, 8.2.1.3.1_1, 8.2.1.3.2,  9.2.2.1 and 9.3.2.1.1 have been changed to C13b

	
	

	Consequences if not approved:
	The comment for test cases  8.2.1.3.1, 8.2.1.3.1_1, 8.2.1.3.2 and   9.2.2.1 will not align to the core spec.
The test case condition for 8.2.1.3.1, 8.2.1.3.1_1, 8.2.1.3.2,  9.2.2.1 and 9.3.2.1.1 will be confused.

	
	

	Clauses affected:
	Tables 4.1-1 and 4.1-1a

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	R5174414r1: 
1.  Remove the additional space in the document number 

2. Add more impact test cases 9.2.2.1 and 9.3.2.1.1 in this CR

3. Remove the content in Additional Information 
R5174414r2: 
1. recovery the C13 content 

2. change C13 to C13b for  test cases 8.2.1.3.1, 8.2.1.3.1_1, 8.2.1.3.2,  9.2.2.1 and 9.3.2.1.1
This is an update of R5-174414 and the outcome of 2 revision.


<<Start of Change>>
4.1
RF conformance test cases

NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
Table 4.1-1: Applicability of RF conformance test cases, ref. TS 36.521-1 [1]

	Clause
	Title
	Release
	Applicability
	Tested Bands / CA-Configurations

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	
	Transmitter Characteristics

	6.2.2
	UE Maximum Output Power
	Rel-8
	C186
	UE supporting E-UTRA Power Class 3
	D01
	FDD

	
	
	
	
	
	
	TDD

	6.2.2_1
	UE Maximum Output Power for HPUE
	Rel-10
	C39
	UE supporting E-UTRA Power Class 1 or Power Class 2
	D04
	FDD

	
	
	
	
	
	
	TDD

	6.2.2A.1
	UE Maximum Output Power for CA (intra-band contiguous DL CA and UL CA)
	Rel-10
	C19
	UE supporting E-UTRA and intra-band contiguous DL CA and UL CA
	E01
	FDD

	
	
	
	
	
	
	TDD

	6.2.2A.2
	UE Maximum Output Power for CA (inter-band DL CA and UL CA)
	Rel-11
	C116
	UE supporting E-UTRA and inter-band DL CA and UL CA
	E03
	FDD

	
	
	
	
	
	
	TDD

	<<Skip of Change>>

	8.2.1.3.1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2
	Rel-8
	 C13b
	UE supporting E-UTRA FDD (UE categories >=2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	Test execution not necessary if 8.2.1.3.1_A.1 or 8.2.1.3.1_A.2 is executed.

	8.2.1.3.1_1
	FDD PDSCH Open Loop Spatial Multiplexing 2x2 (Release 11 and forward)
	Rel-11
	 C13b
	UE supporting E-UTRA FDD (UE categories >=2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	Test execution not necessary if 8.2.1.3.1_A.1

or 8.2.1.3.1_A.2 is executed.

	<<Skip of Change>>

	8.2.1.3.2
	FDD PDSCH Open Loop Spatial Multiplexing 4x2
	Rel-8
	C13b
	UE supporting E-UTRA FDD  (UE categories >=2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	<<Skip of Change>>

	9.2.2.1
	FDD CQI Reporting under AWGN conditions - PUCCH 1-1
	Rel-8
	C13b
	UE supporting E-UTRA FDD (UE categories >=2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	<<Skip of Change>>

	9.3.2.1.1
	FDD CQI Reporting under fading conditions - PUCCH 1-0
	Rel-8
	C13b
	UE supporting E-UTRA FDD (UE Category >= 2)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	

	<<Skip of Change>>

	9.5.1.1_1
	FDD RI Reporting - PUCCH 1-1 (Release 10)
	Rel-10 only
	C13
	UE supporting E-UTRA FDD (UE Category 2-8)
	Each "Test Number" to be performed once, in a chosen band supporting tested BW
	


<<Skip of Change>>
Table 4.1-1a: Applicability of RF conformance test cases Conditions

	C01
IF NOT(A.4.3-4a/1) AND A.4.1-1/1 THEN R ELSE N/A

	C01h
IF (A.4.1-1/1 AND A.4.5-1/18) THEN R ELSE N/A

	C02
IF NOT(A.4.3-4a/1) AND A.4.1-1/2 THEN R ELSE N/A

	C02h
IF (A.4.1-1/2 AND A.4.5-1/18) THEN R ELSE N/A

	C03
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.2-1/1) THEN R ELSE N/A

	C04
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.2-1/1) THEN R ELSE N/A

	C05
Void

	C06
Void

	C07
IF ((NOT(A.4.3-4a/1) AND A.4.1-1/1 OR A.4.1-1/2) AND A.4.3-3b/2 AND A.4.2-1/3) THEN R ELSE N/A

	C08
Void

	C09
IF (NOT(A.4.3-4a/1) AND A.4.1-1/1 AND A.4.3-3a/1) THEN R ELSE N/A

	C10
IF (NOT(A.4.3-4a/1) AND A.4.1-1/2 AND A.4.3-3a/1) THEN R ELSE N/A

	C11
IF A.4.1-1/1 AND A.4.3-3a/6 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5) THEN R ELSE N/A

	C12
IF A.4.1-1/2 AND A.4.3-3a/6 AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5) THEN R ELSE N/A

	C13
IF ((A.4.1-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 )) THEN R ELSE N/A

	C13a
IF ((A.4.1-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5)) THEN R ELSE N/A

	C13b
IF ((A.4.1-1/1) AND (A.4.3-4/2 OR A.4.3-4/3 OR A.4.3-4/4 OR A.4.3-4/5 OR A.4.3-4/6 OR A.4.3-4/7 OR A.4.3-4/8 OR A.4.3-4/9 OR A.4.3-4/10 OR A.4.3-4/11 OR A.4.3-4/12 )) THEN R ELSE N/A


<<End of Change>>
