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	Reason for change:
	Test Cases 7.1.3.11.4 and 7.1.3.11.5 are for 2DL CA and 1UL CA scenario. However, their applicabilities also include tdd-FDD-CA-PCellDuplex-r12 with the second bit set to "1" and “0” respectively. According to 3GPP TS 36.306 V14.3.0 clause 4.3.4.28, tdd-FDD-CA-PCellDuplex-r12 IE requires at least one FDD band with bandParametersUL and at least one TDD band with bandParametersUL. Therefore, this IE should be removed from their applicability. 

4.3.4.28
tdd-FDD-CA-PCellDuplex-r12
The presence of this field indicates that the UE supports TDD/FDD CA in any supported band combination including at least one FDD band with bandParametersUL and at least one TDD band with bandParametersUL. The first bit is set to "1" if UE supports the TDD PCell. The second bit is set to "1" if UE supports FDD PCell. This field is included only if the UE supports band combination including at least one FDD band with bandParametersUL and at least one TDD band with bandParametersUL. If this field is included, the UE shall set at least one of the bits as "1". If this field is included with DC, then it is applicable within a CG, and the presence of this field indicates the capability of the UE to support TDD/FDD CA with at least one FDD band and at least one TDD band in the same CG, with the value indicating the support for TDD/FDD PCell (PSCell).

	
	

	Summary of change:
	Removed the tdd-FDD-CA-PCellDuplex-r12 IE dependency from Test Case 7.1.3.11.4 and 7.1.3.11.5 Applicability

	
	

	Consequences if not approved:
	The tests would not be applicable for UE supporting 2DL TDD-FDD CA but not 2UL TDD-FDD CA.
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	Other comments:
	R5-173862 -> r1 -> R5-174518


<<< Beginning of Changed Sections >>>
Table 4-1: Applicability of tests and additional information for testing

*** Many unchanged lines omitted ***
	7.1.3.11.3
	CA / Correct HARQ process handling / DCCH and DTCH / Pcell and Scell / Intra-band non-Contiguous CA
	Rel-11
	C132a
	UEs supporting E-UTRA and Downlink Intra-band non-contiguous CA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	7.1.3.11.4
	FDD-TDD CA / Correct HARQ process handling / DCCH and DTCH / FDD PCell and TDD SCell
	Rel-12
	C235a
	UE supporting E-UTRA FDD and TDD and 2DL CA and 1UL CA 
	
	
	
	

	7.1.3.11.5
	FDD-TDD CA / Correct HARQ process handling / DCCH and DTCH / TDD PCell and FDD SCell
	Rel-12
	C234a
	UE supporting E-UTRA FDD and TDD and 2DL CA and 1UL CA 
	
	
	
	

	7.1.3.12
	TDD additional special subframe configuration / Special subframe pattern 9 with Normal Cyclic Prefix / CRS based transmission scheme
	Rel-11
	C175
	UEs supporting E-UTRA TDD and TDD special subframe config
	pc_eTDD
	
	Note 7
	


*** Many unchanged lines omitted ***

Table 4-1a: Applicability of tests Conditions

*** Many unchanged lines omitted ***

	C233
IF A.4.1-1/1 AND A.4.1-1/2 AND A.4.3.3-1/2 AND A.4.3.3-2/2 AND (A.4.4-1/108 OR A.4.4-1/109) AND A.4.4-1A/3 THEN R ELSE N/A

	C234
IF A.4.1-1/1 AND A.4.1-1/2 AND A.4.3.3-1/1 AND A.4.3.3-2/1 AND A.4.4-1/108 THEN R ELSE N/A

	C234a
IF A.4.1-1/1 AND A.4.1-1/2 AND A.4.3.3-1/1 THEN R ELSE N/A

	C235
IF A.4.1-1/1 AND A.4.1-1/2 AND A.4.3.3-1/1 AND A.4.3.3-2/1 AND A.4.4-1/109 THEN R ELSE N/A

	C235a
IF A.4.1-1/1 AND A.4.1-1/2 AND A.4.3.3-1/1 THEN R ELSE N/A

	C236
IF (A.4.1-1/1 OR A.4.1-1/2) AND [45]A.3A/50 AND [45]A.4/2B AND [45]A.15/1 THEN R ELSE N/A

	C237
IF (A.4.1-1/1 OR A.4.1-1/2) AND [45]A.3A/50 AND [45]A.4/2B AND [45]A.15/1 AND [45]A.15/3 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A


*** End of Changed Sections ***
