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	36.101
	4550
	2
	Rel-13
	Correction to ON/OFF time mask for NB-IoT
	F
	13.8.0
	RAN4#84
	R4-1709202
	Rohde & Schwarz
	NB_IOT-Core
	
	

	36.101
	4551
	1
	Rel-14
	Correction to ON/OFF time mask for NB-IoT
	A
	14.4.0
	RAN4#84
	R4-1709195
	Rohde & Schwarz
	NB_IOT-Core
	
	

	36.101
	4614
	1
	Rel-13
	CR for R13 NB-IoT performance requirements maintenances (R13)
	F
	13.8.0
	RAN4#84
	R4-1708678
	Huawei, HiSilicon
	NB_IOT-Perf
	
	

	36.101
	4615
	-
	Rel-14
	CR for R13 NB-IoT performance requirements maintenances (R14)
	A
	14.4.0
	RAN4#84
	R4-1708568
	Huawei, HiSilicon
	NB_IOT-Perf
	
	

	36.104
	4690
	1
	Rel-13
	NB-IoT PRB position in Refsens for >5 MHz E-UTRA in-band operation (TS 36.104)
	F
	13.8.0
	RAN4#84
	R4-1708774
	Nokia, Nokia Shanghai Bell, Ericsson, Huawei
	NB_IOT-Core
	
	

	36.104
	4691
	-
	Rel-14
	NB-IoT PRB position in Refsens for >5 MHz E-UTRA in-band operation (TS 36.104)
	A
	14.4.0
	RAN4#84
	R4-1707139
	Nokia, Nokia Shanghai Bell
	NB_IOT-Core
	
	

	36.104
	4713
	-
	Rel-14
	Correction on NB-IoT standalone UEM
	F
	14.4.0
	RAN4#84
	R4-1708134
	Huawei, Hisilicon
	NB_IOT-Core
	
	

	36.133
	5024
	1
	Rel-13
	Correction to RLM test cases Category NB1
	F
	13.8.0
	RAN4#84
	R4-1709012
	Anritsu, Huawei, HiSilicon
	NB_IOT-Perf
	
	

	36.133
	5025
	-
	Rel-14
	Correction to RLM test cases Category NB1.
	A
	14.4.0
	RAN4#84
	R4-1707307
	Anritsu, Huawei, HiSilicon
	NB_IOT-Perf
	
	

	36.133
	5034
	1
	Rel-13
	NB-IoT RRM: Correction of antenna configuration of LTE and NBIoT cells in Inband RRM scenarios (Rel-13)
	F
	13.8.0
	RAN4#84
	R4-1708721
	Rohde & Schwarz
	NB_IOT-Perf
	
	

	36.133
	5035
	-
	Rel-14
	NB-IoT RRM: Correction of antenna configuration of LTE and NBIoT cells in Inband RRM scenarios (Rel-14)
	A
	14.4.0
	RAN4#84
	R4-1707325
	Rohde & Schwarz
	NB_IOT-Perf
	
	

	36.133
	5036
	1
	Rel-13
	NB-IoT RRM: Corrections to the NOCNG definition (Rel-13)
	F
	13.8.0
	RAN4#84
	R4-1708724
	Rohde & Schwarz
	NB_IOT-Perf
	
	

	36.133
	5037
	-
	Rel-14
	NB-IoT RRM: Corrections to the NOCNG definition (Rel-14)
	A
	14.4.0
	RAN4#84
	R4-1707327
	Rohde & Schwarz
	NB_IOT-Perf
	
	

	36.133
	5077
	1
	Rel-13
	NB-IoT RRM: Corrections to invalid configuration for In-band Intra-frequency scenairos (Rel-13)
	F
	13.8.0
	RAN4#84
	R4-1708722
	Rohde & Schwarz
	NB_IOT-Perf
	
	

	36.133
	5078
	-
	Rel-14
	NB-IoT RRM: Corrections to invalid configuration for In-band Intra-frequency scenairos (Rel-14)
	A
	14.4.0
	RAN4#84
	R4-1708091
	Rohde & Schwarz
	NB_IOT-Perf
	
	

	36.133
	5094
	1
	Rel-13
	Correction on RLM core requirements for NB-IoT
	F
	13.8.0
	RAN4#84
	R4-1709013
	Huawei, HiSilicon
	NB_IOT-Core
	
	

	36.133
	5095
	-
	Rel-14
	Correction on RLM core requirements for NB-IoT
	A
	14.4.0
	RAN4#84
	R4-1708233
	Huawei, HiSilicon
	NB_IOT-Core
	
	

	36.133
	5096
	1
	Rel-13
	Correction on cell reselection test case for NB-IoT
	F
	13.8.0
	RAN4#84
	R4-1709014
	Huawei, HiSilicon
	NB_IOT-Perf
	
	

	36.133
	5097
	1
	Rel-14
	Correction on cell reselection test case for NB-IoT
	F
	14.4.0
	RAN4#84
	R4-1709015
	Huawei, HiSilicon
	NB_IOT-Perf
	
	

	36.133
	5128
	1
	Rel-13
	CR for NB-IoT Transmit Timing Test
	F
	13.8.0
	RAN4#84
	R4-1709031
	Neul
	NB_IOT-Perf
	
	

	36.133
	5129
	1
	Rel-14
	CR for NB-IoT Transmit Timing Test
	F
	14.4.0
	RAN4#84
	R4-1709032
	Neul
	NB_IOT-Perf
	
	

	36.141
	1055
	1
	Rel-13
	NB-IoT PRB position in Refsens for >5 MHz E-UTRA in-band operation (TS 36.141)
	F
	13.8.0
	RAN4#84
	R4-1708828
	Nokia, Nokia Shanghai Bell
	NB_IOT-Perf
	
	

	36.141
	1056
	-
	Rel-14
	NB-IoT PRB position in Refsens for >5 MHz E-UTRA in-band operation (TS 36.141)
	A
	14.4.0
	RAN4#84
	R4-1707141
	Nokia, Nokia Shanghai Bell
	NB_IOT-Perf
	
	


